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PREFACE 


This manual is written for two distinct audiences: operators 
of DPS 6 nodes in a DPS 6 System Network Architecture (SNA) 
network and those who configure such nodes. This manual also 
describes two different system-user interfaces for each audience: 
form driven and command line. 


The major topics discussed in this manual are: 


e Configuration of MOD 400 to support the SNA support 
services and facilities (Section 2) 


e Use of the User Productivity Feature to access SOPR and 
the interactive configurator (Section 3) 


@ Operation of DPS 6 nodes in an SNA network,.including a 
summary of network operator screens and commands and a 
description of journal files (Section 4) 


e Form-driven configuration of SNA (Section 5) 

@e Creation of configuration tables for the SNA Configurator, . 
SNA Operator Control (SOPR), the SNA Transport Facility 
and the SNA program products (Section 6) 


@® Error messages generated by the Transport Facility and the 
SNA Configurator (Appendixes A and B) 


e Sense data from the host (Appendix C) 
e Acceptable binds (Appendix D) 


e Configuration samples (Appendix E). 


USER COMMENT'SS FORMS are included at the back of this manual. These forms are to be used to record 


any corrections, changes, or additions that will make this manual more useful. 


Honeywell disclaims the implied warranties of merchantability and fitness for a particular 
purpose and makes no express warranties except as may be stated in its written agreement 
with and for its customer. 


In no event is Honeywell liable to anyone for any indirect, special or consequential damages. 
The information and specifications in this document are subject to change without notice. 
Consult your Honeywell Marketing Representative for product or service availability. 
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The reader who intends to operate a DPS 6 SNA node is assumed 
to have a general understanding of either DPS 6 screens or 
command formats. The operation of DPS 6 is not discussed in this 
manual. 


The reader who intends to configure a DPS 6 SNA node is 
assumed to have read the MOD 400 System Building manual and any 
appropriate IBM documentation. This manual describes neither the 
configuration of MOD 400 in general nor the configuration of IBM 
Inainf rames. 


In this manual, the term "SNA program products" is used to 
refer to all of the SNA software facilities, .including the SNA 
Transport Facility (STF), the Remote Job Entry (RJE) Facility, 
the Interactive Terminal Facility (ITF),.the SNA File Transfer 
Facility (SFT-6 and SFT-host) and the Application Interface 
Facility (AIF). 


The term DPS 6 is used generically to include DPS 6, 
microsystem 6/20,.and microSystem 6/10 SNA nodes. The term DPS 6 
SNA is used to distinguish these nodes from IBM SNA nodes. 


The following conventions are used to indicate the relative 
levels of topic headings used in this manual: 


Level Headin ormat 


1 (highest) 
2 


3 ALL CTL ys LETTERS, . NOT UNDERLINED 
4 (lowest) Initial Capital Letters, .Not Underlined 


enu an cree escription Format 
Menus and additional screens are depicted in figures or boxed 
text, .followed by a description of each prompt and allowable 


responses to that prompt. These menus and screens are presented 
in a slightly edited format to fit on these pages. 
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Command and Directive Description Format 


The format illustrated below is used in the anecripeione of 
commands and directives in this manual. 


Convention — Meaning 
UPPERCASE Items in uppercase letters must be input as 


lowercase 


shown. 


Items in lowercase letters describe what you need 
to supply. 


Items in square brackets are optional. 


Braces indicate that the user has a choice 
between two or more entries. These entries can 
be stacked vertically or separated by vertical 
bars. At least one of the entries enclosed in 
braces must be chosen (unless the entries are 
also enclosed in square brackets). 


Vertical bars separate the choices within 

braces, At least one of the entries separated by 
vertical bars must be chosen (unless the entries 
are enclosed in square brackets). 


NOTE 


You must separate any arguments following commands 
Or directives by one space. Spaces are represented 
visually in command and directive descriptions. 


iv CR57-02 


MANUAL DIRECTORY 


Manuals are obtained by submitting a Honeywell Publications 
Order Form to the following address: 


Honeywell Information Systems Inc. 

47 Harvard Street 

Westwood, MA 02090 

Attn: Publications Services MA06-01 
SNA MANUALS 


The following publications constitute the DPS 6 SNA manual set 
for Release 1.2 of SNA. 


Order Number Manual Title 
CR56 IBM Distributed Data Processing Overview 
CR57 , DPS 6 SNA Administrator's Guide 
CR5 8 SNA Interactive Terminal Facility User's Guide 
CR59 SNA Remote Job Entry Facility User's Guide 
CR6 0 SNA File Transfer Facility User's Guide 
GR11 SNA Application Programmer's Guide 
CZ7 4 GCOS 6 Data Base Augmented Real-Time Tracing 
System User's Guide 
GB88 SNA Host System Programmer's Guide 


SOFTWARE RELEASE BULLETIN 


The SNA product is described in a Software Release Bulletin. 
Consult the Software Release Bulletin before using the software. 
The DPS 6 SNA Software Release Bulletin is: 


Qrder Number SRB Title 
GR1 2 SNA Software Release Bulletin 


Contact your Honeywell representative if a copy of the Software 
Release Bulletin is not available. 
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MOD 400 MANUALS 


The MOD 400 manual set provides information prerequisite to 
uSing the SNA manual set. Honeywell software reference manuals 
are periodically updated to support enhancements and improvements 
to the software. Before ordering any manuals,.refer to the 
Manual Directory of the MOD 400 Guide to Software Documentation 
to obtain information concerning the specific edition of the 
manual that supports the software currently in use at your 
installation. If you use the four-character base publication 
number to order a document, .you will receive the latest edition 
of the manual. If you wish to order a specific edition of a 
document,.you must use the seven- or eight-character publication 
number listed in the MOD 400 Guide to Software Documentation. 


IBM MANUALS 


Refer to these IBM documents for host programming, . operating, 
application, .and configuration information. 


rder Number Manual Title 
SC27-0164 ACF/VTAM Messages and Codes 
SC27-0449 ACF/VTAM Programming 
SC27-0611 ACF/VTAM Planning and Installation Reference 
SC30-3167 ACF/NCP Installation and Resource Definition 
SC30-3168 ACF/NCP System Support Programs: Utilities 
SC30-3169 ACF/NCP and Emulation Program: Messages and 

Codes 

SC23-00 46 JES2 Initialization and Tuning 
SC33-0149 CICS Resource Definition Guide 
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Section 1 
INTRODUCTION 


DPS 6 SNA administration consists of two functions: network 
node operation and network configuration. Both functions are 
described briefly in this section. 


D A_NET DE E VIE 


DPS 6 SNA software allows any number of logical nodes to be 
configured on a DPS 6, limited only by the resources (memory, 
channels, etc.) available on the DPS 6. A Single DPS 6 can 
appear to the host as one or more IBM 3274 clusters and IBM 3777 
Remote Job Entry (RJE) stations; each cluster or station is 
treated by the host as separate Physical Unit Type 2 (PU.T2) 
nodes on the line. DPS 6 SNA Supports the transfer of files 
between the DPS 6 nodes and the IBM host (SFT) and an interface 
between DPS 6 COBOL and Assembly language transaction programs 
and Customer Information Control System (CICS) or Information 
Management System (IMS) transaction programs (AIF). DPS 6 SNA 
supports a maximum of four lines; however, more than one node can 
reside on one line. DPS 6 SNA Supports a set of operator 
functions that provides common monitoring and control of these 
logical nodes. 


The DPS 6 SNA program products consist of: 
e The SNA Transport Facility, which consists of SNA Operator 
Control (SOPR), the SNA Configurator, and the lower levels 


of baseline, including the link, path and transport levels 
which are invisible to the user. 
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@® The SNA Remote Job Entry (RJE) Facility 

@® The SNA Interactive Terminal Facility (ITF) 

@e The SNA File Transfer Facility (SFT) 

e The SNA Application Interface Facility (AIF). 


The services (SOPR and the Configurator) and program products can 
be started from any terminal connected to the DPS 6 system, 
including the operator terminal. Once a facility is executing, 
you can monitor its status and display operational statistics, 
either from terminals attached to SOPR by secondary user logon or 
from the system operator terminal. You can terminate the 
facilities from the SOPR terminals or system operator terminal. 
The number of SOPR terminals is specified in the configuration 
file for SOPR. Users log on and off as SNA operators. 


Section 4 of this manual details node operation, including 
activation and deactivation of SOPR, SNA operator screens and 
commands, journal operation, and using the SNAMAP utility. 


A_NET FI 7 ERVIE 


To use the DPS 6 SNA software, the SNA administrator must 
configure a logical node for each program product within the 
DPS 6 to be used in the network. This configuration process is 
carried out by creating a configuration file for each service and 
facility. (Configuring the SNA Configurator is optional.) The 
configuration files contain all the information necessary to 
tailor the DPS 6 SNA logical node to the expectations of the 
host. 


You must configure your MOD 400 system appropriately for 
DPS 6 SNA. Section 2 of this manual describes the MOD 400 
requirements of DPS 6 SNA. 


The configuration of the host requires no special 
modifications for DPS 6 SNA. If you intend to configure either 
the RJE Facility, the ITF Facility, or the SFT Facility (SFT-6) 
make sure the host is configured to expect the appropriate 
device. These GCOS 6 SNA facilities appear to the host as the 
corresponding IBM devices. Refer to the SNA Host System 
Programmer's Guide for details of host SNA configuration. 


Two configuration options are open to you. You can use the 
Configurator in a screen-driven environment to create 
configuration files (interactive configuration), or you can 
create the files directly, uSing a text editor (batch 
configuration). Creating configuration files interactively is 
outlined below. Interactive and batch configuration procedures 
are described for each of the program products in Section 5 
(interactive) and Section 6 (batch). Sample configurations are 
listed in Appendix E. 
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THE MENU-DRIVEN A_INTE 


The MOD 400 User Productivity Feature (UPF) extends to SNA 
program products. If you have the UPF software and appropriate 
VIP or WST terminals, you can choose to configure and/or operate 
SNA software uSing a screen-driven interface instead of a 
command-line interface. 


The UPF eae is described in the MOD 400 Menu 
an é jance That manual includes information 
on revboard necraee, cursor movement, and menu navigation that 
will not be repeated here. 


Section 3 of this manual details the use of the UPF and the 
access roles required to use it. 
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Section 2 


CONFIGURING MOD 400 
FOR DPS 6 SNA 


To configure MOD 400 for DPS 6 SNA, you must first configure 
a basic MOD 400 system with certain modifications, which are 
described in this section. Then you must configure whatever 
hardware devices and software components SNA and its facilities 
will use. Finally, you must provide information to configure the 
SNA Transport Facility, which provides protocol support for the 
DPS 6 SNA facilities. 


The SNA Transport Facility executes on any DPS 6 system, 
microSystem 6/20, or disk-based microSystem 6/10. 


The SNA Transport Facility requires a communications 
processor with an HDLC communications adapter (DCM9606). 


The SNA Transport Facility requires the GCOS 6 MOD 400 
Release 3.1 Executive. For MOD 400 resource requirement 
information, see the GCOS 6 MOD 400 Executive Release 3.1 
Software Release Bulletin. 


Resource Requirements for the SNA Remote Job Entrv Faci 


The SNA Remote Job Entry (RJE) Facility requires the SNA 
Transport Facility. 
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The RJE Facility has no hardware or software requirements in 
addition to those of the Transport Facility. The facility 
Supports any terminal Supported by by GCOS 6 MOD 400 
(release 3.1) as an RJE operator terminal. 


Resource Requirements fo he SNA Interactive Terminal Facility 


The SNA Interactive Terminal Facility (ITF) requires the SNA 
Transport Facility. 


The ITF Supports WST72XX, VIP72XX, asynchronous WST78xXxX and 
VIP78XX, and VIP73XX terminals. The facility supports remotely 
connected terminals. 


Resource Requirements for the SNA File ansfer Facili 


The SNA File Transfer Facility (SFT) requires the SNA 
Transport Facility. The SFT has no hardware or software 
requirements in addition to those of the Transport Facility. 


Resource Requirements or the Application Interface Fa 


The Application Interface Facility (AIF) requires the SNA 
Transport Facilty. The AIF has no hardware or software 
requirements in addition to those of the Transport Facility. 


CONFIGURING THE BASIC MOD 400 SYSTEM 


You configure the basic MOD 400 system by creating a 
Configuration Load Manager (CLM) file. You can create this file 
by uSing a text editor or the M4_SYSDEF program. Once you create 
a CLM file, you can bootstrap the system; the Configuration Load 
Manager reads the CLM file and configures the system accordingly. 


M4_SYSDEF is the recommended way to create CLM files. 
M4_SYSDEF interactively creates a CLM_USER file that always 
results in an operating MOD 400 system. M4_SYSDEF tests each 
response for validity as you type it. If you make mistakes, you 
can correct them immediately. In fact, you can add, delete, or 
modify information requested by M4_SYSDEF at any point during the 
execution of the program. For detailed information about MOD 400 
system building, see the MOD 400 System Building manual. 


While you can use M4_SYSDEF to build a basic system, you 
cannot use M4_SYSDEF to build a complete MOD 400 system for DPS 6 
SNA. After you build the basSic system, you must modify the CLM 
file to include the SNA Transport Facility and to adjust some of 
the memory pool definitions. The required changes are described 
later in this section. 


However you build the MOD 400 system, keep ne following in 
mind when creating the CLM file: | 


1. Configure DARTS (see "Configuring DARTS," later in this 
section). 
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6. 


Specify enough system memory to include all received 
RUS. Program products run in user pool. 


Specify roughly 75 additional Trap Save Areas (TSAS) and 
75 additional Interrupt Request Blocks (IRBs) for SNA, 
The ITF may require even more IRB's. 


Make sure all terminals used by the ITF are configured as 
Asynchronous Terminal Devices (ATDsS). When creating the 
CLM file with a text editor, pair each ATD directive with 
a corresponding DEVICE directive so that the terminals 
can be accessed through the File System. 


Make sure that all Link Control directives are at the 
Same task and interrupt level. 


The SFT-6 cannot be timesliced or reside in a Swap pool. 


Also keep these non-CLM considerations in mind: 


1. 


Make Sure that you specify enough Logical Resource 
Numbers (LRNs) and Logical File Numbers (LFNs) for all 
program products including the configurator. We 
recommend at least 50 of each. 


Do not create a task group named "SA" for your own use; 
SA is reserved for the SOPR task group. 


Create a Listener Terminals file to include each of the 
terminals to be used by the ITF and each of the terminals 
to be used by SOPR. The MOD 400 System Building manual 
contains a description of the Listener Terminals file. 


a ART 


The SNA Transport Facility interfaces with DARTS. DARTS is a 


GCOS 6 online diagnostic facility that enables users to monitor 
network software activity and to record diagnostic information 
for analysis by Honeywell. (DARTS monitors software executing on 
a DPS 6 system only.) We recommend that DARTS be configured in 
all networks so that it is available during each node's initial 
Operational phases. To configure DARTS, include this DRIVER 
directive: 


DRIVER ZQDART,I1lrn,level,X'FFCO' 


where lrn is the logical resource wunber, level is the hardware 
priority level, and FFCO is a dummy, unused channel number. 


For further information about DARTS, see the DARTS User's 
Guide. 
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5 A_T PORT F Y 


The SNA Transport Facility has two modules: the Transport 
Facility Root and Link Control. Transport Facility Root 
configuration requires the CLM SNA directive. Link Control is 
configured uSing the CLM directives SNALN, DEVICE, and SNASTA. 
The SNALN, SNASTA, and SNA directives are described only in this 
manual; the DEVICE directive is described more fully in the 

t L1di manual. 


You must configure the Transport Facility Root before you 
configure Link Control. This requires an SNA directive. 


FORMAT : 

SNA lrn,level 
ARGUMENTS : 
Jrn 

An appropriate value. 
level 


The priority level for the SNA Transport Facility. This 
priority level must be lower than the priority level 
specified for Link Control. This level must be unique 
and must not be specified in any other CLM directive. 


DESCRIPTION: 
The SNA directive loads the Transport Facility root ZNBINT. 
Example: 

SNA 37,37 


In this example 37 is the logical resource number for the 
Transport Facility and 37 is the priority level of the 
Transport Facility Root. 


Conf 3 ; Link Contro] 
You must use a combination of SNALN, SNASTA, and DEVICE 


directives to configure Link Control. Figure 2-1 contains a 
Sample sequence of CLM directives to configure Link Control. 
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SNALN 32,25,X'F400',, 
SNASTA 
SNASTA 


SNASTA 
SNASTA 
DEVICE GENOO ,32,25,X'F400',LINEO1] 


Figure 2-1. Sample CLM Directives to Configure Link Control 
The directives are described in the order shown in 
Figure 2-l. 
SNALN DIRECTIVE 
FORMAT: 
SNALN lirn,level,X'channel',[modem] ,[S],[NRZI] 
ARGUMENTS : 
lrn 


Logical resource number to be associated with the first 
station on the physical link. 


level 
An appropriate value. 

channel 
A four-digit hexadecimal number specifying the 
communications processor channel to which this HDLC 
adapter is attached. 

[modem] 
An appropriate value. The default is 2. 

[S] 


Specifies that this is a secondary link. The default is 
secondary. 


[NRZI] 


Transmission continues from last state. NRZI is not 
supported by MLCP. 
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DESCRIPTION: 


The SNALN directive creates the channel control table and the 
first station control table pair for Link Control. You must 
include one SNALN directive for each SDLC line. All SNALN 
directives must be at the same level. You must specify at 
least one SNALN directive. You can configure a maximum of up 
to four SDLC lines (uSing a maximum of four SNALN 
directives). The line type is always full-duplex, with two 
channel tables per line. 


To select appropriate values for the level, channel, and 
modem arguments, you should consult the MOD 400 System 
Building manual. | 


Example: 
SNALN 32,25,X'F400',, 


In this example 32 is the logical resource number to be 
associated with the physical link, 25 is the level, and 
X'F400' is the channel number of the HDLC adapter to which 
this SDLC line is attached. The modem is defaulted to 2, and 
the primary/secondary value is defaulted to secondary. 


SNASTA DIRECTIVE 
FORMAT: 
SNASTA lrn 
ARGUMENTS : 
lrn 


Logical resource number associated with the station. The 
value must be an integer between 3 and 255. 


DESCRIPTION: 


The SNASTA directive generates data structures to which a 
second or subsequent node poll address can be assigned when 
the node is activated. 


The data structures for one node poll address on a line are 
provided automatically. If you wish to support more than one 
logical node on the line, you must Specify an SNASTA 
directive for each node other than the first one. For 
example, if you expect to have two logical nodes concurrently 
active on one line, you must specify one SNASTA directive. 
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Example: 
SNASTA 33 
The station LRN is 33. 
DEVICE DIRECTIVE 


This DEVICE directive identifies a communications station to 
the file system. You must enter the directive as 


DEVICE GENO0,1rn,level,X'channel' ,device_name 
where: 
a The device unit must be GENnn 


® lrn, level, and channel must be the same values you 
Specified in the corresponding SNALN directive 


® device_name must be the same as the line_name value you 
Specified in the SNA Configurator input. (See Sections 5 
and 6.) 


You must specify one DEVICE directive for each SDLC line that 
you configure. The DEVICE directive associates a Six-character 
name with the corresponding SDLC line. This name is then used 
whenever the line is referred to again during DPS 6 SNA 
configuration. (See Section 5 or 6). 


Example: 


DEVICE GENO0,32,25,X'F400' ,LINEOL] 
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Section 3 


USER PRODUCTIVITY 
FEATURE 


The MOD 400 User Productivity Feature (UPF) extends to SNA 
program products. If you have the UPF software and appropriate 
VIP or WST terminals, .you can choose to configure and/or operate 
SNA software uSing a screen-driven interface instead of a 
command-line interface. 


This section describes the menus you will use to invoke SNA 
Operator Control, the SNA Configurator, .or the individual program 
products, and how you must be registered in order to access these 
menus, 


FEATURE 


With UPF,.SNA services and program products become selections 
under menu subsystem selection menus,.so that you can invoke an 
SNA program product by selecting it from a menu rather than by 
entering a command line. 


unce you make a selection,.you are presented with a screen, 
consisting of prompts and prompt fields. You £1ill the prompt 
fields as appropriate,.or accept default values that pre-fill 
many of the fields. 
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MENU ADVANTAGES 


The screen-driven SNA interface offers several advantages 
over the command line interface: 


e® You enter information in response to prompts on selection 
screens,.rather than by remembering and entering command 
line strings 


e Data verification techniques ensure that the information 
you enter is valid (e.g.,.alphabetic only or within a 
specified numeric range), thus eliminating many common 
command invocation errors. 


Since there is no loss of functionality in using the 
screen-driven interface,.these advantages make the screen-driven 
interface easier to use than the command line interface, . 
especially for nontechnical and new users, 


DETECTING AND REPORTING ERRORS IN SCREENS 


When you fill in a screen prompt field,.your responses are 
checked for validity. Error detection is carried out by the 
terminal, .the UPF software,.and the SNA software itself. Errors 


detected at these three stages are reported in slightly different 
ways. 


Fach character position of a response field iS given an 
attribute that specifies what type of character you can enter 
there, If you enter the wrong type of character,.the terminal 
beeps,.a status line error message (for example, .ALPHA ONLY if 
you attempt to enter a number in an alphabetic field) and the 
character is rejected. The available attributes include: 


Digit (0 through 9) 
e Numeric (digits plus + -. ,) 


® Alphabetic (uppercase and lowercase letters,.plus . , - ! 
and space) 


@® Alphanumeric (any of the above) 
@e No validation (any ASCII character). 


Each prompt field is given an edit that checks the field as a 
whole. Some edits specify the way data is formatted (right 
justify, zero fill); others restrict your possible responses. If 
you enter an invalid response,.the form is not transmitted to the 
SNA software and you must correct the erroneous field. The 
available edits include: 
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Right justify 

Left justify 

zero Fill 

Blank fill 

Skip field allowed 
Must enter field 

Total fill 

Initial value (default value) 
Constant value 
Autoduplicate 

Enter before transmit 
Permanent once entered 
Range (for numerics). 


Screen error checking is also performed by SNA software. If 
an invalid request is received,.the screen is redisplayed,.an 
error message appears at the bottom of the screen,.and one or 
more question marks (?) appear next to the erroneous response. 
You can correct the error and retransmit the screen. During 
configuration, .if you have filled out more than one field 
incorrectly, you will see more than one marked field, .and more 
than one error message,.presented in the order you filled out the 
fields. 


SNA MENU TREE STRUCTURE 


Figure 3-1 depicts the portions of the menu tree that pertain 
to SNA. In this manual, in illustrations depicting menus and 
additional screens,.menus are shown as boxes and related screens 
are shown as circles. These screens are the termini of menu 
pathways; screens correspond to SNA operator commands (e.g., 
there is a STOP command and a STOP form) or specific subgroupings 
of the SNA configuration process (e.g., there is an SNA File 
Transfer Facility Logical Unit (LU) configuration form). 


SNA screens are detailed in this manual. For information on 
navigating through menus, .refer to the MOD 400 Menu 
Management/Maintenance Guide. 


SNA ADMINISTRATOR REGISTRATION 


The SNA Administrator must be registered as system 
administrator in order to be allowed access to the Master Menu. 
The SNA Administrator must also be registered to use the 
subsystem switcher. Your edit profile must have "subsystem 
Switcher" as a login trait,.with "master" as the name of the 
first menu to access, .and you must come up as LISTENUR. 


These directions assume that you are properly registered 
under MOD 400. In order to execute SOPR commands,.the SNA task 
group (described later in this section) must be active. This is 
the normal case. 
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This manual concentrates on selections AD (SNA Administrator) 
and CF (Configurator). Table 3-1 describes what options this 
menu presents and where to find further explanations of these 
selections. 


Table 3-1. SNA Facilities Menu Selections 


(AD) SNA Administrator Displays the SNA Operator Menu from 
which you can select the operator 
control activities you wish to 
perform. SNA Operator Control 
(SOPR) is discussed in Section 4. 


Configurator Puts you in configuration mode and 
brings up the configuration login 
menu. Interactive configuration is 
discussed in Section 5. 


SNA File Transfer Invokes the SNA File Transfer 
Facility. The SFT-6 operation is 
discussed in Ne 


Interactive Invocation | Logs you on to an ITF LU at the 
host. The ITF operation is 
discussed in the SNA Interactive 


Interactive Terminal Activates an ITF node. The ITF 
nodes are discussed in the SNA 


Remote Job Entry Invokes the SNA Remote Job Entry 
Facility. The RJE operation is 
discussed in the SNA Remote Job 
Entry Facility User's Guide. 


Application Interface Activates the Application 
Interface. The AIF is further 
discussed in the 


Programmer's Guide. 


To abbreviate the process of getting from the Master Menu to 
one of the later menus, such as the SNA Operator Menu, by 
skipping over two menus, enter your selections in a series, as 
HC SN AD, at the Master Menu. This will bring you directly to 
the SNA Operator Menu. 
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Section 4 


OPERATING DPS 6 
NODES IN DPS 6 SNA 
NETWORKS 


DPS 6 SNA operators can display the status of active lines, 
logical nodes, or logical units (LUS); display statistical 
information collected by the Transport Facility; reset 
statistical data counters and times; and terminate logical 
nodes. DPS 6 SNA provides journalizing facilities for the SNA 
Operator Control (SOPR), Configurator, Transport Facility and 
program products. | 


SNA operators on systems equipped with the GCOS 6 User 
Productivity Feature (UPF) can choose from a command line 
interface or a screen-driven interface. Both interfaces produce 
the same results. 


This section describes SOPR operation, the format and use of 
DPS 6 SNA journals, and SNA maintenance utilities. Sections 5 
and 6 include information on journal configuration for each of 
the SNA services and facilities. 


ACTIVAT A EACTIVAT A_OPERATOR NT 
You can start and stop SOPR from within the menu subsystem or 


by uSing command lines. Operator control in both environments is 
Gescribed below. 
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1S 


the task group SA 
igura 


d SA 


the Conf 
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in 


to SOPR from a L 


in 


ing up 
-) 


ing on 


ke SOPR by 
ion 


Logg 
Start 
products. 
LOGIN log 
the standard MOD 400 logon procedure. 


must already exist. 


1nvo 
To log on to SOPR on aL 


SOPR executes 


using 
format 


can 
in 


A terminal connected to SOPR by any means is considered an 
SOPR terminal. 


To log off as an SNA operator, enter: 
LOGOFF 


(After the LOGOFF command executes, you are connected to the 
Listener, and you can log on again immediately, if you choose.) 


A_OPERATO EE A MMA 


You can perform operator functions in the menu-driven 
environment, uSing screens, or in the command line environment, 
using commands. SOPR screens and their command line equivalents 
are described below. 


SNA Operator Menus 


The SNA Operator menu is shown in Figure 4-1. Note that the 
MOD 400 system administrator can restrict the appearance of menus 
at your installation. Two of the available selections, LOGOFF 
and CLOSE, do not require information and therefore present no 
additional screens. 


Table 4-1 lists the SNA function screens Supporting these 
selections. These functions can be invoked from any SOPR 
terminal connected to the DPS 6 system and uSing menus. 


Table 4-1. DPS 6 SNA Operator Functions 


| Menu 
Selection | Function Menu Action 


BHeonaietonat iy terminate logical 

nodes. Terminate all active nodes 
Or just a specific node. All LUs 

within the node terminate without 

any orderly deactivation. 


Assign a new SOPR journal file. 


Change the state of an Application | 
Interface Facility (AIF) LU to 
either available or unavailable at 
the end of its current use. | 


4-3 CR57-02 


Table 4-1 (cont). DPS 6 SNA Operator Functions 


Menu 7 
Selection | Function Menu Action 


CLOSE | Close the SOPR journal file. 


DATA Display statistical information 
collected by the SNA Transport 
Facility. Display data for a 
specific line, logical node, or LU. 


LOGOFF Log off SOPR. 


RESET Reset statistical data counters to 
0, and set the date/time counters 
last cleared to the current 
date/time. Reset counters for a 
Specific line, logical node, or LU. 


SHUTDOWN Unconditionally terminate all 
Physical Units (PUs) and LUs and the 
Transport Facility after a specified | 
period of time. 


STATUS Display the status of active lines, 
PUs, or LUS. Display status for all 
active lines, all nodes, all LUs, 
specific lines, specific nodes, or 
Specific LUs. 


STOP Unconditionally terminate a logical 
node after a specified time 
interval. Stopping an AIF LU 
terminates itsS current activity and 
makes the LU available for another 
caller. 


TRACE Enable or disable the Endpoint 
Tracing Facility, which is used in 
conjunction with DARTS to aid in 
analyzing network traffic. 


VARY Control line characteristics and the 
printing of messages generated by 
the Unsolicited Message Processor 
(UMP) on the system console. 
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REE ERROR A AN PSOE RN pene ne ne 


SNA Operator menus often lead to screens that separate 
mutually exclusive functions. For example, associated with the 
Abort Request menu are two screens, one for aborting a node by 
node name and one for aborting a node by task group identifier. 
However, the TRACE and VARY functions are screens by themselves, 
and the CLOSE and LOGOFF functions have no additional screens 
associated with them. 
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ABORT (AB) 


Unconditionally terminate the logical node executing in a 
task group. If you make this selection, the following 
screen is displayed: 


DESCRIPTION: 


The Abort request unconditionally terminates a logical node. 
The appropriate facility program product immediately 
terminates the LU(s) in the node. You can terminate all 
active logical nodes or a specific logical node. 
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ASSIGN JOURNAL (AS) 


Use the specified file as the new journal file. If the 
file does not exist, it is automatically created. The 
file is opened in NEW APPEND mode. 


DESCRIPTION: 


The Assign Journal request recycles the existing SOPR journal 
file, effectively deleting its contents, or opens a new SOPR 
journal file. 


You use this menu only with the SOPR journal file; you do not 
use it to assign journal files for support services or 
facilities other than SOPR. 
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CLOSE (CL) 


CLOSE (CL) 
Close the SOPR journal file. 
MENU : 
There is no menu associated with this selection. 
DESCRIPTION: 
The Close request closes the SOPR journal file. 


Use this selection to close only the SOPR journal file. 
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DATA (DA) 


Display statistical information for an active node collected 
by the SNA Transport Facility. 


MENU: 
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SELECTIONS: 
LN 


Display data for a specific line. If you make this 
selection, the following screen is displayed: 


The line name is the one- to six-character line name 
specified in a DEVICE statement in a CLM file. You can 


request line statistics for a line that is no longer 
active. 
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identifier. 
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DATA (DA) 


CHANNEL channel_num 


LINE line_name 


STATISTICAL COUNTERS LAST RESET yyyy/mm/dd hhmm:ss 


nnnnnn 
nnnnnn 
nnonnnn 
nnnnnn 
nnnnnn 
nnnnnn 
nnnnnn 
nnnnnn 
nnnnnn 
nnnnnn 
nnnnnn 
nnnnnn 
nnonnnn 


FRAMES WITH FCS ERROR 

RECEIVE OVERRUNS 

TRANSMIT OVERRUNS 

RECEIVED ABORTED FRAMES 
TRANSMITTED ABORTED FRAMES 

FRAMES RECEIVED WITHOUT ERROR 
FRAMES TRANSMITTED WITHOUT ERROR 
FRAMES NOT SENT DUE TO BUSY THERE 
FRAMES NOT ACKNOWLEDGED DUE TO BUSY THERE 
TEXT CHARACTERS RECEIVED 

TEXT CHARACTERS TRANSMITTED 

TEST FRAMES RECEIVED 

TEST FRAME RESPONSES SENT 


Figure 4-2. Data Request Information Displayed by Line 


In actual use, line_name is replaced by the name of the line 
for which statistics are requested; channel_num is replaced 
by the channel number; yyyy/mm/dd is replaced with the date 
and hhmm:ss is replaced by the military time in hours, 
minutes, and seconds when the counters were last reset; and 
nnnnnn is replaced by a six-digit number. (If necessary, a 
twelve-digit number is displayed for TEXT CHARACTERS RECEIVED 
and TEXT CHARACTERS TRANSMITTED.) 


If you request information by node name or group ID, 


information for the specified node is displayed as shown in 
Figure 4-3. 


NODE node_name TASK GROUP group_id LRN Ilrn_num 


STATISTICAL COUNTERS LAST RESET yyyy/mm/dd hhmm:ss 


nnnnnn FMD REQUEST RU'S RECEIVED 
nnnnnn FMD REQUEST RU'S TRANSMITTED 
nnnnnn LU TO LU SESSIONS 

nnnnnn -RSP SENT BY TRANSPORT FACILITY 


Figure 4-3. Data Request Information Displayed by Node 
Name or Group ID 
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DATA (DA) 


In actual use, node_name is the name of the node for which 
statistics are requested; group_id is the identifier of the 
task group in which the node executes; lrn_num is the logical 
resource number of the station on the line; yyyy/mm/dd is 
replaced with the date and hhmm:ss is the military time in 
hours, minutes, and seconds when the counters were last 
reset; and nnnnnn is a six-digit integer. 


If you request information on a specific logical unit within 


a node or group, information for the specified LU in the 
specified node is displayed as shown in Figure 4-4, 


LU ID lu_addr NODE node_name 


STATISTICAL COUNTERS LAST RESET yyyy/mm/dd hhmm:ss 


nnnnnn REQUEST RU'S RECEIVED 
nnnnnn REQUEST RU'S TRANSMITTED 
nnnnnn +RSP RU'S RECEIVED 
nnnnnn +RSP RU'S TRANSMITTED 
nnnnnn -~RSP RU'S RECEIVED 
nnnnnn -RSP RU'S TRANSMITTED 
nnnnnn CHARACTERS RECEIVED 
nnnnnn CHARACTERS TRANSMITTED 


Figure 4-4, Data Request Information For an LU 
Displayed by Node Name or Group ID 


In actual use, lu_addr is the logical unit address; node_name 
is the name of the node for which statistics are requested; 
yyyy/mm/dd is replaced with the date and hhmm:ss is the 
military time in hours, minutes, and seconds when the 
counters were last reset; and nnnnnn iS a six-digit integer. 
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LOGOFF (LF) 
Terminate SNA Operator Control and return to the Master menu. 
MENU : 
There is no menu associated with this selection. 
DESCRIPTION: 


This selection logs you off SOPR and returns you to the 
Master menu. 
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RESET (RS) 


Set the counters to 0 for a specific logical node. 
you make this selection, the following screen is 
displayed: 


The node name is from one to eight characters. If you also 
enter an LU address, counters are reset for just that LU. 


GP 


Set the counters to 0 for the logical node executing in a 
specific task group. If you make this selection, the 
Following screen is displayed: 


The group ID is two characters. If you also enter an LU 
address, counters are reset for just that LU. 


DESCRIPTION: 


The Reset request sets statistical data counters to 0 and 
sets the time that the counters were last cleared to the 


Current time. You specify counters to be reset by specifying 
either a line name, a node name, or a task group identifier. 
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SHUTDOWN (SH) 


Unconditionally terminates all PUs,.LUs,.and the Transport 
Facility after a specified period of time. 


SCREEN : 


ARGUMENT: 


Time: nn 


Indicates the number of minutes (n) before shutdown 
occurs. The time value n can be a number from 0 to 60, 
the default being 10 minutes. 


DESCRIPTION: 


The Shutdown request causes an orderly shutdown of the SNA 
network. After allowing the specified time interval, all 
active program products are aborted,.the transport facilit 


terminated, .and memory is returned to the system. After a 
shutdown command,.the group SA no longer exists. MThis 
returns the system to its initial state. 


NOTE 


The shutdown request is irrevocable. If you 
attempt to invoke another product during the time 
before shutdown is completed,.your attempt is 
rejected, .and an error message is displayed. 
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STATUS (SS) 
If you select AL,.the system displays the information shown 
in Figure 4-5, 


ACTIVE LINES LOGICAL NODES 


line_namel numl 


line _namen 
Figure 4-5. Status Request Information Displayed for All Nodes 


In actual use,.line_namel ... line_namen are the names of the 
active lines; numl, ... numn are the counts of the nodes on 
the lines. 


If you select LN, the system displays the information shown 
in Figure 4-6 for the specified line. 


LINE NODE NAME TASK GROUP LRN PRODUCT PU_ADDRESS 


line_name node_namel group_idl  1lrn_numl iil pu_address 
node_name2 group_id2 lrn_num2 lil pu_address 


node_namen group_idn lrn_numn Lil pu_address 
Figure 4-6. Status Request Information Displayed by Line 


In actual use,.line_name is the name of the line; node_namel 
»». node_namen are the node names; group_idl ... group_idn 
are the identifiers of the task groups in which each node 
executes; Irn_numl ... lrn_numn are the LRNs associated with 
each line; iil is a (three-character) identifier of the 
program product currently executing; and pu_address is the 
address of the PUs that are currently active. 


If you select ND or GP,.the system displays the information 
shown in Figure 4-7 for the specified node. 
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STATUS (SS) 


In actual use, node_name is the name of the node for which 
status waS requested; group_id is the task group in which 
node_name is executing; and pu_state is either TRACE ON or 
TRACE OFF. 


® LU state - 


LU inactive, trace off 
LU inactive, trace on 
LU active, trace off 
LU active, trace on. 


If the LU is inactive, no further information is 
displayed. If the LU is active, the state information 
below is displayed. 


® Session state - 


Not in session (ITF and SFT) 
Data traffic reset (ITF only) 
Data traffic active (ITF only) 
Send (ITF only) 

Receive (ITF only) 

ERP] (ITF only) 

Not bound (RJE only) 

Bound (RJE only) 

Outbound session (RJE only) 
Inbound session (RJE only). 


In the ITF, if the LU is active but the session is 
inactive, no further information is displayed. 


e Bracket state - 


Between brackets (ITF only) 
In brackets (ITF only) 
Pending begin brackets (ITF only). 


® Product-Specific state - 


Display (ITF only) 

Display/application program (ITF only) 

Virtual terminal (ITF only) 

Logical unit type 3 printer (ITF only) 

Logical unit type 1 printer (ITF only) 

Unattended mode, no multisignal interrupt (RJE only) 


Attended mode, no multisignal interrupt (RJE ony 
Unattended mode, multisignal interrupt (RJE only 


Attended mode, multisignal interrupt (RJE only). 
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STATUS (SS) 


If you are requesting status information about an AIF node or 
group,.and also specify an LU,.the system displays the 
information in Figure 4-10 for the specified node LU. 


Figure 4-10. Status Request Information Displayed by LU 


In actual use, .node_name is the name of the node for which 
statuS was requested; group_id is the task group in which 
node_name is executing; and pu_state is either TRACE ON or 
TRACE OFF. 


@ The following information is provided on these states for 
all AIF LUs, .whether or not the session is active: 


- TASK INACTIVE|TASK ACTIVE 

- LU_SSCP SESSION ACTIVE|NO LU_SSCP SESSION 
- IN SESSION|NOT IN SESSION 

- IN USE|NOT IN USE 


- ABNORMALLY TERMINATED SESSION |converse omitted 
- RESERVED |NOT RESERVED 

- PREESTABLISHED|NOT PREESTABLISHED 

- AVAILABLE |NOT AVAILABLE 
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STATUS (SS) 


If the task is active, the following information is also 
presented. If the LU is inactive, this information is 


omitted. 


- ASRB in process|No ASRB in process 

- Normal flow on Q top|(converse omitted) 
- FMD on Q top 

- Interrupt detected|(converse omitted) 


- Whole message received| (converse omitted) 
- Data traffic active/data traffic not active 


- LU address 
- LU_type 


- STD name 


-  Host_LU_name 


- Host transaction program name 
- SESSION_ID 
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STOP (ST) 


Unconditionally terminate a logical node or a specific LU 


after a specified period of time. 
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STOP (ST) 
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STOP (ST) 
DESCRIPTION: 


The Stop request causes the unconditional termination of one 
Or more logical nodes or a specific LU. The appropriate 
facility terminates the LU(s) in the node. You can terminate 
all active logical nodes or a specific logical node. 


NOTES 


1. If you are terminating an AIF group or node, 
Or an LU within an AIF group or node, STOP 
affects only current users. Termination occurs 
within the specified delay time. 


If you are terminating an LU,.STOP takes 
effect at the end of that LUS current use; the 
LU is then made available for another user. 
Once the current use is terminated,.the delay 
time is cancelled. If another user is 
assigned to that LU,.that user will not be 
affected unless the STOP command is reissued. 


If you are terminating an AIF group or node,. 
STOP takes effect as soon as all current users 
are terminated. As each LU is terminated, .it 
does not become available for reassignment. 
When all current users have been terminated, . 
the group or node is aborted. 


2. If STOP is directed to a particular LU that is 
being held for restart because the session has 
been abnormally terminated, .STOP causes the LU 
to be released from hold and available for 
reassignment. 
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TRACE (TR) 
NOTE 


You must specify Y to either a PU or an LU; if 
neither is specified, the tracing status of end- 
points within the node is unchanged. 


DESCRIPTION: 


The Trace request enables or disables the Endpoint Tracing 
Facility, used in conjunction with DARTS to aid in problem 
resolution, The facility would normally be activated only 
upon the recommendation of a Support representative. You can 
Only activate the Endpoint Tracing Facility if DARTS has been 
configured (see Section 3). Refer to the DARTS User's Guide 


for information. 
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VARY (VR) 


LN 


If you make this 


Vary the line state for logical or physical disconnect 
selection, the following screen is displayed: 


and set the autocall bit ON or OFF, 


GP 


the following screen 


e 
e 


If you make this selection, 


layed 


disp 


is 


Vary the printing of UMP messages for a particular 
group. 


ND 


is 
CR57-02 


the following screen 
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layed 


Vary the printing of UMP messages for a particular node. 
isp 


If you make this selection, 


d 


VARY (VR) 
DESCRIPTION: 


The Vary request enables or disables the printing of UMP 
messages on the SOPR terminal that is specified when SOPR is 
configured. (The default SOPR device name is !CONSOLE.) UMP 
messages are always written to the SOPR journal file. The 
Vary request also changes line states after all PUS are 
terminated and sets the bit for Autocall connection. fThis 
can only be done before the program products are brought up. 


(Autocall cannot be implemented while program products are 
running.) 
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Table 4-2 lists the operator commands supported by DPS 6 
SNA. These commands can be issued from any SOPR terminal 
connected to the DPS 6 system. 


Table 4-2. DPS 6 SNA Operator Commands 


ALTER 


ASSIGN 
CLOSE 


DATA 


FORMAT 


HELP 
LOGOFF 


RESET 


SHUTDOWN 


STATUS 


Unconditionally terminate logical nodes. 
Terminate all active nodes or just a specific 
node. All LUsS within the node terminate without 
any orderly deactivation. 


Change the state of an AIF LU to either available 
Or unavailable at the end of its current uSe. 


Assign a new SOPR journal file. 
Close the SOPR journal file. 


Display statistical information collected by the 
SNA Transport Facility. Display data for a 
specific line, logical node, or LU. 


Display the format of an SOPR command and the 
control arguments to be used with it. 


Displays a list of SOPR commands. 
Log off SOPR. 


Reset statistical data counters to 0 and set the 
time counters last cleared to the current time. 
Reset counters for a specific line, logical node, 
or LU. 


Unconditionally terminate all PUs, LUs and the 
Transport Facility after a specified period of 
time. 


Display the status of active lines, PUs, or LUs. 
Display status for all active lines, all nodes, 
all LUs, Specific lines, specific nodes, or 
specific LUs. 
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Table 4-2 (cont). DPS 6 SNA Operator Commands 


Unconditionally terminate a logical node after a 
specified time interval,.after broadcasting a 

warning to logged in ITF users. Stopping an AIF 
LU terminates its current activity and makes the 
LU available for another caller. 


Enable or disable the Endpoint Tracing Facility, 
which is used in conjunction with DARTS to aid in 
resolving problems. 


Control line characteristics and the printing of 
UMP messages on the system console. 
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ABORT 
Unconditionally terminate a logical node. 
FORMAT: 
ABORT ctl_arg 
ARGUMENTS : 
ctl_arg 


You must specify only one of the following control 
arguments: 


-AL 
Unconditionally terminate all active logical nodes. 
-ND node_name 


Unconditionally terminate logical node node_name, where 
node_name is from one to eight characters. 


-GP group_id 
Unconditionally terminate the logical node executing in 
task group group_id, where group_id is the two-character 
MOD 400 task group identifier. 
DESCRIPTION: 
ABORT unconditionally terminates a logical node. The 
appropriate program product immediately terminates the LU(s) 
in the node. You can terminate all active logical nodes or a 
specific logical node. 
After ABORT is processed, the system responds with: 
READY 
Example 1: 
ABORT -AL 


Unconditionally terminate all active logical nodes. 
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ABORT 
Example 2: 
Assume that the logical node named THISND is executing in the 
task group TN. Both of these commands unconditionally 
terminate the logical node THISND: 
ABORT -ND THISND 


Or 


ABORT -GP TN 
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ALTER 


ALTER 


the 


Change the state of an AIF LU to available or unavailable at 
end of itsS current use. 


FORMAT: 
ALTER ctl_arg -CS {AV|UN} 

ARGUMENTS : 

ctl_arg 
You must specify either the -ND or the -GP argument, the 
-LU argument, and the -CS argument. The -FR argument is 
optional. 


-~GP group_name 


Changes the state of an LU within specified group to 
available or unavailable at the end of its current use. 


-ND node_name 


Changes the state of an LU within the specified node to 
available or unavailable at the end of itS current use. 


-LU lu_id 
Changes the state of a particular LU named lu_id to 
available or unavailable at the end of itsS current use. 
The star convention can be used to make all LUS available 
Or unavailable. 

-CS {AV|[UN} 
The Change State argument is required along with either 


AV (available) or UN (unavailable), to specify to which 
state the group, node, or LU is to be changed. 
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ALTER 
-FR {Y/N} 


The Force argument can cause the state of the group, node 
or LU to be changed immediately, without waiting for the 
end of its current use. The default for this argument is 
N (No). | 


DESCRIPTION: 


The Alter request changes the state of a single LU or all LUs 
within a specified group or node to available or unavailable 
at the end of its current use. You can specify immediately, 
if desired. The star convention makes all LUS available or 
unavailable. | 
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ASSIGN 
Assign a new journal file for SOPR after closing the existing 
one or close the existing SOPR journal file and open it as a new 
file. 
FORMAT: 
| ASSIGN ( ctl_arg 
1A 
ARGUMENTS: 
ctl_arg 
You must specify one of these control arguments:. 


-JN 


Close the existing SOPR journal file and reopen it as a 
new file. All data currently in the file is lost. 


-JN pathname 
Close the existing SOPR journal file. Use the file 
specified by pathname as the new journal file. If the 
file pathname does not exist, it is automatically 
created. The file pathname is opened in NEW APPEND mode. 


DESCRIPTION: 


ASSIGN recycles the existing SOPR journal file, effectively 
deleting its contents, or opens a new SOPR journal file. 


You use this command only with the SOPR journal file; you do 
not use it to asSign journal files for support services or 
facilities other than SOPR. 
Example 1: 

ASSIGN -JN 


Close the existing SOPR journal file and reopen it as a new 
file. The contents of the SOPR journal file are deleted. 
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ASSIGN 
Example 2: 
ASSIGN -JN “JOURNAL>NEW_JOUR 
Close the existing SOPR journal file. Create 
“JOURNAL >NEW_JOUR, if necessary. Open the new file in NEW 


APPEND mode. After this command executes, the SOPR journal 
file is *“JOURNAL>NEW_JOUR. 
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CLOSE 
Close the SOPR journal file. 
FORMAT: 
CLOSE -JN 
ARGUMENT : 
-JN 
You must specify the -JN argument. 
DESCRIPTION: 
The CLOSE request closes the SOPR journal file. 
Use this command to close only the SOPR journal file. 
Example: 
CLOSE -JN 


Close the SOPR journal file. 
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DATA 


DATA 


Display statistical information for an active node collected 
by the SNA Transport Facility. 


FORMAT: 


| 


DATA ctl_arg 
D 


ARGUMENTS : 


ctl_arg 


-LN 


-GP 


-LU 


You must specify exactly one of the control arguments 
-LN, -ND, or -GP. If you specify either -ND or -GP, you 
can specify -LU. 


line_name 

Display data for line line_name, where line_name is the 
one- to six-character line name specified in a 

DEVICE GENnn statement in a CLM file. You can request 
line statistics for a line that is no longer active. 
node_name 


Display data for logical node node_name, where node_name 
is from one to eight characters. 


group_id 

Display data for a logical node executing in the task 
group group_id, where group_id is the two-character task 
group identifier. 

lu_addr 

Display data for LU lu_addr, where lu_addr is the 


two-digit LU address. You can only use this argument in 
combination with -ND or -GP. 
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DATA 

DESCRIPTION: 
DATA displays statistical information collected by the SNA 
Transport Facility on an SOPR terminal. The node must be 
active. The exact information displayed depends on the 
combination of control arguments specified in the DATA 
command. 
Example 1: 

DATA -LN LINEOI] 


isplay data for the line LINEO1]. 


ee 


xample 
DATA -ND THISND 


isplay data for the logical node THISND. 


xample 
DATA -—-GP TN -LU Ol 


isplay data for LU 01 in the node executing in 
ask group TN. 


DATA -LN displays information for the specified line in the 
format shown in Figure 4-ll. 


Figure 4-11. Information Displayed by DATA -LN 
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DATA 


In actual use, .line_name is replaced by the name of the line 
for which statistics are requested; channel_num is replaced 
by the channel number; yyyy/mm/dd is replaced with the date 
and hhmm:ss is replaced by the military time in hours, 
minutes,.and seconds when the counters were last reset; and 
nnnnnn is replaced by a six-digit number. (If necesSary, a 
twelve-digit number is displayed for TEXT CHARACTERS RECEIVED 
and TEXT CHARACTERS TRANSMITTED.) 


If you specify either DATA -ND or DATA -GP,.information for 
the specified node is displayed as in Figure 4-12. 


Figure 4-12. Information Displayed by DATA -ND or DATA -GP 


In actual use, .node_name is the name of the node for which 
statistics are requested; group_id is the identifier of the 
task group in which the node executes; lrn_num is the LRN of 
the station on the line; yyyy/mm/dd is replaced with the date 
and hhmm:ss is the military time in hours, .minutes, .and 
seconds when the counters were last reset; and nnnnnn is a 
Six-digit integer. 


If you specify either DATA -ND ~-LU or DATA -GP -LU,. 
information for the specified LU in the specified node is 
displayed as shown in Figure 4-13. 


i 
I 
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DATA 


Figure 4-13. Information Displayed by DATA -ND -LU 
Or DATA -GP -LU 


In actual use,.lu_addr is the LU address; node_name is the 
name of the node for which statistics are requested; 
yyyy/mm/dd is replaced with the date and hhmm:ss is replaced 
by the military time in hours, minutes,.and seconds when the 
counters were last reset; and nnnnnn is a six-digit integer. 
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FORMAT 


FORMAT 
Display the format and arguments for the specified command. 
FORMAT: 
FORMAT { —XX 
F 
ARGUMENT : 
—-XX 
The two alphabetic character selection of the command for 
which you desire the format. (See the description of the 
HELP command for a list of these selections.) 


DESCRIPTION: 


FORMAT displays the format of the specified command and the 
control arguments that can be used with this command. 


Example: 
FORMAT -AS 


Display the format of the Assign Journal command and the 
arguments that can be used with it. 
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HELP 


HELP 
Lists SOPR commands. 
FORMAT: 


HELP 
5 


ARGUMENT: 
There are no arguments for this command. 


DESCRIPTION: 


HELP displays a list of SOPR commands to be used with the 
FORMAT command on the following screen: 
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LOGOFF 


LOGOFF 
ARGUMENTS: 
There are no arguments to this command. 
DESCRIPTION: 
LOGOFF logs a secondary user off SNA (the SA task group). 


You are returned to the Listener. LOGOFF does not terminate 
any service or facility. 
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RESET 


Set 


RESET 


all of the statistical data counters to 0 and set the 


time counter to the current time. 


FORMAT: 


| 


“isl ice 
R 


ARGUMENTS : 


ctl_arg 


-LN 


-ND 


-GP 


-LU 


You must specify only one of the following control 
arguments: 


line_name 


Set the counters to 0 for line line_name, where line_name 
is from one to six characters. 


node_name 


Set the counters to 0 for logical node node_name; 
node_name is from one to eight characters. 


group_id 


Set the counters to 0 for the logical node executing in 
the task group group_id; group_id iS two characters. 


lu_addr 
Within the specified node or task group, reset the 


counters for this LU only. You must specify either -ND 
Or -GP before specifying this argument. 


DESCRIPTION: 


RESET sets statistical data counters to 0 and sets the 
time that the counters were last cleared to the current time. 


You 


Specify counters to be reset by specifying either a line 


name, a node name, or a task group identifier. 
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RESET 

After RESET executes, the system responds with: 

READY 
Example 1: 

RESET -LN LINEO1 
Set all the statistical data counters to 0, and set the 
time-last-cleared counter to the current time, for the line 
named LINEO]. 
Example 2: 
Assume THISND is the name of the logical node executing in 
task group TN. Both’these commands set the statistical 
counters to 0, and set the time-last-cleared counter to the 
Current time, for the logical node THISND: 

RESET -ND THISND 


Or 


RESET -GP TN 
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SHUTDOWN 


SHUTDOWN 


Unconditionally terminates all PUs, LUs, and the Transport 
Facility after a specified period of time. 


FORMAT: 

SHUTDOWN ctl_arg 
ARGUMENTS 
ctl_arg 


If you do not wish to accept the 10-minute default, you 
may specify the following argument. 


-TM time 


Indicates the number of minutes (n) before shutdown 
occurs. The time value n can be a number from 0 to 60, 
the default value is 10 minutes. 


DESCRIPTION: 


The shutdown request causes an orderly shutdown of the SNA 
network. After allowing the specified time interval, all 
active program products are aborted, the transport facility 
terminated, and memory returned to the system. After a 
shutdown command, the group SA no longer exists. This 
returns the system to its initial state. 


NOTE 
The shutdown request is irrevocable. If you 
attempt to invoke another product during the time 


before shutdown is completed, your attempt is 
rejected and an error message is displayed. 
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STATUS 


STATUS 


DisSpiay the status of all active lines, nodes, cr LUs, or 


display 


Vv 
the status of a specific LU. 


FORMAT: 


| 


STATUS | ctl_arg 
S 


ARGUMENTS : 


ctl_arg 


-AL 


-~LN 


-ND 


-GP 


-LU 


You must specify one or more of the following control 
arguments: 


Display the name of all active lines and the number of 
active logical nodes on each line. 


line_name 

Display the one- to eight-character name, task group 
identifier, and LRN of each active logical node on line 
line_name. line_name is from one to six characters. 
node_name 

Display the LU address, device name, and device type for 
each active LU in node node_name. node_name is from 

one to eight characters. 

group_id 

Display the LU address, device name, and device type for 
each active LU in the node executing in the task group 
group_id; group_id is two characters. 

lu_addr 


Display the status of the LU lu_addr on the node node 
name or the group group_id. You must first specify -ND 
Or -GP before specifying this argument. 
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STATUS 


n actual use,.line_name is the name of the line; node_name 
eee node_namen are the node names; group_idl... group_idn 
are the identifiers of the task groups in which each node 
executes: lrn_numl ... Ilrn_numn are the LRNS associated wit 
each line; iii is a (three-character) identifier of the 
program product currently executing, and pu_address is the 
address of the PUs that are currently active. 


STATUS -ND or STATUS -GP displays the information in 
Figure 4-16 for the specified node. 


Figure 4-16. Status Request Information Displayed by -ND or-GP 


n actual use, .node_name is the name of the node for which 
status was requested; group_id is the task group in which 
node_name 1s executing; pu_address is the address of the PUs 
that are currently active; pu_state is either TRACE ON or 
TRACE OFF; line_state tells if lines are [NOT] CONNECTED or 
PENDING CONNECT; its_state is either [IN/NOT IN/PENDING] 
INFORMATION TRANSFER; message_state is either [NO] messages 
displayed; al ... a33 are the addresses of LUsS 1 through 33; 
and lu_namel ... lu_name33 are the device names that were 
specified when the system was configured. The device address 
is only displayed for the ITF. 


Device names and addresses can range from 2 to 33 for the 
ITF, from 1 to 6 for the RJE,.and from 1 to 6 for the SFT. 
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TA 


The status information that is displayed for the AIF is 
Slightly different from Figure 4-16. The AIF Status request 
Information is shown in Figure 4-17. 


Figure 4-17. AIF Status Request Information Displayed by -ND or 
-GP 


STATUS -ND -LU or STATUS -GP -LU displays the information in 
Figure 4-18 for the specified node LU. 


Figure 4-18. Information Displayed by STATUS- ND - 
Or STATUS -GP -LU 
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STATUS 


In actual use, node_name is the name of the node for which 
status was requested; group_id is the task group in which 
node_name is executing; pu_address is the address of the PUs 
that are currently active; and pu_state is either TRACE ON or 
TRACE OFF. 


Information is provided on these states: 
@ LU state - 


_ LU inactive, trace off 
- LU inactive, trace on 
- LU active, trace off 

- LU active, trace on. 


If the LU is inactive, no further information is 
displayed. If the LU is active, the state information 
below is displayed. 


® Session state - 


7 Not in session (ITF and SFT) 

- Data traffic reset (ITF only) 
= Data traffic active (ITF only) 
- Send (ITF only) 

- Receive (ITF only) 

- ERP1 (ITF only) 

7 Not bound (RJE only) 

- Bound (RJE only) 

- Outbound session (RJE only) 

~ Inbound session (RJE only). 


In the ITF, if the LU is active but the session is 
inactive, no further information is displayed. 


° Bracket state - 


- Between brackets (ITF only) 
- In brackets (ITF only) 
- Pending begin brackets (ITF only). 


e Product-Specific state - 


- Display (ITF only) 

- Display/application program (ITF only) 
= Virtual terminal (ITF only) 

- LU type 3 printer (ITF only) 

- LU type 1 printer (ITF only) 


= Unattended mode, no multiSignal interrupt (RJE only) 
- Attended mode, no multisignal interrupt (RJE only) 


_ Unattended mode, multisSignal interrupt (RJE only) 
- Attended mode, multiSignal interrupt (RJE only). 
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STATUS 


If you are requesting STATUS information about an AIF node or 
group, .and also specify an LU,.the system displays the 
information in Figure 4-19 for the specified node LU. 


Figure 4-19. Status Request Information Displayed by 
Logical Unit 


In actual use,.node_name is the name of the node for which 
status was requested; group_id is the task group in which 
node_name is executing; and pu_state is either TRACE ON or 
TRACE OFF, 


® The following information is provided on these states for 
all AIF LUsS, whether or not the session is active: 


- TASK INACTIVE|TASK ACTIVE 

- LU_SSCP SESSION ACTIVE|NO LU_SSCP SESSION 
- IN SESSION |NOT IN SESSION 

- IN USE|NOT IN USE 


- ABNORMALLY TERMINATED SESSION|converse omitted 
- RESERVED |NOT RESERVED 

- PREESTABLISHED|NOT PREESTABLISHED 

-  AVAILABLE|NOT AVAILABLE 
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STATUS 


If the task is active, the following information is also 
presented. If the LU iS inactive, this information is 


Omitted. 


- ASRB in process|No ASRB in process 

- Normal flow on Q top|(converse omitted) 
- FMD on Q top 

- Interrupt detected|(converse omitted) 


- Whole message received|(converse omitted) 
- Data traffic active|data traffic not active 


- LU address 
- LU_type 


- STD name 
- Host_LU_name 


- Host transaction program name 
- SESSION_ID 
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STOP 


Unconditionally terminate a logical node or a specific LU 
after a specified period of time. 


FORMAT: 
STOP ctl_arg 
ARGUMENTS : 
ctl_arg 
You must specify one of the following control arguments: 
~AL | 
Terminate all active logical nodes. 
-ND node_name 


Terminate logical node node_name; node_name is from 
one to eight characters, 


-GP group_id 


Terminate the logical node executing in the task group 
group_id; group_id is two characters. 


-TM n 


Termination occurs in n minutes, where n is a value from 
0 to 60. The default is 10 minutes. 


-LU lu_addr (*) 
Terminate the LU lu_addr. The star convention is 
Supported for the AIF only. You must specify either -ND 
Or -GP before using this argument. 

-ID session_id 
If you are selecting an AIF node, you must enter the four 


alphanumeric character session id. Before specifying 
this argument, you must first specify -ND or -GP. 
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STOP | 
DESCRIPTION: 


STOP causes the unconditional termination of one or more 
logical nodes or specific LUS. Unlike the ABORT command 
(described earlier in this section), STOP allows a specified 
time interval before acting. The appropriate facility 
terminates the LU(s) in the node. You can terminate all 
active logical nodes or a specific logical node. 


After processing the STOP command, the system responds with 
the READY prompt. | 


NOTES 


l. If you are terminating an AIF group or node, 
or an LU within an AIF group or node, STOP 
affects only current users. Termination occurs 
within the specified delay time. 


If you are terminating an LU, STOP takes 
effect at the end of that LU'sS current use; 
the LU is then made available for another 
user. Once the current use is terminated, the 
delay time is cancelled. If another user is 
assigned to that LU, that user will not be 
affected unless the STOP command is reissued. 


If you are terminating an AIF group or node, 
STOP takes effect aS soon as all current users 
are terminated. As each LU is terminated, it 
does not become available for reassignment. 
When all current users have been terminated, 
the group or node is aborted. 


2. If STOP is directed to a particular LU that is 
being held for restart because the session has 
been abnormally terminated, STOP causes the LU 
to be released from hold and available for 
reasSignment. 

Example 1: 
STOP -AL 


Terminate all logical nodes. 
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STOP 
Example 2: 


Assume THISND is the name of the logical node executing in 
the task group TN. Both these commands terminate THISND: 


STOP -ND THISND 
Or 


STOP -GP TN 


4-65 CR57-02 


TRACE 


TRACE 
Enable or disable endpoint tracing. 
FORMAT: 
TRACE ctl_arg 
T 
ARGUMENTS : 
ctl_arg 


You must specify the -ND control argument; -PU, -LU, -EN, 
and -DS are optional. 


-ND node_name 


Activate or deactivate endpoint tracing in node_name; 
node_name is from one to eight characters. 


Enable or disable tracing of all traffic to and from the 
PU (network address 0). 


-LU lu_addr 
* 
Enable or disable tracing for either a specific LU or for 
all LUs. lu_addr is the two-digit LU address, in the 
range 01 to 33. The star convention can be used to 
specify all LUs within the node specified in the -ND 
control argument. 


-EN 


Enable endpoint tracing. If neither -EN nor -DS (see 
below) is specified in a TRACE command, -EN is assumed. 


Disable endpoint tracing, 
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TRACE 
NOTE 
You must specify either -PU or -LU; if neither is 
specified, the tracing status of endpoints within 
the node is unchanged. 
DESCRIPTION: 


TRACE enables or disables the Endpoint Tracing Facility, used 
in conjunction with DARTS to aid in network traffic 

analysis. The facility would normally be activated only upon 
the recommendation of a support representative. You can only 
activate the Endpoint Tracing Facility if DARTS has been 
configured (see Section 3). Refer to the DARTS User's Guide 
for information. 


When the TRACE command has finished processing, the system 
responds with: 


READY 
Example 1: 
TRACE -ND THISND -LU 01 -EN 
Or 
TRACE -ND THISND -LU 01 
Enable endpoint tracing for LU 01 in node THISND. 
Example 2: 
TRACE -ND THISND -PU -DS 


Disable all endpoint tracing for node THISND. 
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VARY 


VARY 


Control line characteristics and the printing of UMP messages 
on the SOPR terminal. | : 


FORMAT: 


V 


ae 


ARGUMENT : 


-AC 


=pL 


-GP 


-ND 


-CN 


must specify a combination of these arguments. 

linename 

The line name is the same as that configured in the SOPR 
configuration. If you specify -LN, you must follow it by 
-AC and/or -ST. 

{ON|OFF} 

The autocall argument, used with the -LN argument, 
enables or disables the use of the Autocaller when you 
bring up the product. The default value is ON. 

{L/P} 

The line state argument, used with the -LN argument, 


causes a logical or physical disconnect at the end of 
transmission. The default is a logical disconnect (L). 


Varies the UMP messages on for a particular group. This 
argument must be followed by the -CN argument. 


Varies the UMP messages on for a particular node. This 
argument must be followed by the -CN argument. 


{ON|OFF} 
Required argument if you are specifying -GP or -ND; this 


argument enables or disables the printing of UMP messages 
on the SOPR terminal. 
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VARY 
DESCRIPTION: 
VARY enables or disables the printing of UMP messages on the 
SOPR terminal that is specified when SNA Operator Control is 
configured. (The default SOPR device name is !CONSOLE.) UMP 
messages are always written to the SOPR journal file. 
VARY changes line states after all PUS are terminated. The 
VARY request also sets the bit for AUTOCALL connection. This 
bit must be set before the program products are up and 
running. 
Example 1: 

VARY -LN LINEO1] -AC ON 

Activates the autocaller for LINEO1]1. 
Example 2: 


VARY -GP AA -CN OFF 


Enable print of UMP messages for group AA on the system 
console, 
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Section 5 


INTERACTIVE SNA 
CONFIGURATION 


Each DPS 6 SNA support service or facility requires a 
configuration file. The configuration file is used to tailor a 
Support service or facility to your system environment. You use 
the DPS 6 SNA Configurator to create, update, delete, or print 
the configuration files. You can perform these operations 
interactively, uSing menus and additional screens, or in batch 
mode, by creating and processing input files. 


You can create configuration files for the following SNA 
components: 


Configurator (CONF) 

Operator Control (SOPR) 

Remote Job Entry (RJE) Facility | 
Interactive Terminal Facility (ITF) 
File Transfer Facility (SFT) 
Application Interface Facility (AIF) 


This section details interactive configuration for all SNA 
components. Batch configuration of each SNA component is 
detailed in Section 6. 

V. THE A F T 


You can invoke the SNA Configurator in interactive mode from 
within the menu subsystem or by entering a command line. 
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Invoking the Configurator From a Command Line 


To invoke the Configurator in interactive mode from a command 
line, .enter this command: 


SNA?CONF [ctl_arg] 
ARGUMENTS : 
[ctl_arg] 


One or more of the following control arguments. The 
interactive and print options are mutually exclusive. 


NOTE 


Batch mode control arguments are described in 
Section 6. 


-IL 


Invoke the Configurator in interactive mode,.to configure 
all SNA services and facilities. The first configuration 
screen (Configurator Specialization) is displayed, .and 
configuration proceeds as described in this section. 


pa Bs 


Invoke the Configurator in interactive mode,.to configure 
the SNA Configurator. The Configurator configuration 
screen (Configurator Specialization) is displayed, .and 
configuration proceeds as described in this section. 


-IA 


Invoke the Configurator in interactive mode,.to configure 
SOPR. The SOPR configuration screen is displayed, and 
configuration proceeds as described in this section. 


-IR [node_name] 


Invoke the Configurator in interactive mode to configure 
the RJE Facility. The first configuration screen (RJEF 
Link Protocol Configuration) is displayed, .and 
configuration proceeds as described in this section. If a 
node name is specified, .the Configurator assumes that you 
wish to create or update an RJE Facility node. If 
node_name exists,.the Configurator assumes that you wish 
to update and pre-fills the screens with the values that 
you used to create node_name. If node_name does not 
exist, .the Configurator assumes that you wish to create 
it,.and pre-fills the screens with default values. 
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-IT [node_name] 


Invoke the Configurator in interactive mode, to configure | 
the ITF. The first configuration screen (ITF Line 
Protocol Configuration) is displayed, and configuration 
proceeds as described in this section. If a node name is 
Specified, the Configurator assumes that you wish to 
create or update an ITF node. If node name exists, the 
configurator assumes that you wish to update and pre-fills 
the screens with the values that you used to create 
node_name. If node_name does not exist, the Configurator 
assumes that you wish to create it, and pre-fills the 
screens with default values. 


-~IF [node_name] 


Invoke the Configurator in interactive mode, to configure 
the SFT. The first configuration screen (SFT Link 
Protocol Configuration) is displayed, and configuration 
proceeds as described in this section. If a node name is 
specified, the Configurator assumes that you wish to 
create or update an SFT node. If node_name exists, the 
Configurator assumes that you wish to update, and 
pre-fills the screens with the values that you used to 
create node_name. If node_name does not exist, the 
Configurator assumes that you wish to create it, and 
pre-fills the screens with default values. 


-IS [node_name] 


Invoke the Configurator in interactive mode, to configure 
the AIF. The first configuration screen (AIF Link 
rrotocol Configuration) is displayed, and configuration 
proceeds as described in this section. If a node name is 
specified, the Configurator assumes that you wish to 
create or update an AIF node. If node_name exists, the 
~onfigurator assumes that you wish to update and pre-fills 
the screens with the values that you used to create 
node_name. If node_name does not exist, the Configurator 
assumes that you wish to create it, and pre-fills the 
screens with default values. 


-PL 


Print or display the configuration files of all SNA 
services and facilities. 


-PC 


Print or display the configuration file of the SNA 
Configurator. 
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-~PA 
Print or display the configuration files of SOPR. 

-PR [node_name] 
Print or display the configuration files of the RJE 
Facility. If a node name is supplied, display only the 
files for that node. 

-PT [node_name] 
Print or display the configuration files of the ITF. If a 
node name is supplied, display only the files for that 
node. 

-PF [node_name] 
Print or display the configuration files of the SFT. If a 
node name is supplied, display only the files for that 
node. 

-PS [node_name] 
Print or display the configuration files of the 
Application Interface Facility. If a node name is 
Supplied, display only the files for that node. 

~DL 


Delete the configuration files of all SNA services and 
facilities. 


-DC [CONF] 

Delete the configuration files of the SNA Configurator. 
-DA [SOPR] 

Delete the configuration files of SNA Operator Control. 
-DR [node_name] 

Delete the configuration files of the RJE Facility. If 


you specify no node name, all RJE nodes are deleted. If 
you specify a node name, files for that node are deleted. 
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-DT [node_name] 


Delete the configuration files of the ITF. If you specify 
no node name,.all ITF nodes are deleted. If you specify a 
node name,.only files for that node are deleted. 


-DF [node_name] 


Delete the configuration files of the SFT. If you specify 
no node name,.all SFT nodes are deleted. If you specify a 
node name, only files for that node are deleted. 


-DS [node_name] 


Delete the configuration files of the AIF. If you specify 
no node name, all AIF nodes are deleted. If you specify a 
node name,.only files for that node are deleted. 


-LIST_PATH } [pathname] 
-LIST 

-LS 

-L 


Send the Configurator output and any diagnostic messages 
to the file pathname (see "Configuring the SNA 
Configurator," later in this section). If the pathname 
refers to a logical device,.a sequential file with a 
logical record size of 132 characters must exist there. 
If pathname is not specified, .the Configurator sends 
messages to the file specified as LIST_PATH when the 
Configurator is configured. -LIST appends output if the 
file being written to was previously opened. 


This argument applies only to batch configuration or 
printing configuration files. 


DESCRIPTION: 


SNA?CONF invokes the SNA Configurator. When invoked with the 
interactive mode arguments described above,.the SNA 
Configurator creates configuration files for all of the DPS 6 
SNA facilities, .including SOPR and the SNA Configurator 
itself. 
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Within a configuration session, you can configure or print 
information about any or all of the SNA services or program 
products. The mode (interactive or batch) in which the 
Configurator operates iS independent of the mode in which you 
call it. You can request batch configuration (processing a 
pre-prepared configuration input file) from the menu 
Subsystem, and you can invoke Configurator screens using a 
command line. You can duplicate or update a node using the 
Same technique. 


Example 1: 
SNA?CONF -IL 


Invoke the SNA Configurator to step through the screens for 
all of the SNA program products. 


Example 2: 
SNA?CONF -IR RJEND2 


Invoke the SNA Configurator and create or update 
configuration files interactively for a RJE Facility node 
named RJEND2. 


CONFIGURATION SCENARIOS 


The following paragraphs describe the various waysS you can 
use the SNA Configurator. Table 5-1 lists the Configurator 
screens. The meaning of the other columns of this table will be 
explained later in this section. Figure 5-1] depicts the SNA menu 
tree. Note that menus (from which you can select paths) are 
shown as boxes, while additional screens (to which you must 
provide information) are shown as circles. 


NOTE 
If you plan to create a new configuration file for 


SOPR, we recommend that you delete SOPR_DTA from 
directory >>CCD. 


aaa CR57-02 


Table 5-1. SNA Configurator Screens 


Entry point from: | | 
| pari Multiple | 


Description Command Screens? 
From the SNA Facility Menu: 
From the Interactive Mode|Configurator Menu: ae 


Configurator Specialization X 
X 
X 
X 
Xx 
X 


SNA Operator Configuration 
From the Print Mode Configurator Menu: 


RJEF Interactive Mode Conf. 


RJEF Link Protocol Configuration 
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RJEF PU Configuration 

RJEF LU Configuration 

ITF Interactive Mode Conf. 

ITF Link Protocol Configuration 
ITF PU Configuration 

ITF Printer LU Configuration 

ITF Display LU Configuration 

ITF Printer Matrix Configuration 
SFT Interactive Mode Conf. 

File Transfer Link Protocol Conf. 
File Transfer PU Configuration 

| File Transfer LU Configuration 
AIF Interactive Mode Conf. 

AIF Link Protocol Configuration 
AIF Physical Unit Configuration 
AIF Session Type Descriptors Unit 
AIF Preestablished Session Groups 
AIF LU Configuration 


| CONF Print Mode Configurator 
SOPR Print Mode Configurator 
SFT Print Mode Configurator 
ITF Print Mode Configurator 


RJE Print Mode Configurator 
Application Interface Facility 
SNA Facilities Print Mode Cont. 


mS OS OX PS OM PS 


Table 5-1 (cont). SNA Configurator Screens 


Entry point from: 
| Multiple 


From the Batch Mode Configurator Menu: 


From the Delete Mode Configurator Menu: 


SNA Administrator 

Configurator 

SNA File Transfer Facility 
Interactive terminal facility 
Remote Job Entry Facility 
Application Interface Facility 
All 


Invocation Scenarios 


You have complete flexibility when you invoke the 
Configurator. The mode (interactive or batch) in which the 
Configurator operates is independent of the mode in which you 
call it. You can request batch configuration (processing a 
pre-prepared configuration input file) from the menu subsystem,. 
Or you can invoke Configurator screens using a command line. The 
final configuration will be identical however you invoke and use 
the Configurator. However,.the sequence of screens differs 
Slightly, depending on whether you call it using a menu or a 
command line. 


Within a configuration session,.you can configure any one SNA 
service or facility or all SNA services and facilities. As 
described below,.you can configure from scratch, .duplicate or 
update a node or logical unit you previously configured, .or 
duplicate the supplied templates. You will most likely wish to 
duplicate existing information (taking the screen defaults, 
wherever possible), and then adjust your configuration for 
optimum performance. 
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Within a configuration session you can choose to configure 
one or more of the SNA services and facilities. 


If you configure only one service or facility, you are 
presented with only the relevant screens. Therefore, there are 
configuration entry points to the screen structure, as listed in 
Table 5-1. There are five entry points for menu-invoked 
configuration, and five entry points for command-invoked 
configuration. (The menu-driven process requires an extra 
screen.) For example, if you invoke the Configurator from a 
menu, and configure an RJE Facility node, you will be presented 
with these additional screens: 


RJEF Interactive Mode Configuration 
RJEF Link Protocol Configuration 
RJEF Physical Unit Configuration 
RJEF Logical Unit Configuration. 


m W DN} 
e 


e e 


If you invoke the Configurator from a command line to configure 
one RJE node, the RJEF Interactive Mode Configuration screen will 
not be displayed. 


If you are defining multiple LUs one at a time, multiple 
copies of the facility's logical unit configuration screen (as 
indicated in Table 5-1) will be displayed. 


If you invoke the Configurator using a command line, you can 
also configure them all at once, in which case every screen shown 
in Table 5-1 for the Interactive Mode Configurator menu will be 
dipslayed in sequence, except the four menus marked as menu-mode 
entry points only. 


You can abort a Configurator session, discarding all changes, 
by pressing the F4 key. 
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To ease the process of defining multiple LUs for a node, the 
Configurator allows you to skip over the specification of LUs. 
If you skip an address, the Configurator uses the set of 
specifications you enter to define the skipped LU(s) of the same 


type. 


For example, Suppose you are configuring multiple ITF 
printers and terminals. The LU addresses are: 
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Logical Unit 7 
Address Device Type 
2 Terminal 
3 Printer 
4 Terminal © 
5 Printer 
6 Terminal 
7 Printer 
8 Terminal 
9 Printer 
10 Terminal 
1l Terminal 
2 Terminal 
13 Terminal 


Twelve LU configuration screens will be displayed; the 
Configurator will pre-fill the address field of each. After you 
have configured the printer matrixes, the first screen you see is 
for address 2 (a terminal). If all the terminals are to have the 
same characteristics, you can change the address to 13, and the 
Configurator duplicates that set of specifications for all 
terminals on this node. Similarly, you could enter 9 as the 
first printer address, and the Configurator duplicates that set 
of specifications for all printers on this node. If the 
terminals at addresses 10, 11, 12, and 13 are to have different 
Characteristics, you can enter 8 for the first address to define 
terminals at addresses 2 through 8, and enter 3 for the next 
address, to define terminals at 10 through 13. 


By duplicating LUsS, you may be presented with out~of-sequence 
LU addresses. For instance, in the example above, if you change 
the first LU address to 13, you are defining all terminal LUs, 
and the next screen will be for the printer at logical-unit 
address 3. a 


Note that the duplication extends to all elements of the LU 
Specification. In the ITF example above, duplicating an LU would 
result in duplication of LU type, class, logon information, and 
logoff information; only the address would be different. If you 
intend to refer to ITF devices by LU name, do not duplicate LUs 
using this method. 


Except for the situation mentioned above, you will probably 


duplicate LUs often, since it is much faster than specifying each 
One individually. 
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Moving Through the Screens 


The NEXT? prompt at the top of each screen allows you to fill 
in the name of the screen you wish to see next. You can either 
indicate the name of a component or the name of another program 


product. 


1. 


The following are valid entries at any point during the 
configuration of any of the SNA program products: 


a. CONF - goes to the start of the configurator 
configuration 


b. SOPR - goes to the start of the SNA operator 
configuration 


c. QUIT - assumes the default for the remaining display, 
completes the configuration and terminates the 
configurator, 


d. Name or program product (ITF,.RJE,.SFT,.AIF) - goes to 
the start of the product's configuration screens 


In addition to those listed in group 1, above,.the 
following are valid entries if you are configuring RJE, 
ITF, .SFT,.or AIF. 

a. LINK - goes to the link protocol display 

b. PU - goes to the PU display 

c. LUnn - goes to the nth LU screen 

In addition to those listed in groups 1 and 2, the 
following are valid entries if you are updating the ITF,. 


RJE,.oOr SFT: 


a. LUInn - inserts an LU directly before the one named by 
nn 


b. LUAnn - appends an additional LU after the one named 
by nn 


In addition to those listed in groups 1, 2, and 3, the 
following is a valid entry if you are configuring the 
ITF’ 


PMn - goes to the nth printer matrix screen,.where nis 
the port number, 
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5. In addition to groups 1 and 2, the following are valid 
entries if you are configuring the AIF: 


a. STDEND - completes the session-type descriptor 
configuration process 


b. STDNCL - adds STDs, .using the previous contents of the 
STD entry 


c. STDCLR - adds STDs, .clearing the bind parameters of 
the previous entry to blanks 


d. STDab - goes to the session type descriptor entry 
named ab 


e. PSGn - goes to the nth pre-established session group 


f. PSGADD - adds a pre-established session group after 
the current PSG 


g. PSGEND - finishes the pre-established session group 
configuration process. 


Displaying SNA Configuration Information 


You can display information about your configuration by 
making the Print selection on the Configuration Mode menu. You 
can display information about any one service or facility, or 
about the entire SNA configuration. Information is written to a 
pathname (device or file) you specify; the device can be a 
terminal or a printer, so you can either display (view) or print 
the information. Figure 5-2 is an example of the information 
produced by the function, in this case for RJE. This function is 
used to check on configurations you have just created, .or for 
documentation purposes. 


Displaying SNA configuration information is described under 
"Printing Configuration Information," later in this section, 


Changing the Configuration 


You may wish to change your configuration (as opposed to 
expanding it),.either to make corrections or to fine-tune it. 
There are two paths open to you. You can invoke the Configurator 
and respecify the relevant service or facility, .changing some 
fields and skipping the rest. You can also prepare an update 
file containing the configuration keywords you wish to change. 
You will probably prefer the former method if you are comfortable 
with screen-driven configuration. If you prefer to manipulate 
the keyword files, .you should refer to the discussions of 
changing each service and facility,.in the sections devoted to 
individual SNA components. 
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RJEF LINK PROTOCOL CONFIGURATION 
| NODE INFORMATION 
NODE NAME IS: RJESMPL1 CREATION DATE 1983/01/19 
AUTHOR'S NAME IS: SAMPLE DATE LAST UPDATED 1983/01/29 
JOURNAL PATH NAME: >>CCD>JRNL 
HOST CONNECT (LINE) INFORMATION: 
LINE NAME IS: LINEO1] 
LINE CONFIGURATION IS NONSW 
STATE TIMER VALUE: 010 FRAME TIMER VALUE: 99 
MAX FRAME SIZE: 256 SEND LIMIT: 7 


MAX NUMBER OF RETRIES: 03 


RJEF PHYSICAL UNIT CONFIGURATION 
PU ADDRESS: Ol MAX RU SIZE: 0256 
NUMBER OF LU'S CONFIGURED: 3 
NUMBER OF RU'S PER CHAIN: 254 
IS MULTIPLE SIGNAL INTERRUPT TO BE USED?: NO 


OPERATION MODE: ATTENDED 


RJEF LOGICAL UNIT CONFIGURATION 


LU ADDRESS: l RU SIZE: 256 
LU ADDRESS: 2 RU SIZE: 256 
LU ADDRESS: 3 RU SIZE: 256 


Figure 5-2. Configuration Listing Information 
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The process of deleting nodes from your configuration is 
discussed later in this section. 


In order to make a change to your configuration, you must 
shut down the node, make the desired changes, and restart the 
affected node before the change goes into effect. 


CONFIGURING THE SNA CONFIGURATOR 


The SNA Configurator is the only Support service or facility 
that does not require a configuration file. However, you can 
Create a configuration file for the the Configurator, to specify 
default pathnames for the primary batch input file and the batch 
listing file, to specify a journal pathname, or to restrict the 


configuration of any of the SNA facilities. 


You configure the Configurator by filling in the Configurator 
Specialization screen (Figure 5-3), as described below. 


Figure 5-3. Configurator Specialization Screen 


NODE NAME IS: 


The node name is included purely for documentation. The 
value must be CONF. 


CREATION DATE: 


The creation date is included purely for documentation. 
The default value is YYYY/MM/DD. 


AUTHOR'S NAME IS: 


The author name, if entered, must consist of one to eight 
alphanumeric characters. 


5-16 CR57-02 


DATE LAST UPDATED: 


The last update date is included purely for documentation. 
The default value is YYYY/MM/DD. 


CONFIGURATION PATH NAME FOR JOURNAL FILE: 


The journal pathname specifies a file to which messages 
and error reports from the Configurator itself are 
written. The pathname is up to 58 characters in length. 
The default is not to create such a file. 


CONFIGURATION PATH NAME FOR LIST FILE: 


The listing pathname specifies the default file used by 
the Configurator for listing batch input and diagnostic 
messages. The pathname is up to 58 characters in length. 
The pathname can specify a device (e.g., a line printer). 
The default is not to create/use such a file. 


CONFIGURATION PATH NAME FOR BATCH INPUT FILE: 


The batch pathname specifies the default file from which 
the Configurator reads batch input. The pathname is up to 
58 characters in length. If you do not specify a pathname 
here, you must specify one each time you invoke the 
Configurator for batch configuration. 


INDICATE FACILITIES THAT MAY BE CONFIGURED (Y OR N): 
REMOTE JOB ENTRY:Y 
INTERACTIVE TERMINAL FACILITY:Y 
FILE TRANSFER FACILITY:Y 
SNA PROGRAM INTERFACE FACILITY :Y 


If the RJE Facility is to be configured, enter Y; if not, 
enter N. Similarly, specify whether each of the other 
program products is to be configured. The default value 
in each case is Y (yes). 


You must create a configuration file for SNA Operator Control 
(SOPR) before you can invoke any of the SNA facilities. To 
configure SOPR, you must specify the following information: 


Journal pathname 

Number of users of SOPR 

Number of lines (one to four) 

One to four corresponding line names. 


i WD 
e e e e 


You configure SOPR by filling in the SNA Operator (SOPR) 
Configuration screen (Figure 5-4), as described below. 
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Figure 5-4. SNA Operator (SOPR) Configuration Screen 


NODE NAME IS: 


The node name is included purely for documentation. The 
value must be SOPR. 


CREATION DATE: 


The creation date is included purely for documentation. 
The default value is YYYY/MM/DD. 


AUTHOR'S NAME IS: 


The author name, if entered, must consist of one to eight 
alphanumeric characters. 


DATE LAST UPDATED: 


The last update date is included purely for documentation. 
The default value is YYYY/MM/DD. 


ENTER JOURNAL PATH NAME: 


The journal pathname specifies a file to which messages 
and error reports from the support services and facilities 
are written. You must enter a pathname here. 


SOPR DEVICE NAME IS: 
The SOPR device pathname specifies the physical device 
pathname of the SOPR console. The pathname must be from 1 
to 13 characters in length. The default value is 
!CONSOLE. 
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MAXIMUM NUMBER OF SOPR USERS: 


This specifies the number of users of SOPR. The value 
must be 1, 2, 3, 4, 5,.0r 6. The default value is 2. 


ENTER NUMBER OF SDLC LINES: 
This specifies the number of SDLC lines attached to the 


DPS 6 system. The value must bel, 2, 3,.0r 4. The 
default value isl. 


sLINE #:LINE NAME:MAX FRAME SIZE:PHYSICAL DISCONNECT:AUTO DIAL: 
: 1 : LINEOI] =: 0256 : Y : N : 
: 2 : LINEO2 =: 0256 : 4 : N : 
: 3 : LINEO3 : 0256 : y : N : 
: 4 : LINEO4 : 0256 : y : N : 


If you do not wish to use the line names LINEO1, etc., you 
must specify a line name for each line you will have. The 
line name can be from one to six characters in length. 

The default value, .for the first line only,.is LINEOI]. 

You must have a corresponding LINE_NAMEn value in a CLM 
DEVICE directive when MOD 400 is configured. 


You must specify a maximum frame size for each line you 
have. It must be either 256 or 512 (characters). The 
default value, for each line,.is 0256. The frame size 
must be greater than or equal to the largest frame size 
Specified for any of the SNA facilities you intend to 
configure. 


CONFIGURING THE SNA REMOTE JOB ENTRY FACILITY 


The SNA Remote Job Entry Facility (RJEF) allows a DPS 6 
system to emulate many of the functions of an IBM 3777 Model 3 
controller and its attached devices in an SNA environment. More 
than one invocation of the RJE Facility can reside on the same 
DPS 6 system. Each invocation of the facility Supports up to six 
LUS. Data can reside on any appropriate DPS 6 device; data can 
also be directed to any appropriate DPS 6 device. For 
information about the operation of the facility,.see the 


SNA Remote Job Entry Facility User's Guide. 


Appendix D of this manual describes acceptable binds for the 
RJE Facility. 
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To create a configuration file for the RJE Facility,. you 
specify the following types of information: | 


e Administrative and Transport Facility characteristics 
(node name, .author name, journal file name, line name,. 
line configuration, .timer,.and retry characteristics) 


e Physical unit (PU) characteristics (address,.request unit 
size, .number of LUs,.chain size, .operation mode) 


e LU characteristics (address, .request unit size). 

You configure the RJEF by filling in three screens: 

1. RJEF Link Protocol Configuration (Figure 5-6) 

2. RJEF Physical Unit Configuration (Figure 5-7) 

3. RJEF Logical Unit Configuration (Figure 5-8). 

You may need to fill in multiple LU screens. 

If you invoke the Configurator from the Interactive Mode 


Configurator Menu, your entry point will be the RJEF Interactive 
Mode Configurator screen (Figure 5-5): 


RJEF INTERACTIVE MODE CONFIGURATOR 


Enter logical node name: 


Figure 5-5. RJEF Interactive Mode Configurator Screen 


If you wish to create a node or update an existing node,.enter 
the node name in the first field. 


RJE Administrative and Transport Facility Characteristics 


The RJEF Link Protocol Configuration screen is shown in 
Figure 5-6 and described below. This screen is your entry point 
if you invoke the Configurator from a command line to configure 
RJEF. 
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Figure 5-6. RJEF Link Protocol Configuration Screen 


ENTER NODE NAME (1-8 CHARACTERS) ;: 
The node name is from one to eight alphanumeric 
Characters. If you entered a node name in the previous 
screen, that name appears here. To create a node, enter 
the node name. To update a node, change the other fields 
as required. The default value is RJENODE1. 

CREATION DATE: 


The creation date is included purely for documentation. 
The default value is YYYY/MM/DD. 


AUTHOR'S NAME IS: 


The author name, if entered, must consist of one to eight 
alphanumeric characters. 


DATE LAST UPDATED: 


The last update date is included purely for documentation. 
The default value is YYYY/MM/DD. 


ENTER JOURNAL PATH NAME: 


The journal pathname specifies a file to which messages 
and error reports from the RJEF are written. 
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ENTER LINE NAME: 


The line name must be one of the line names you specified 
when configuring SOPR (see "Configuring SNA Operator 
Control," earlier in this section). The line name must 
also be specified in a DEVICE directive when the MOD 400 
system is built (see Section 3). The line name is one to 
Six alphanumeric characters. The default value is LINEO1. 


ENTER LINE CONFIGURATION (SW OR NONSW): 


The line configuration can be either switched (SW) or 
nonswitched (NONSW). This prompt corresponds to the DIAL 
Operand on the GROUP macrocall at the host. If the value 
of DIAL is YES, enter SW; if the value of DIAL is NO,. 
enter NONSW. The default value is NONSW. 


IF LINE IS SWITCHED ENTER 12 CHARACTER XID: 

If the line is switched, .you must specify an exchange 
station identifier (XID). The XID is 12 digits, .as 
illustrated below. The XID corresponds to four operands 
on the PU (switched) statement in the host VTAM 
definition. Digit 2 of XID corresponds to the PUTYPE=2 
Operand; digits 5 through 7 of XID correspond to the 
IDBLK=013 operand; digits 8 through 12 of XID correspond 
to the IDNUM= value. 
Digit 1 2 3 4 5 6 7 8 9 10 11 12 
Value 0 2 ) 0 0 1 

Physical unit type 

(PUTY PE) 

Block Number (IDBLK) 

Unique terminal ID (IDNUM) 
For example,.if the terminal identification is X'0QOB' and 


if the PU address is X'Cl',.then the XID is: 


020001300BCl1 
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ENTER STATE TIMER VALUE (1-254): 


The state timer value specifies the number of seconds to 
wait for a poll frame at the secondary node (RJEF node) 
before counting an error retry (see the description of the 
ENTER MAX NUMBER OF RETRIES prompt, below). The value 
must be in the range from 1 to 254 seconds; the default 
value is 10. 


ENTER FRAME TIMER VALUE (1-99): 


The frame timer value specifies the maximum number of 
seconds that an information frame (I-frame) that is to be 
sent is allowed to remain on the output queue before the 
I-frame is purged. This time can be large without 
affecting information transfer, but values much smaller 
than 10 can result in insufficient time to send a frame or 
to resend a frame in case of error. The value must be two 
digits between 1 and 99 seconds. The default value is 99. 


ENTER MAX FRAME SIZE: 


The frame size is the maximum number of characters allowed 
in an I-frame excluding FCS, flag bits, and headers. This 
value must be greater than or equal to the values you 
select for the maximum request unit size in subsequent PU 
and LU definition screens for this facility. This value 


must be either 256 or 512 (characters). The default value 
is 256. 


ENTER SEND LIMIT (1-7): 


The send limit is a Transport Control argument specifying 
the number of I-frames that can be sent before an 
acknowledgement is received. The DPS 6 automatically 
stops sending I-frames when this limit is reached and 
automatically starts sending I-frames once one or more 
I-frames are acknowledged. This value must be in the 
range from 1 to 7. The default value is 7. 


ENTER MAX NUMBER OF RETRIES (1-15): 


This value is the maximum number of error retries allowed 
before a retry error is reported. Any error that causes 
the loss of an I-frame results in a retry error. See also 
the description of state timer value. This value must be 
in the range from 1 to15. The default value is 3. 
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RJE Physical Unit C) teristi 


Once you have specified Administrative and Transport Facility 
characteristics, you characterize the PU by filling in the RJE 


Physical Unit Configuration screen (Figure 5-7), as described 
below. | 


Figure 5-7. RJEF Physical Unit Configuration Screen 


ENTER PU ADDRESS: 


The PU address is two hexadecimal digits in the range 01 
to FE. This must be a previously configured value at the 
host. This value corresponds to the ADDR= value on the PU 
macrocall at the host. If you specified an XID when you 
specified Administrative and Transport Facility 
characteristics, this must be the same value as the last 
two digits of the XID. For example, if you specified an 


XID of 020001300BC1, you must specify Cl here. The 
default value is Ol. 


ENTER MAX RU SIZE (256 OR 512): 


This is the maximum size of a request unit (RU). This 
value must be less than or equal to the maximum frame size 
you selected when specifying Administrative and Transport 
Facility characteristics for this facility in a previous 
screen. This value must be either 256 or 512 
(characters). The default value is 256. 


ENTER NUMBER OF LU'S TO BE CONFIGURED (1-6): 


The number of LUS is one decimal digit in the range from 1] 
to 6. The LU's value should be the same as the count of 
the LU macrocalls specified at the host; this value 


corresponds to the MAXLU= value for a Switched line. The 
default value is 6. 
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ENTER NUMBER OF RU'S PER CHAIN (1-254): 


This is the maximum number of request units in a chain. 
The value is a number in the range 1 to 254. The default 
value is 254. This is used to control the demand for 
buffers during inbound data transmissions by giving a 
dummy pacing for inbound data transmissions. For optimal 
performance, this value should be set to itS maximum. 


IS MULTIPLE SIGNAL INTERRUPT TO BE USED (Y OR N): 


This value must be Y (yes) or N (no). The default value 
is N. Some IBM RJE subsystems require that Multiple 
Signal Interrupts be used. In particular, JES2 requires 
it, but POWER does not. Consult the configuration 
documentation for the subsystem that you are using. If 
Multiple Signal Interrupts are required, enter Y here. 


OPERATION MODE: 
(AT) ATTENDED 
(UA) UNATTENDED 

SELECTION: 


Specify AT (attended) or UA (unattended) for the mode of 
Operation. In attended mode, certain error conditions 
result in messages being sent to the SOPR terminal. In 
unattended mode, these same conditions cause negative 
acknowledgement (NAK) signals to be sent to the host, or 
cause cancellation of orders. The default value is AT. 


After you have specified Administrative and Transport 
Facility characteristics, and after you have specified PU 
characteristics, you must specify LU characteristics. You may 
describe from one to six LUS. For each LU, you are presented the 


RJEF Logical Unit Configuration screen (Figure 5-8), as described 
below. 


Figure 5-8. RJEF Logical Unit Configuration Screen 
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LU ADDRESS: 


The LU address is a decimal digit between 1 and 6. The 
values correspond to the LOCADDR operand values of LU 
macrocalls at the host. The Configurator pre-fills this 
field with ascending addresses. If you skip an address, 
the Configurator will duplicate your specification for the 
previous LU(s). 


ENTER RU SIZE (256 OR 512) 


The RU size is determined by the host. The RU size must 
be either 256 or 512 (characters). The RU size must not 
be greater than the maximum RU size you specified when you 
configured the PU, and must not be greater than the frame 
Size you selected when specifying Administrative and 
Transport Facility characteristics in a previous screen. 
The default value is 256. 


Ll THE TERACTIVE TERMINAL FA rTY 


The SNA Interactive Terminal Facility (ITF) permits DPS 6 
VIP72XX, VIP73XX, WST72XX, and asynchronous VIP78XX and WST78xXxX 
terminals to appear to an IBM host as IBM 3278 terminals attached 
to an IBM 3274 terminal controller operating in an SNA 
environment. The Interactive Terminal Facility (ITF) allows 
DPS 6 matrix and line printers to appear as IBM 3287 printers. 
DPS 6 terminal users can interact with one or more IBM host 
application systems. ITF also provides a User Exit Facility that 
permits user-written programs to be executed before and/or after 
keyboard activity for each terminal. Information is passed 
between ITF and user applications using a Screen Image Buffer 
(SIB). For information about the operation of the ITF, see the 

A _Interacti T Llit ser' ide. 


Appendix D of this manual describes the acceptable binds for 
the ITF. 


To create a configuration file for the ITF, specify the 
following types of information: | 


@® Administrative and Transport Facility characteristics 
(node name, author, journal pathname, line name, line 
configuration, state timer, information frame (I-frame) 
characteristics, send limit, retry information) 


@® PU characteristics (address, number of LUs, number of 
printers, and SIB characteristics) 


@® Printer characteristics (port address, matrix mode, class, 
source device list) 


e LU characteristics (address, type, class, name, bound unit 
pathname, logon, logoff, printer pathname). 
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You configure the SNA Interactive Terminal Facility by 
filling in five screens: 


- i6ITF Link Protocol Configuration (Figure 5-10) 

. ITF Physical Unit Configuration (Figure 5-11) 

- ji§ITF Printer Matrix Configuration (Figure 5-12) 

»- ITF Display Logical Unit Configuration (Figure 5-13) 
- ITF Printer Logical Unit Configuration (Figure 5-14). 


U1 & WD FF 


You may need to fill in multiple LU screens. 


If you invoke the Configurator from the Interactive Mode 
Configurator Menu, you will be presented with the ITF Interactive 
Mode Configurator screen (Figure 5-9): 


Figure 5-9. ITF Interactive Mode Configurator Screen 


If you wish to create a node or update an existing node, enter 
the node name in the first field. 


The ITF Link Protocol Configuration screen is shown in Figure 
5-10 and described below. This screen is your entry point if you 
invoke the Configurator from a command line to configure the ITF. 


Figure 5-10. ITF Link Protocol Configuration Screen 
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ENTER NODE NAME (1-8 CHARACTERS) : 


The node name is from one to eight alphanumeric 
characters. If you entered a node name in the previous 
screen, that name appears here. To create a node, enter 
the node name. ‘ro update a node, change the other fields 
as required. The default value is ITFNODE1. 


CREATION DATE: 


The creation date is included purely for documentation. 
The default value is YYYY/MM/DD. 


AUTHOR'S NAME IS: 


The author name, if entered, must consist of from one to 
eight alphanumeric characters. 


DATE LAST UPDATED: 


The last update date is included purely for documentation. 
The default value is YYYY/MM/DD. 


ENTER JOURNAL PATH NAME: 


The journal pathname specifies a file to which messages 
and error reports from the ITF are written. Each ITF node 
can have its own journal file. 


ENTER LINE NAME: 


The line name must be one of the line names you specified 
when configuring SOPR (see "Configuring SNA Operator 
Control," earlier in this section). The line name must 
also be specified in a DEVICE directive when the MOD 400 
system is built (see Section 2). The line name is from 
one to six alphanumeric characters. The default value is 
LINEO]. 


ENTER LINE CONFIGURATION (SW OR NONSW) : 


The line configuration can be either switched (SW) or 
nonswitched (NONSW). This prompt corresponds to the DIAL 
Operand on the GROUP macrocall at the host. If the value 
of DIAL is YES, enter SW; if the value of DIAL is NO, 
enter NONSW. The default value is NONSW. 
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IF 


LINE IS SWITCHED ENTER 12 CHARACTER XID: 


If the line is switched,.you must specify an exchange 
station identifier (XID). The XID is 12 digits,.as 
illustrated below. The XID corresponds to four operands 
on the PU (switched) statement in the host VTAM 
definition. Digit 2 of XID corresponds to the PUTYPE=2 
operand; digits 5 through 7 of XID correspond to the 
IDBLK=017: operand; digits 8 through 12 of XID correspond 
to the IDNUM= value. 


Digit 1 2 3 4 5 6 7 8 9 10 11 412 
Value 0 2 0 0 0 1 

Physical unit type 

(PUTY PE) 

Block Number (IDBLK) 

Unique terminal ID (IDNUM) 
For example,.assume that the terminal identification is 
X'OOBC1'; you must specify: 


020001700BC1 


ENTER STATE TIMER VALUE (1-254): 


The state timer value specifies the number of seconds to 
wait for a poll frame at the secondary node (ITF node) 
before counting an error retry (see the description of the 
ENTER MAX NUMBER OF RETRIES prompt,.below). ‘The value 
must ke in the range from 1 to 254 seconds; the default 
value is 10. 


ENTER FRAME TIMER VALUE (01-99): 


The frame timer value specifies the maximum number of 
seconds that an information frame (I-frame) that is to be 
sent is allowed to remain on the output queue before the 
I-frame is purged. This time can be large without 
affecting information transfer,.but values much smaller 
than 10 can result in insufficient time to send a frame or 
to resend a frame in case of error. The value must be two 
digits between 01 and 99 seconds. The detault value is 
99. 
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NTER MAX FRAME SIZE: 


The frame size is the maximum number of characters allowe 


in an I-frame excluding FCS, flag bits, and headers. The 
only allowable value here is 256. 


ER SEND LIMIT (1-7): 


The send limit is a transport Control argument specifying 
the number of I-frames that can be sent before an 
acknowledgement is received. The DPS 6 automatically 
stops sending I-frames when this limit is reached and 
automatically starts sending I-frames once one or more 
I-frames are acknowledged. This value must be in the 
range from 1 to 7. The default value is 7. 


ENTER MAX NUMBER OF RETRIES (1-15): 


This value is the maximum number of error retries allowed 
before a retry error is reported. Any error that causes 
the loss of an I-frame results in a retry error. See also 
the description of state timer value. This value must be 
in the range from 1 to15. The default value is 3. 


After you have specified Administrative and Transport 
Facility characteristics, you specify information to characterize 


the PU by filling in the ITF Physical Unit Configuration screen 
(Figure 5-11), as described below. 


Figure 5-ll. ITF Physical Unit Configuration Screen 
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ENTER PU ADDRESS: 


The PU address is two hexadecimal digits in the range from 
01 to FE. This must be a previously configured value at 
the host. This value correSponds to the ADDR= value on 
the PU macrocall at the host. 


ENTER MAX RU SIZE (256-1024) : 


This is the maximum size of a request unit (RU). This 
value must be 256, 512, 768, or 1024 (characters). The 
default value is 256. 


ENTER NUMBER OF LU'S TO BE CONFIGURED (1-32): 


The number of LUs is from 1 to 32, including printers. 
This value should be the same as the count of the LU 
macrocalls specified at the host; this value corresponds 
to the MAXLU= value for a Switched line. The default 
value is 4. 


ENTER NUMBER OF PRINTERS TO BE CONFIGURED (0-31): 


This value is the number of printer LUs for printers 
attached to the ITF. The value is two decimal digits in 
the range from 00 to 31. The default value is Ol. 


ENTER NUMBER OF MEMORY RESIDENT SIBS (2-32): 


This value is the number of resident SIBs. The value is 
two decimal digits in the range from 02 to 32. The 
default value is 04. If there are more SIBs than LUs, 
this value is reset by the Configurator to equal the 
number of LUsS. If the number of SIBsS is equal to the 
number of LUs, each LU has a 2K character SIB dedicated in 
memory for its exclusive use. If the number of SIBs is 
less than the number of LUS, the LUS Share SIBS;: Screen 
data is swapped between memory and the file specified by 
the next prompt, as required. For minimum response time, 
specify one SIB per LU. 


IF SIBS ARE TO BE SHARED AMONG LU'S ENTER SIB FILE PATHNAME: 
The SIB pathname is a pathname of up to 58 characters in 
length. If you want a SIB file, you must create the file 
using the following command before you invoke ITF: 

CR path -F_REL -REC_SIZE 2048 


The default is to specify no SIB file. 


S31 CR57-02 


4b] 
GS 
Qe 4 
3 0 
@) 4 
tia" om c 
4J ) 
ord 4) mn Y 
1 e O S @& hy 
AG Ta | O 
00 oo wa 
GT --4 ron fee 
fe, 4 cA N S 
3g O | O 
WY EW i | 
om = Ete) 4J 
OO Q, Q an (8) 
Quins 3 rb) hy 
no s&~ WC) ty a 
Geet 0 3 oD) 
® fry “A OD “4 
hy 3S 4d -- us 
EY ert eH Ww) fx cS 
by a Oo 
Bae Oo ¢ 
CE ww 4) QW as 
0 W@W “et 
® ws O SO wy hy 
> ov 4 O 4 
4 4 @ w © 
Hod KS = 
CG -- WY Ow 
Mt hy ‘e) hy 
4) 0; U oo | ro) 
WY © “xt J 4J eo 
Gui 4 ) | re 
“At --t eo 3 MM ~m 
5° — OD Ay 1 
Mm ood 4 
Cad Muy fry — 
—hlUuhaM HY og Hi 
a S I Oo re jaa 
Gi 3 ere cg O fx] 
aA O hy om ~ 
9) Qy ert N _ 
™~ by 8 ra Z 
Ww) W YW s i 
16) UVii«g oO Te) a 
ord | Ton PE | fad 
0 O Y Y '@) 
WO WY yeaa $4 Ay 
A & 0) 3 
by fy ord Re} o PG 
YO gv H omen) “- fx 
Ww Y 3 -ri QO fry a 
yy OT O weed ra 
r= OE v8 > AL fe 
1 1) © Oo 
(io oo q& Ww 
aar HE vo 
0EM H TO 


Y 
=i. 
‘om =) 
by 
WH oS 

4) 

YM eel 
oe 
S rc) 
CTH Q 
ae | 
ae) 
OY -v 
GW 
4 rd) 
uv > 
See 0 
Ao G 

4) 
n 4J 
Ww Oo 
Aa S 
or | 
‘ade O 
eerlia 
aU Ww 
Ow oY 
EM 
To w 
O wy ®Y 
von 
OT pd 

od 
O ws @ 
2s 3 
Hw MLW 

dt M4 
Wy. O 
“4 & AY 

‘e) 
WU e 
WY WY 
oO @o WN 
M4 oc 6M 
TMH wy 
Le) Ze) 
© se) 

e © 
VW 
We 
2, S 

Oo YW 

4J tb 
Vv 4 
aid 
HO UO 


consecutive numbers. 


-2) 


ENTER MODE (0 


Vv 
3 
— 
M4 © 
re) > 
IN 
G 4 
Ton A oo 
w OS 
Q, © 
~O 
=o 
V0 WNT 
4 - 
2.5 2 
‘e) 
49) Sa 
~~ 
ro) 
ot+ ° 
c—-— 
Yer W 
QW 
Oy © 
ro 
Tre Qi 
Oa Nn 
O er 
ood 
Oo 
ef 
Hi © 
a 
| mm pL) 
by —~ YW) 
WW WO 
Cr G 
a fe. 
Paes 
VO WW 
Wunwd 
oo W 
OCG M 
+S) © 
CO & 
G&G v 
UO +4 
i b4 
oO WYO 
& Q 4 
re) 
Tier 
Odo w 
Gu AQ, 
Ss el 


2 


1S 


70-85): 


( 


ENTER CLASS(ES) 


uy SaJ 
e O oO 
Yo v YO &, 
UMmdca 
A Ow o 
> 68 O ° 
Vif GN 
TH -e co WO 
Ow <a oO 
2 ee 
& © 
4 Yq N 
Yow 
uw Wood ww 
O —&O 
“jb 
Wu, VY sy —~ 
Wn) Hybo es 
Coo vyr~ 
Have 
UO YM W 
, S © 
VOoemsrndeE 
GHWOOE 
4 > O 
Wy Dd oO 
W358 OW | 
WY Ort HG j 
od 1 4 | 
O05 oc 
ZS eo eo IS ee 
Te) b4 
Ny Non yw 
Yo @ wo 
OvWvH One 
HoOwpn y 
rf © 
Ow GCOrnd 
oawer vor 
Ww > an 
Inn EVO 
YDMNOH DY 
wn Uv hy 6 
AO Ouyw 5 
$4 co Oo roe) 
O-ed GM Qidy 
Hoon oY 
ro) OW « 
ced fy MH cy) 
Wk Od ar 
HW > Ww A, 
Q NE 
Agra d a 
aaAGwH ars 
BH G&HY oO Ww 


CR57-02 


5-32 


to assign the printer to classes 70, 71, and 80. Defining 
printer classes allows sharing of printers. Another use 
could be to define two classes of printer,.one loaded wit 
regular paper and one loaded with special screens. 


ENTER PORT ADDRESSES FOR SOURCE DEVICE LIST (0-31): 


These fields are used to specify the source device list. 
The current port number must appear in the source device 
list. You can enter one or more of the values from 

O to 31. If you enter more than one address,.separate 
addresses with commas (,). For example,.you could enter: 


L022 By 200 Er Lc eee eR ce ee eee ee SED 


to assign the printer to addresses 0, 5, 10, and 15. To 
deny a device access to a printer,.do not specify the 
corresponding port address of the device. 


Displa 


Logical Unit Characteristics 


After you have specified Administrative and Transport 
Facility characteristics and printer matrix characteristics, you 
must specify LU characteristics. An LU can be Type 1, Type 2, or 

pe 3. Type LUS are the LUs for keyboard and display devices 


(VIP or WST) attached to the ITF. pes 1 and 3 LUs are the LUs 
for printers attached to the facility. 


ctoct 


You specify display LUs by filling in the ITF Display Logical 
Unit Configuration screen (Figure 5-13),.as described below. 


Figure 5-13. Display Logical Unit Configuration Screen 
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et) 


ADDRESS: 


The LU address. is a ‘twoSdigit number in the range. ‘from 02 


to 33. LU addresses correspond to values of the LOCADDR 
operand of the LU macrocalls at.the host. Printer LU 
addresses correspond to port addresses in PRINTER. keywords 
plus 2. You must specify LU addresses in ascending 
order. The Configurator pre-fills this fieid with 
ascending addresses. If you skip an address, the 
Configurator duplicates your specification for the. 


_. previous” LU(s). 


LU 


TYPE: 


The default value is 2 when the ‘LU address does not equal 


a port address plus 2. 


uJ 


LU 


IF 


CLASS: 


The LU class can be 0 (display only), 1 (display with 
application program) , or 2 (application only terminal). 


ahe default value is 0. 


NAME: 


This is the eight-chatacter iimieete name of the LU» 
If you a aa LUS, ne will ne this value as 


well. 


‘CLASS IS 1 OR 2 ENTER BOUND UNIT PATH NAME> 


If you specify an LU class of 1 or 2, you must specify a 
bound unit pathname, of up to 58 characters, for. the - 
application program. 


ENTER LOGON INFORMATION: 


rape you ‘specify ‘logon ‘information the string is used in 
automatic logon to the host application. You can enter a 


maximum of 65 characters. 


The logon string can be LOGON APPLID(name) and/or 
- LOGMODE (name) and/or DATA(userdata). For further 


information, see the appropriate IBM reference ‘manual for 
the application to which you wish to connect. | 


ENTER LOGOFF INFORMATION: 


You can enter the strings APPLID(name) and/or 

TYPE (COND |UNCOND) and/or HOLD(YES|NO). For further 
information see the appropriate IBM reference manual for 
the application to which you wish to connect. If you 
specify both logon and logoff information, the logoff 
string is used for automatic logoff when the ITF user 
returns a terminal to the MOD 400 Listener. 
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ITF Printer Logical Unit Characteristics 


For each printer attached to the ITF, you must specify a Type 


1 or 3 


LU, by filling out the ITF Printer Logical Unit 


Configuration screen (Figure 5-14), as described below. _ 


Figure 5-14. ITF Printer Logical Unit Configuration Screen 


LU 


LU 


ADDRESS: 


The LU address is a two-digit number in the range from 03 
to 33. The values correspond to values of the LOCADDR 
operand of the LU macrocalls at the host. LU addresses 
correspond to printer port addresses plus 2. The 
~onfigurator pre-fills this field with the current 
available address. You must specify LU addresses in 
ascending order. : -% 


TYPE: | 


“The allowable values here are 1 and 3. The default value 


is 3. 
CLASS: 


You must specify 3 for printer LUs. 


ENTER PRINTER PATHNAME: 


The printer pathname is from 1 to 58 characters in 
length. The pathname can refer to a physical or a logical 


device. The default value is !LPT00. If you duplicate 


LUs, you will duplicate this value as well, thus. 
implementing printer sharing. 
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The SNA File Transfer Facility (SFT) allows host users, in an 
SNA network, to transfer files to and from a DPS 6. In addition 
to file transfer, SFT includes some file management and control 
functions. For information about operating the SFT, see the SNA 
»- This section describes 
configuration of the DPS 6 oa portion of the facility, 
hereatter referred to as SFT-6. 


Appendix D of this manual describes acceptable binds for the 
SFT. 


To create a configuration file for the SFT, you specify 


@e Administrative and Transport Facility characteristics 
(node name, author name, journal file name, line name, 
line configuration, timer, and retry characteristics) 


@e PU characteristics (address, request unit size, number of 
logical units, chain size, operation mode) 


@ LU characteristics (address, request unit size) 
You configure the SFT by filling in three Screens: 
1. File Transfer Link Protocol Configuration (Figure 5-16) 


2. File Transfer Physical Unit Configuration (Figure 5-17) 
3. File Transfer Logical Unit Configuration (Figure 5-18) 


You may need to fill in multiple LU screens. 


If you invoke the Configurator from the Interactive Mode 
Configurator menu, your entry point will be the SFT Interactive 


Mode Configurator screen (Figure 5-15) 


Figure 5-15. SFT Interactive Mode Configurator Screen 


If you wish to create a node or update an existing node, enter 
the node name in the first field 
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FT Administ ive and Transport Facility Characteristi 


;@ 


The File Transfer Link Protocol Configuration screen is shown 
in Figure 5-16 and described below. This screen is your entry 


point if you invoke the Configurator from a command line to 
configure SFT. 


Figure 5-16. File Transfer Link Protocol Configuration Screen 


ENTER NODE NAME (1-8 CHARACTERS) : 


The node name is from one to eight alphanumeric 
characters. If you entered a node name in the previous 
screen, that name appears here. To create a node, enter 
the node name. To update a node, change the other fields 
aS required. The default value is SFTNODE1. 


CREATION DATE: 


The creation date is included purely for documentation. 
The default value is YYYY/MM/DD. 


AUTHOR'S NAME IS: 


The author name, if entered, must consist of from one to 
eight alphanumeric characters. 


DATE LAST UPDATED: 


The last update date is included purely for documentation. 
The default value is YYYY/MM/DD. 


ENTER JOURNAL PATH NAME: 


The journal pathname specifies a file to which messages 
and error reports from the SFT are written. 
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ENTER LINE NAMES syed Aa adolk Cate tes 2 


..The line name must be one of the line names. you. specified 


when configuring. SNA Operator Control (see "Configuring 


SNA Operator Control," earlier in this section). The line 
name must also be specified in a DEVICE directive when the — 


MOD 400 system is built (see Section 3). The line name is 
from one to six a rciaianipane eee rae eae The defaul 
val aS is. LINEOL'» Be eee TR ake BO ee. a" 


ENTER. LINE CONFIGURATION | (Sw. OR NON SW) = 


“The line ene one acion can be either switched (Sw). or 
nonswitched (NONSW). This prompt corresponds to the DIAL 


operand on the GROUP macrocall at the host. If the value . 


of DIAL is YES,.enter SW; if the value of DIAL is NO, — 


ps. Ee 


value 0 2 0 0.0 1 


enter NONSW. the default value is. NONSW. 
pes IS eae ENTER 12 CHARACTER KID: 
Lf che ane is aeened. you must Specify an exchange | 


station identifier (XID). The XID is 12 digits,.as 
illustrated below. The XID corresponds to four operands 


on the PU (switched) statement in the host VTAM 


definition. Digit 2 of XID corresponds to the PUTYPE=2 
operand; digits 5 through 7 of XID correspond to the 
IDBLK=013 operand; digits 8 through 12 of XID correspond 
to the IDNUM= value. | | 


‘Digit 1 2 3 4 5 6 7 8 9 10 12 12 


ics abe eile unit type 
(PUTYPE). oe 


Block Number (IDBLK)— 


Unique terminal ID (IDNUM) 
For example,.if the terminal identification is X'00B' and 
if the PU address is X'Cl',.then the XID is: 


020001300BCl 
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ENTER STATE TIMER VALUE (1-254): — 


The state timer value specifies the number of seconds to 
wait for a poll frame at the secondary node (SFT node) 
before counting an error retry (see the description of the 
ENTER MAX NUMBER OF RETRIES prompt, below). The value 
must be in the range from 001 to 254 seconds; the default 
value is oe 


ENTER FRAME TIMER VALUE (1- 99) 


The frame timer earué specifies the maximum number of | 
seconds that an information frame (I-frame) that is to be 
sent is allowed to remain on the output queue before the 
I-frame is purged. This time can be large without 
affecting information transfer, but values much smaller 
than 10 can result in insufficient time to send a frame or 
to resend a frame’ in case of error. The value must be two 
digits between 01 and 99 seconds. The default value is 


ENTER MAX -PRAME SIZE: 


‘The frame size is che maximum numbe r of characters allowed 
in an I-frame excluding FCS, flag bits, and headers. This 
value must be greater than or equal to the values you 
select, for the maximum RU size in subsequent physical and 
logical” ‘unit definition screens for this facility. fThis 
value must be either 256 or 512 (characters). The default 
value is 256. 


ENTER pene LIMIT (1 ae 


The enna limit is a Transport Control soaument specifying 
the number of I-frames that can be sent before an > 
acknowledgement is received. The DPS 6 automatically 
stops sending I-frames when this limit is reached and 
automatically starts sending I-frames once one or more 
I-frames are acknowledged. This value must be in the 
range from 1 to 7. The default value is 7. 7 | 


ENTER MAX NUMBER OF RETRIES Sos 


This value is the maximum aunbes of error. retries allowed 
before a retry error is reported. Any error that causes 
the loss of an I-frame results in a retry error. See also 
the description of state timer value. This value must be 
in the range 01 to 15. The default value is 03. 
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Once you have specified Administrative and Transport Facility 
characteristics, you characterize the PU by filling in the File 
Transfer Physical Unit Configuration screen (Figure 5-17), as 
described below. | 7 : 


Figure 5-17. The File Transfer Physical Unit Configuration Screen 


ENTER PU ADDRESS: 


The PU address is two hexadecimal digits in the range from 
O1 to FE. This must be a previously configured value at 
the host. This value corresponds to the ADDR= value on 
the PU macrocall at the host. If you specified an XID 
when you specified Administrative and Transport Facility 
Characteristics, this must be the same value as the last 
two digits of the XID. For example, if you specified an 
XID of 020001300BC1, you must specify Cl here. The 
default value is Ol. 


ENTER MAX RU SIZE (256 OR 512): 


This is the maximum size of a RU. This value must be less 
than or equal to the maximum frame size you selected when 
specifying Administrative and Transport Facility 
Characteristics for this facility in a previous screen. 
This value must be either 256 or 512 (characters). The 
default value is 0256. 


ENTER NUMBER OF LU'S TO BE CONFIGURED (1-6): 


The number of LUs is one decimal digit in the range from l 
to 6. The LU's value should be the same as the count of 
the LU macrocalls specified at the host; this value 


corresponds to the MAXLU= value for a switched line. The 
default value is 6. 


5-40 CR57-02 


Svenievina: Goeeal nit) vapiees 


After you have specified Administrative and Transport 
Facility characteristics, and after you have specified PU 
characteristics, you must specify LU characteristics. You can 
describe from one to six LUs. For each LU, you are presented the 
File Transfer Logical Unit Configuration screen (Figure 5-18), as 
described below. 


Figure 5-18. SFT Logical Unit Configuration Screen 


LU ADDRESS: 


The LU address is a decimal digit between 1 and 6. The 
values correspond to the LOCADDR operand values of LU 
macrocalls at the host. The Configurator pre-fills this 
field with ascending addresses. If you skip an address, 
the Configurator duplicates your specification for the 
previous LU(s). 


ENTER RU SIZE (256 OR 512) 


The RU size is determined by the host. The RU size must 
be either 256 or 512 (characters). The RU size must not 
be greater than the maximum RU size you specified when you 
configured the PU. This value must be less than or equal 
to the maximum frame size you selected when specifying 
Administrative and Transport Facility characteristics for 
this facility in a previous screen. The default value is 
256. 


ONFIGURING THE APPLICATION INTERFAC FACILIT 


The Application Interface Facility (AIF) permits the DPS 6 
programmer to write COBOL or assembler transaction programs which 
interact with an application running under Customer Information 
Control System (CICS) or Information Management System (IMS) at 
an IBM host. 
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AIF supports an application to application session. Since 
CICS and IMS recognize that these applications are not devices, . 
no device-specific formatting is done at the host. The host 
transaction processing systems simply pass the data to the DPS 6 
application to be used as needed. 


For information about the operation of AIF,.see the SNA 
Application Developer's Guide. 


Appendix D of this manual describes the acceptable binds for 
ATF. 


To create a configuration file for AIF,.you must specify the 
following types of information: 


@e Administrative and Transport Facility characteristics 
(node name, .author, journal pathname, line name, .line 
configuration, .state timer, .information frame (I-frame) 
characteristics, .send limit, retry information) 


@® PU characteristics (address, .number of LUs,.session type 
descriptors and pre-established session groups) 


@® Session Type Descriptors (STDs) (STD name,.session type, . 
destination LU type) 


@e Pre-established Session Group Characteristics (name of 
host LU,.name of associated STD, .number of LUS in group) 


e LU characteristics (LU address,.STD name,.host LU name,. 
and LU type.) | 


You configure the Application Interface by filling in the 
following screens: 


1. AIF Link Protocol Configuration (Figure 5-20) 
2. AIF Physical Unit Configuration (Figure 5-21) 
3. AIF Session Type Descriptors Unit (Figure 5-22) 


4, AIF Preestablished Session Group Configuration 
(Figure 5-23) | 


5. AIF Logical Unit Configuration (Figure 5-24) 

If you are configuring more than one session-type descriptor,. 
preestablished session group or LU, you may need to fill in 
multiple STD, .pre-establish session group,.or LU screens, 

After you have created a configuration file for AIF,.you can 


modify the file using the UPDATE directive and appropriate update 
subfunctions. | 
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If you invoke the Interactive Mode Configurator,.you are 


presented with the AIF Interactive Mode Configurator Screen 
(Figure 5-19). 


Figure 5-19. AIF Interactive Mode Configurator Screen 


If you wish to create a node or update an existing node,.enter 
the node name in the first field. 


AIF Administrative and Transport Facility Characteristics 


The AIF Link Protocol Configuration screen is shown in Figure 


5-20 and described below. This screen is your entry point if you 
invoke the configurator from a command line. 


Figure 5-20. AIF Link Protocol Configuration Screen 


ENTER NODE NAME (1-8 CHARACTERS) : 


The node name is from one to eight alphanumeric 
characters. If you entered a node name in the previous 
screen,.that name appears here, To create a node,.enter 


the node name. To update a node,.change the other fields 
as required. The default value is AIFNODE1. 
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CREATION DATE: 


The creation date is included purely for documentation. 
The default value is YYYY/MM/DD. 


‘AUTHOR'S NAME IS: 


The author name, if entered, must consist of from one to 
eight alphanumeric characters. 


DATE LAST UPDATED: 


The last update date is included purely for documentation. 
The default value is YYYY/MM/DD. 


ENTER JOURNAL PATH NAME: 


The journal pathname specifies a file to which messages 
and error reports from the AIF are written. Each AIF node 
can have its own journal file. 


ENTER LINE NAME: 


The line name must be one of the line names you specified 
when configuring SOPR (see "Configuring SNA Operator 
Control," earlier in this section). The line name must 
also be specified in a DEVICE directive when the MOD 400 
system is built (see Section 3). The line name is from 
one to six alphanumeric characters. The default value is 
LINEO1. 


ENTER LINE CONFIGURATION (SW OR NONSW) : 


The line configuration can be either switched (SW) or 
nonswitched (NONSW). This prompt corresponds to the DIAL 
Operand on the GROUP macrocall at the host. If the value 
of DIAL is YES, enter SW; if the value of DIAL is NO, 
enter NONSW. The default value is NONSW. 


IF LINE IS SWITCHED ENTER 12 CHARACTER XID: 


If the line is switched, you must specify an exchange 
station identifier (XID). The XID is 12 digits, as 
illustrated below. The XID corresponds to four operands 
on the PU (Switched) statement in the host VTAM 
definition. Digit 2 of XID corresponds to the PUTYPE=2 
Operand; digits 5 through 7 of XID correspond to the 
IDBLK=017 operand; digits 8 through 12 of XID correspond 
to the IDNUM= value. 
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Digit 1 2 3 4 5 6 7 8 9 10 11 12 
Value 0 2 0 0 0 1 

Physical unit type 

( PUTY PE) 

Block Number (IDBLK) 

Unique terminal ID (IDNUM) 
For example, assume that the terminal identification is 
X'OOBC1'; you must specify: 

020001700BC1 


ENTER STATE TIMER VALUE (1-254): 


The state timer value specifies the number of seconds to 
wait for a poll frame at the secondary node (AIF node) 
before counting an error retry (see the description of the 
ENTER MAX NUMBER OF RETRIES prompt,.below). The value 
must be in the range 001 to 254 seconds; the default value 
is 010. 


ee 
ENTER FRAME TIMER VALUE (1-99): 


The frame timer value specifies the maximum number of 
seconds that an information frame (I-frame) that is to be 
sent is allowed to remain on the output queue before the 
I-frame is purged. This time can be large without 
affecting information transfer,.but values much smaller 
than 10 can result in insufficient time to send a frame or 
to resend a frame in case of error. The value must be two 
digits between 01 and 99 seconds. fThe default value is 
99. 


ENTER MAX FRAME SIZE: 


The frame size is the maximum number of characters allowed 
in an I-frame excluding FCS, flag bits,.and headers. The 
only allowable value here is 256. 


ENTER SEND LIMIT (1-7): 


The send limit is a Transport Control argument specifying 
the number of I-frames that can be sent before an 
acknowledgement is received. The DPS 6 automatically 
stops sending I-frames when this limit is reached and 
automatically starts sending I-frames once one or more 
I-frames are acknowledged. This value must be in the 
range from 1 to 7. The default value is 7. 


5-45 CR57-02 


ENTER MAX NUMBER OF RETRIES (1-15): 


This value is the maximum number of error retries allowed 
before a retry error is reported. Any error that causes 
the loss of an I-frame results ina retry error. See also 
the description of state timer value. This value must be 
in the range from 01 to 15. The default value is 03. 


AIF Physical Unit Characteristics 


After you have specified Administrative and Transport 
Facility characteristics, you specify information to characterize 
the physical unit by filling in the AIF Physical Unit 
Configuration screen (Figure 5-21),.as described below. 


Figure 5-21. AIF Physical Unit Configuration Screen 


ENTER PU ADDRESS: 
The PU address is two hexadecimal digits in the range from 
O01 to FE. This must be a previously configured value at 
the host. This value corresponds to the ADDR= value on 
the PU macrocall at the host. 

ENTER MAX RU SIZE (256-1024): 
This is the maximum size of a request unit (RU) that can 
flow on the SSCP-PU session. This value must be within 
the range of from 256 to 1024 (characters). The default 
value is 256. 

ENTER NUMBER OF LU'S TO BE CONFIGURED (1-227) : 


The number of logical units is from 1 to 227. 
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ENTER MINIMUM LU ADDRESS 


The minimum LU address is a number from 1 to 227. fThis 
number must be chosen such that the sum of the number of 
LUs to be configured and the minimum LU address does not 
exceed 227. This value is assigned to the first LU; the 
rest are assigned numbers in ascending order. 


NUMBER OF SESSION TYPE DESCRIPTORS 


This number (1-999) represents the total number of 
session-type descriptors configured. The number of STDs 
to be configured cannot exceed 999 including deleted 
entries. This value is system-supplied and is displayed 
for information only. 


NUMBER OF PREESTABLISHED SESSION GROUPS 
This number (0-125) represents the total number of 


preestablished session groups configured. This value is 
system supplied and is displayed for information only. 


AIF Session-Type Descriptor Characteristics 


After you have specified AIF PU characteristics, .you specify 
session-type descriptor information. The AIF Session Type 
Descriptor Configuration Screen appears in Figure 5-22 and is 
described on the following pages. To complete STD configuration, 
type STDEND in the NEXT ? field. 


Figure 5-22. AIF Session-Type Descriptors Configuration Screen 


STD_NAME 


A unique two alphanumeric character name assigned to this 
session-type descriptor, 


MODE NAME 
An ASCII string of up to eight characters in length that 
is used to identify various session parameters such as 


class of service. This parameter allows the host to pick 
the proper BIND image. 


5-47 CR57-02 


SESSION TYPE=0 


No other options available. 


DESTINATION_LU_TYPE 


This parameter specifies the type of LU in the host,. 
either CICS or IMS. If the session type was specified 
above,.then the destination LU type is also necessary to 
determine which protocol handler is to be used. The 


default,.if this parameter is not specified,.is CICS. 


RELEASE ON ABNORMAL TERMINATION 


This parameter specifies whether the session will be 
released immediately on abnormal termination or hold it 
for restart. The default value is HOLD. 


AIF Preestablished Session Group Characteristics 


After you have specified PU information and session-type 
descriptor information, you must provide pre-established session 
group information. The AIF Preestablished Session Group 


Configuration Screen appears in Figure 5-23 and is described on 
the following pages. 


Figure 5-23. AIF Preestablished Session Group Configuration 
Screen 


PREESTABLISHED SESSION GROUP NUMBER (1-125) 
The number assigned to the pre-established session group. 
The numbering of these groups begins with 1 and increases 
by 1 until the last preestablished group is assigned. 


HOST LU NAME (8 ALPHANUMERIC CHAR) 


The name of the host LU that will be the preestablished 
session partner. 


STD NAME (2 ALPHANUMERIC CHAR) 
A unique two-character alphanumeric name assigned to the 


session-type descriptor associated with this group. 
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NO IN GROUP (1-227) :001 


The number of LUs to be associated with this 
pre-established session group. 


AIF Logical Unit Configuration 


After you have configured AIF PUs,.session-type descriptors,. 
and pre-established session groups, you must supply LU 
information. The AIF Logical Unit Configuration Screen appears 
in Figure 5-24 and is described below. 


Figure 5-24. AIF Logical Unit Configuration Screen 


LU ADDRESS (1-227) 
The LU address is a decimal digit between 1 and 6. The 
Configurator pre-fills this field with ascending 
addresses. If you skip an address,.the Configurator 
duplicates your specification for the previous LU(s). 
LU TYPE (0) 


The LU type for the AIF is preconfigured to be type 0. No 
other value will be accepted. 


RESERVED (Y OR N) 


An LU can be reserved,.or used only for a particular task 
if you indicate Y (Yes) on this parameter. 


PREESTABLISHED (Y OR N) 


If this LU is reserved,.it can be assigned to a 
preestablished session partner. 


STD NAME 
A unique two-alphanumeric-character name assigned to this 


session-type descriptor. If this LU is reserved,.the STD 
name must be specified. | 


5-49 CR57-02 


HOST LU NAME (8 ALPHANUMERIC CHAR) 


The eight-character alphanumeric name of the host LU with 
which the session is to be pre-established. This field 
must be specified if this LU is reserved and 
pre-established. . 


RATION CORRESPONDENCE 


The following paragraphs summarize the correspondences 
between MOD 400 configuration, DPS 6 SNA configuration, .and host 
configuration. 


The name of the SNA line (default value: LINEO1) must match 
the device_name field in the MOD 400 CLM DEVICE directive 
defining the DPS 6 host link. 


The frame size defined in the SOPR configuration file must be 
greater than or equal to the largest frame size specified in 
every facility configuration table. For the ITF,.the frame size 
must match the value of the host NCP MAXDATA macrocall, minus 
nine characters. 


PU and LU addresses must always agree between the host NCP 
generation and the DPS 6 SNA configuration files. 


The line type you specify in the configuration files must 
match the host NCP DIAL macrocall value (NO for nonswitched lines 
and YES for switched lines). The host default value is 
nonswitched (NO). 


If you are using a switched line, .the XID must match the 
IDNUM and the IDBLK VTAM's GEN configuration. 


The DPS 6 multiline controller does not provide for NRZI 
Support, so the host NRZ@ macro call value must be NO. 


For the RJE Facility, the RU size must match the host NCP 
MAXDATA macrocall value, .minus nine characters for SDLC header 
information for the appropriate physical unit. The RU size you 
specify in an ITF configuration file must match the RUSIZE value 
for the host CICS Terminal Control Table. The RU size you 
specify in an RJE configuration file should be less than or equal 
to the value of the host BUFSIZE macrocall in the JES2 remote 
station definition. 


There is no distinction made between SNA remote printers and 
terminals in the host NCP generation. (Specification of these 
units 1s made in the CICS Terminal Control Table.) 


The ITF only supports character-coded logons to VTAM; 
therefore,.the SSCPFM parameter must be specified as USSSCS. 


For the AIF,.the correspondence is made during session 
initiation when you provide the STD name. 
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PRINTING CONFIGURATION INFORMATIO 


One of the available selections on the Configuration Mode 
Menu is "Print." This selection allows you to print information 
about one or more logical nodes,.for a specified SNA service or 
facility or all SNA services and facilities. 


Figure 5-3 illustrates the output of this function. 


If you select Print from the Configuration Mode menu,.the 
Print Mode Configurator menu shown in Figure 5-25 is displayed. 


Figure 5-25. Print Mode Configurator Menu 


nformation 


rinting Administrative and Transport Facilit 


If you select "SNA Administrator" from the Print Mode 
Configuration menu, .the SOPR Print Mode Configurator screen 


Figure 5-26) is displayed. 


Bore 


Figure 5-26. SOPR Print Mode Configurator Screen 


= CR57-02 


List pathname: 


1S 


Ow 
wy 
ae 
9) 
AO; 
=z ac 
0) 
Iv 
O Q 
Sy ©) 
ome a 
Ge 
OU W 
a | “4 
eee 
= 
4 
oq 5S 
WG 8 
VW yj 
-_ 0) 
o So 
rr 
ce 
Ge 
4 ei 
hf 
©) 
voaG 
0 O 4 
‘a -y MD 
sl Cc 
Vo WU 
CO Ere 
~— 
OG 
OY Y4 -ed 
Ea 
6 -ri 
Go 
Hg 
G ec 
ore) 
Y 
O -r 
Ge 
4 
i) 
a 
4d 
xe) 
S 
oD) 
Y 


than 58 characters 


This 


listing information to your terminal. 


10N 


nformat 


tion 


igura 


ont 


tor 


Lgura 


SNA Conf 


t Mode 


1n 


tor" from the Pr 


igura 


"Conf 


If you select 


SG 

Vv 

Yv 

San 

©) 

9] 

hed 

oO 
4 

wc 

bund 

Bi 

@)) 
or 
U4 

S 

OQ 
O 

OY 
re) 

O 
= 
J 
=f 

bed 
Ay 
Fry 
"7 
OTD 
UO wv 

PY 

VY @ 
Geo 
 O, 

- YW) 
= --f 

3 TO 

G 

wo Ww 

Ged 

CS res 

Orn 
“AN 
| 

co WH 

S| 

3 Vv 

one 
A 3 
uy OD 

Ged 

O fy 
U~ 


CONF Print Mode Configurator Screen 


{ 


Figure 5-27 


List pathname: 


ish to 


LS 


to send 


The pathname can be no more 
is 


The default 


length. 


listing information to your terminal. 


the pathname (device or file) to which you w 
in 


is 
send the listing information. 


than 58 characters 


This 


10n 


nformat 


tion 


1gura 


ont 


Transfer 


LLE 


F 


t 


in 
tor screen 


" from the Pr 
igura 


ity 
t Mode Conf 


il 


Ln 


le Transfer Fac 


the SFT Pr 


1 
layed 


"SNA F 
ion menu, 
disp 


os 
is 


igura 
28) 


If you select 
5 


Mode Cone 
(Figure 


4 Sto 


SFT Print Mode Configurator Screen 


Figure 5-28. 


CR57-02 


5-52 


Enter logical node name: 


If you wish information about a specific SFT node, enter a 
node name here. If you leave this field blank, the 
configurator displays information about all SFT nodes. 


List pathname: 


This is the pathname (device or file) to which you wish to 
send the listing information. The pathname can be no more 
than 58 characters in length. The default is to send 
listing information to your terminal. 


Printing Interactive Termina 5 it onfiguration Information 


If you select "Interactive terminal facility" from the Print 
Mode Configuration menu, the ITF Print Mode Configurator screen 
(Figure 5-29) is displayed. 


Figure 5-29. ITF Print Mode Configurator Screen 


Enter logical node name: 


If you wish information about a specific ITF node, enter a 
node name here. If you leave this field blank, the 
Configurator displays information about all ITF nodes. 


List pathname: 


This is the pathname (device or file) to which you wish to 
send the listing information. The pathname can be no more 
than 58 characters in length. The default is to send 
listing information to your terminal. 


Printing SNA Remote Job ry Facilit onfiguration Information 
If you select "Remote Job Entry Facility" from the Print Mode 


Configuration menu, the RJEF Print Mode Configurator screen 
(Figure 5-30) is displayed. 
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Figure 5-30. RJEF Print Mode Configurator Screen 


Enter logical node name: 


If you wish information about a specific RJE node, enter a 
node name here. If you leave this field blank, the 
Configurator displays information about all RJE nodes. 


List pathname: 


This is the pathname (device or file) to which you wish to 
send the listing information. The pathname can be no more 
than 58 characters in length. The default is to send 
listing information to your terminal. 


Printing Application Interface Fac} onfiguration Information 


If you select "Application Interface" from the Print Mode 
Configuration menu, the AIF Print Mode Configurator screen 
(Figure 5-31) is displayed. 


Figure 5-31. AIF Print Mode Configurator Screen 


Enter logical node name: 
If you wish information about a specific AIF node, enter a 


node name here. If you leave this field blank, the 
Configurator displays information about all AIF nodes. 
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List pathname: 


This is the pathname (device or file) to which you wish to 
send the listing information. The pathname can be no more 
than 58 characters in length. The default is to send 
listing information to your terminal. 


If you select "All" from the Print Mode Configuration menu, 
the SNA Facilities Print Mode Configurator screen (Figure 5-32) 
is displayed. 


Figure 5-32. SNA Facilities Print Mode Configurator Screen 


List pathname: 


This is the pathname (device or file) to which you wish to 
send the listing information. The pathname can be no more 
than 58 characters in length. The default is to send 
listing information to your terminal. 


[INVOKIN BATCH-MODI ONFIGURATION FROM A N 


One of the available selections on the Configuration Mode 
menu is "Batch." This selection allows you to start batch-mode 
configuration from the menu subsystem. In batch-mode 
configuration, the Configurator processes input configuration 
files that you have prepared by hand. Section 5 describes 
batch-mode input files. 


If you select "Batch" from the Configuration Mode menu, the 
Batch Mode Configurator screen (Figure 5-33) is displayed. 
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Figure 5-33. Batch Mode Configurator Screen 


Batch pathname: 


This is the pathname of the primary input file. The 
pathname can be no more than 58 characters in length. If 
you skip this field, the Configurator looks for the file 


name you specified in the BATCH _PATH keyword when you 
configured the Configurator. 


List pathname: 


This is the pathname (device or file) to which 
Configurator listing information and error messages are 
sent. The pathname can be no more than 58 characters in 
length. The default value is !LPT00. If you blank out 
this field, the Configurator sends information to the 


pathname you specified in the LIST_PATH keyword when you 
configured the Configurator. 


UPDATING YOUR CONFIGURATION 


If you wish to update your SNA configuration, you must first 
determine whether or not you will have to change the basic 
MOD 400 configuration as well. If so, you must change the 
Configuration Load Manager (CLM) file. For information about 
configuring MOD 400 for SNA, see Section 2. For information 


about MOD 400 system building, refer to the MOD 400 System 
Building manual. 


To update your SNA configuration, you can use the interactive 
mode or the batch mode. Both modes allow you to modify, add to, 
Or reduce your configuration. 
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Interactive-mode updating involves either re-invoking the 
relevant screens or using the NEXT? prompt and changing those 
fields representing configuration aspects you want to update. 
Leave the other fields unchanged. 


The NEXT? prompt at the top of each screen allows you to fill 
in the name of the screen you wish to see next. You can either 
indicate the name of a component or the name of another program 
product. 


1. The following are valid entries at any point during the 
configuration of any of the SNA program products: 


a. CONF - goes to the start of the configurator 
configuration 


b. SOPR - goes to the start of the SNA operator 
configuration 


c. QUIT - assumes the default for the remaining display, 
completes the configuration and terminates the 
configurator 


d. name or program product (ITF, RJE, SFT, AIF) - goes 
to the start of the product's configuration screens. 


2. In addition to those listed in group 1, above, the 
following are valid entries if you are configuring RJE, 
ITF, SFT, or AIF. 


a. LINK -— goes to the link protocol display 
b. PU - goes to the PU display 
c. LUnn - goes to the nth LU screen. 


3. In addition to those listed in groups 1 and 2, the 
following are valid entries if you are updating the ITF, 
RJE, or SFT: 


a. LUInn - inserts an LU directly before the one named 
by nn 


b. LUAnn - appends an additional LU after the one named 
by nn 


4. In addition to those listed in groups l, 2, and 3, the 
following is a valid entry if you are configuring ITF: 


PMn - goes to the nth printer matrix screen, where n is 
the port number. 
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5. In addition to groups 1 and 2, the following are valid 
entries if you are configuring the AIF: 


a. STDEND - completes the session-type descriptor 
7 configuration process 


b., STDNCL - adds STDs,.using the previous contents of 
the STD entry | 


c. STDCLR - adds STDs,.clearing the bind parameters of 
the previous entry to blanks 


c. STDab - goes to the session-type descriptor entry 
named ab 


e. PSGn —- goes to the nth preestablished session group 


f. PSGADD - adds a preestablished session group after 
the current PSG 


g PSGEND - finishes the preestablished session group 
configuration process. 


Updating in Batch Mode 


Batch-mode updating involves preparing separate update files 
for each service or facility. This method is somewhat more 
direct and rapid than interactive-mode updating. However, . 
batch-mode updating requires familiarity with batch-mode 
configuration. Refer to Section 6 for information on updating 
your SNA configuration in batch mode. 


DELETING NODES INTERACTIVELY 
To delete configuration files for one or more nodes using 


menus,.select DL (delete) from the Configuration Mode menu. The 
Delete Mode Configurator menu (Figure 5-34) will be displayed. 
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Figure 5-34. Delete Mode Configurator Menu 


The consequences of taking each of these selections is 
described below. 


If you select AD (SNA Administrator), configuration files for 
SNA Operator Control are deleted. 


If you select CF (Configurator), configuration files for e 
SNA Configurator are deleted. 


If you select SF (SNA File Transfer Facility), the SFT Delete 
Mode Configurator menu is displayed: 


SFT DELETE MODE CONFIGURATOR 


Enter logical node name: 


If you enter a node name, configuration files for that SFT node 
are deleted. If you leave the field blank, all SFT configuration 
files are deleted. 


If you select IT (Interactive terminal facility), the , 
following screen is displayed: 


ITF DELETE MODE CONFIGURATOR 


Enter logical node name: 
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If you enter a node name, configuration files for that ITF node 
are deleted. If you leave the field blank, all ITF configuration 
files are deleted. | 


If you take the "RJ" (Remote Job Entry Facility) selection, 

you are presented this screen: 
RJE DELETE MODE CONFIGURATOR 

Enter logical node name: | 
If you enter a node name, configuration files for that RJE node 
are deleted. If you leave the field blank, all RJE configuration 
files are deleted. 

If you select AI (Application Interface Facility), the 


following screen is displayed: 


AIF DELETE MODE CONFIGURATOR 
Enter logical node name: 
If you enter a node name, configuration files for that AIF node 
are deleted. If you leave the field blank, all AIF configuration 
files are deleted. | 


If you select AL (All), all SNA configuration files are 
deleted. 


5-60 CR57-02 


Section 6 


BATCH CONFIGURATION 
OF DPS 6 SNA 


Each DPS 6 SNA support service or facility requires a 
configuration file. The configuration file is used to tailor a 
Support service or facility to your system environment. You use 
the DPS 6 SNA Configurator to create, .update,.delete,.or print 
the configuration files. You can perform these operations 
interactively, using menus and additional screens, .or in batch 
mode by creating and processing input files. 


You can create configuration files for any of the SNA 
components: 


OMPONENT NF IGURATION DICT ARY DIRECTORY 


All configuration files reside in the directory CCD 
(Component Configuration Dictionary). The files that the SNA 
Configurator creates in CCD are relative files, .with an alternate 
index for each component entry. The directory CCD is included 
with the DPS 6 SNA software. All other directories and files in 
CCD are created by the SNA Configurator. Figure 6-1 illustrates 
the structure of CCD. 


INTERACTIVE AND BATCH MODE CONFIGURATION 


To configure one of the components, .you create an input file 
containing SNA Configurator keywords and keyword values, .and 
invoke the Configurator. To configure several components, .you 
need several files. 
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VOLID 


CCD SOPR_DTA] 


- - 


: f 


NODE NODE 
NAME_DTA NAME_DTA 


NODE \~ 
NAME_DTA 


85-215 


Figure 6-1. Directory CCD 
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You can create these files interactively, using a 
screen-driven interface to SNA,.or in batch mode,.creating the 
keyword files directly with an editor. The two methods produce 
identical results. 


This subsection describes the configuration process in 


general and the individual configuration procedures of the SNA 
Configurator, .SOPR,.and each of the SNA program products. 


INVOKING THE SNA CONFIGURATOR 
To invoke the Configurator in batch mode,.enter this command: 
SNA?CONF [ctl_arg] 
ARGUMENTS : 
[ctl_arg] 


One or more of the following control arguments. MThe batch,. 
delete,.and print options are mutually exclusive. 


NOTE 


Interactive mode control arguments are described in 
Section 5. 


-BATCH_PATH } [pathname] 

-BATCH 

-BA 

= 
Invoke the Configurator in batch mode. Input is read 
from: (1) the file whose pathname is specified as 
pathname; or 2) the filename specified in the BATCH_PATH 
keyword of the primary input file. 

—- PL 


Di spl ay Or print the configuration files of all SNA 
services and facilities. 


-EPe 


Display or print the configuration file of the SNA 
Configurator, 


= Dr 


Display or print the configuration files of SOPR. 
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-PR [node_name] 


Display or print the configuration files of the RJE 
Facility. If a node name is supplied, .display only the 
files for that node. 


-PT [node_name] 


Display or print the configuration files of the 
Interactive Terminal Facility (ITF). If a node name is 
supplied, .display only the files for that node. 


-PF [node_name] 


Display or print the configuration files of the SNA File 
Transfer Facility. If a node name is supplied, .display 
only the files for that node. 


-PS [node_name] 


Display or print the configuration files of the 
Application Interface Facility. If a node name is 
supplied, .display only the files for that node. 


-LIST_PATH ) [pathname] 
-LIST 

-LS 

-L 


Send the Configurator output and any diagnostic messages 
to the file pathname (see "Configuring the SNA 
Configurator," later in this section). If the pathname 
refers to a logical device, .a sequential file with a 
logical record size of 132 characters must exist there. 
If pathname is not specified, .the Configurator sends 
messages to the file specified as LIST_PATH when the 
Configurator is configured. -LIST appends output if the 
file being written to was previously opened. MThis 
argument applies to batch mode configuration only. 


DESCRIPTION: 


SNA?CONF invokes the SNA Configurator. The SNA Configurator 
processes the input from user-prepared input files,.or 
creates configuration files for all of the DPS 6 SNA 
facilities, .including SOPR and the SNA Configurator itself. 


Example 1: 
SNA?CONF -BATCH ~SNA>BATCH_INPUT -LIST !LPTOO 


Invoke the SNA Configurator, which reads input from the 
user-prepared file BATCH_INPUT on volume SNA. The SNA 
Configurator lists the input,.along with any diagnostic 
messages,.on line printer LPTOO. 
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Example 2: 
SNA?CONF -PT !LPTOO 


Invoke the SNA Configurator and display the configuration 
Files for the ITF Facility. Data will be written to a line 
printer. 


N ) RAT T K 


Input for the SNA Configurator consists of one or more input 
files. An input file contains one or more Configurator 
directives and argument values that characterize the SNA support 
services and/or facilities. You must create the input file(s) 
before invoking the Configurator. 


An input file is either a primary file or a secondary file. 
A primary input file contains either: 


@e All of the information required to create a configuration 
file for one of the support services or one of the 
facilities; or 7 


@® One or more FILE directives, which direct the Configurator 
to search for the information in a secondary file. 


A secondary file contains the input necessary to configure 
one support service or one facility. A secondary file must not 
contain any FILE directives. Figure 6-2 contains an example of 
input with one primary file and several secondary files. 


If you wish to configure one support service or one facility, 
create a primary input file for that service or facility. If you 
wish to configure more than one component (for example, .SOPR and 
two RJE nodes) at the same time, you must create a primary file 
and several secondary ones. In this case,.the primary file 
contains several FILE directives. Each FILE directive specifies 
the pathname of a secondary file. The secondary file contains 
all of the input necessary to configure one support service or 
facility. Figure 6-3 contains a list of the Configurator 
directives. 


NOTE 
If you plan to create a new configuration file for 


SOPR, 1t is recommended that you delete SOPR_DTA 
from directory >>CCD. 
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PRIMARY INPUT FILE 


*SNA>BATCH_INPUT 
FILE=*SNA>CONF_INPUT. 
FILE=~*SNA>SOPR_INPUT, 
FILE=*SNA>RJE1_INPUT. 
FILE=*SNA>RJE2_INPUT. 
FILE=*SNA>ITF_INPUT,. 
FILE=*SNA>SFT_INPUT. 
FILE=*SNA>AIF_INPUT, 
BYE. 


SECONDARY INPUT FILES 


“ SNA>CONF_INPUT 
CREATE=CONF. 
AUTHOR=JDOE 
JOURNAL_PATH=>JNL>CONF 
LIST_PATH=!LPTOO 
RJE=Y 
ITF=¥ 
SFT=Y. 


“SNA>RJE1_INPUT 
CREATE=RJE. 
NODE_NAME= RJ ENODE1 
AUTHOR=J DOE 
JOURNAL_PATH=>JNL>RJE1 
LINE_NAME=LINEO1 
LINE_CONFIG=NONSW,. 
PU_ADDR=03 
NO_LUS=2. 
LU_ADDR=1. 
LU_ADDR=2. 


“SNA>ITF_INPUT 
CREATE=ITF. 
NODE_NAME=ITFNODE 
LINE_NAME=LINEO1] 
LINE_CONFIG=NONSW. 
PU_ADDR=02 
NO_LUS=02 
RES_SIBS=02 
NO_PRINTERS=00. 
LU_TYPE=2 
LU_CLASS=0 
LU_NAME=TERM1. 
LU_ADDR=03 
LU_TYPE=02 
LU_CLASS=0 
LU_NAME=TERM2. 


Figure 6-2. 


“SNA>SOPR_INPUT 


CREATE=SOPR. 
AUTHOR=JDOE 

J OURNAL_PATH=>JNL>SOPR 
USERS=2 

NO_LINES=1 
LINE_NAME1=LINEO1 
MAX_FRAME_SIZE1=0256. 


*SNA>RJE2_INPUT 


CREATE=RJE. 
NODE_NAME=RJ ENODE2 
AUTHOR=J DOE 

JOURNAL _PATH=>JNL>RJE2 
LINE_NAME=LINEO1 

LINE _CONFIG=SwW, 
XID=020001300BF0. 
PU_ADDR=F0 

NO_LUS=1. 

LU_ADDR=1. 


“SNA>SFT_INPUT 


CREATE=SFT, 
NODE_NAME=SFTNODE 
JOURNAL_PATH=>JNL>SFT 
LINE_NAME=LINEO1 
LINE_CONFIG=NONSW. 
PU_ADDR=04 

NO_LUS=01. 
LU_ADDR=01. 


“SNA>AIF_INPUT 


CREATE=AIF, 
NODE_NAME=AIFNODE1 

AU THOR=RYAN 

JOU RNAL_: PATH= > >CCD>AIF_JRNL 
STATE_TIMER=010 
FRAME_TIMER=99 
FRAME_SIZE=256 
SEND_LIMIT=7 

MAX _RETRY=04. 

PU_ADDR=01 

MAX_RU=2 56 

NO_LUS=12 

MIN_LU_ADDR=10 

NO_STDS=3 

NO_PSGS=2, 

STD _NAME=AA 
MODE_NAME=AIFTEST1 
SESSION_TYPE=0 _ 
DESTINATION_LU_TYPE=CICS 
RELEASE_ON_ABNORMAL_TERM=HOLD 
PSG_NUM=01 
HOST_LU_NAME=CICS 

STD _NAME=AB 
NO_IN_.GROU P=2. 
LU_ADDR=010 

RESERVED=YES 

STD_NAME=AA 

PREESTAB=N 


Example of Primary and Secondary Input Files 
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FILE=pathname. 


CREATE={CONF|SOPR|RJE|ITF|SFT|AIF}. 
UPDATE={CONF|SOPR|RJE|ITF|SFT|AIF}. 
DELETE={CONF|SOPR|RJE|ITFISFT|AIF}. 


BYE. 


Figure 6-3. Configuration Directives 


NOTE 
Each directive must end with a period (.). 
CONFIGURATION DIRECTIVES 
The configuration directives are described on the following 


pages in the order in which they must appear in a configuration 
file. 


FILE Directive 
The format of a FILE directive is: 
FILE=pathname. 
where pathname is the pathname of a file containing either the 
input for one support service (CONF or SOPR) or the input to 
configure one logical node (RJE Facility,.ITF,.SFT,.or AIF). 

A primary input file can contain more than one FILE 
directive. Each FILE directive must be terminated with a period 
(.). A secondary file must not contain a FILE directive. See 
Figure 6-2 for examples of FILE directives. FILE directives, .if 
present,.must be first in the primary input file. Multiple FILE 
directives must be together. 

REATE Directive 


The format of a CREATE directive is: 


CREATE= J RJE 
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You use this directive to create configuration file entries 
for the SNA Configurator, SOPR,.or any of the SNA facilities. 
For example,.to create a configuration file for SOPR,.specify: 


CREATE=SOPR. 


followed by the necessary CREATE information. CREATE information 
consists of items of the form: 


KE YWORD=argument_value 


Each support service or facility has its own set of keywords,. 
some of which are required and some of which are optional. SNA 
Configurator and SOPR configuration keywords are described in 
this section. Configuration keywords for the RJE, .ITF,.and SFT 
are described in the sections of this manual dealing with each 
facility. 


UPDATE Directive 
The format of an UPDATE directive is: 


CONF 

SOPR 
UPDATE= 7 RJE 

f Elly 

SFT 

AIF 


You use this directive to modify configuration files for an 
already configured facility or support service. The information 
required after the UPDATE directive depends upon the facility 
being updated. Updating the SNA Configurator and SOPR is 
described in this section. Updating the configuration files for 
the other SNA facilities is described in the section devoted to 
that facility. 


DELETE Directive 
The format of a DELETE directive is: 


ALL 
CONF 
SOPR 
DELETE=< RJE 
ITF 
SFT 
AIF 
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You use this directive to delete the node file node_name in 
the directory CCD. Follow this directive with a NODE_NAME 
directive to specify a single node; otherwise,.all facility nodes 
are deleted. For example, if you created the system described in 
Figure 6-2 (which has two RJE nodes) and now wish to delete the 
second RJE node, specify: 


DELETE=RJE. 
NODE_NAME=RJ ENODE2. 


To delete all SFT nodes,.specify: 
DELETE=SFT. 

To delete all configured nodes,.specify: 
DELETE=ALL. 

PRINT Directive 


The format of a PRINT directive is: 


PRIN T= RJE 


You use this directive to print configuration information 
about any or all of the SNA services or program products. For 
example,.if you wish to print information about your ITF 
configuration, specify: 

PRINT=ITF. 
To print information about all existing configurations, .specify: 
PRINT=ALL. 
BYE Directive 
The format of the BYE directive is: 
BYE. 
You use this directive to terminate the Configurator. MThis 


directive is optional; if you do not include a BYE directive,.the 
Configurator terminates when it reaches the end of input. 
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DUPLICATING AN EXISTING LOGICAL UNIT 


To ease the process of defining multiple LUs for a node,.the 
Configurator allows you to skip over the specification of LUs. 
If you skip an address, .the Configurator uses the set of 
specifications you enter to define the skipped LU(s) of the same 


type. 


: For example, .Suppose you are configuring multiple ITF 
printers and terminals. The logical unit addresses are: 


Logical Unit 


Address Device Type 
2 Terminal 
3 Printer 
4 Terminal 
5 Printer 
6 Terminal 
7 Printer 
8 Terminal 
9 Printer 

10 Terminal 
11 Terminal 
12 Terminal 
13 Terminal 


If all the terminals are to have the same characteristics, .you 
can specify an address of 13 for the first LU,.and the 
Configurator will duplicate that set of specifications for all 
terminals on this node. Similarly, you could specify 9 as the 
first printer address,.and the Configurator will duplicate that 
set of specifications for all printers on this node. If the 
terminals at addresses 10, 11, 12, and 13 are to have different 
characteristics, you could specify 8 for the first address to 
define terminals at addresses 2 through 8, and specify 13 for the 
next address,.to define terminals at 10 through 13. 


Note that the duplication extends to all elements of the LU 
Specification. In the ITF example above,.duplicating an LU would 
result in duplication of LU type,.class,.logon information, .and 
logoff information; only the address would be different. If you 
intend to refer to ITF devices by LU name,.do not duplicate LUs 
using this method. Also,.note that duplicating logical nodes 
might result in your specifying LUs out of address sequence,. 
which is in this case allowable. 


Except for the situation mentioned above, .you will probably 


duplicate LUs often,.since it is much faster than specifying each 
one individually. 
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O RING THE SNA TOR 


The SNA Configurator is the only Support service or facility 
that does not require a configuration file. However, you can 
create a configuration file for the the Configurator to specify 
default pathnames for the primary batch input file and the batch 
listing file,.to specify a journal pathname, .or to restrict the 
configuration of any of the SNA facilities. 


To create a configuration file for the Configurator itself,. 
you can use configuration keywords to specify the following 
information in an input file: 


Name of the configuration file author 

Pathname of a journal file 

Pathname for the configuration file listing 
Pathname of a batch input file 

Whether the other facilities can be configured. 


Ul &m W bh 
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Once you have created a configuration file for the SNA 
Configurator, you can modify the file using an UPDATE directive. 


Creating the Configurator's Configuration File 


To create the SNA Configurator's configuration file,.you must 
first specify: 


CREATE=CONF. 


to configure the SNA Configurator. Then, follow the CREATE 
directive with keywords,.as follows: 


[ NODE_NAME=CONF] 

Included for documentation purposes. 
[AU THOR=author_name] 

One to eight alphanumeric characters. 
[JOU RNAL_PATH=pathname] 


File to which messages and error reports from the 
configurator are written. Up to 58 characters. 


[LIST_PATH=pathname] 


The file (or device) used by the configurator for listing 
batch input and diagnostic messages; up to 58 characters. 


[ BATCH_PATH=pathname] 
The default file from which the configurator reads batch 


input; up to 58 characters in length. 
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[RJE={Y |N}] 
[ITF={Y |N}] 
[SPT={Y |N}] 
[AIF={Y|N}]. 


Specifies whether each of the facilities is to be 
configured. 


You can enter keywords after CREATE in any order. Keywords 
enclosed in brackets ([...]) are optional. The last keyword must 
be terminated with a period (.). 


Modifying the Configurator's Configuration File 


To modify the SNA Configurator's configuration file,.you must 
first specify: 


UPDATE=CONF. 


Then you follow the UPDATE directive with a list of keyword 
arguments to be modified. You can enter keywords in any order 
after UPDATE. You can update any of the keywords specified after 
CREATE=CONF. 


The following example changes the author name and makes it 
possible to configure ITF: 


UPDATE=CONF. 
AU THOR=N EWAU TH 
ITF=Y. 


Re-invoke the Configurator to use the changed configuration. 
ONF RING SNA OPERATOR NTROL 


You must create a configuration file for SOPR before you can 
invoke any of the SNA facilities. To configure SOPR, you can 
specify the following information: 


- vJournal pathname 

- Number of users of SOPR 

~- Number of lines (one to four) 

»- One to four corresponding line names. 


WD 


Once you have created a configuration file for SOPR,.you can 
modify the file using an UPDATE directive. 


Creating the SOPR Configuration File 


To create the SOPR configuration file,.you must first 
specify: 


CREATE=SOPR. 
Then, .follow the CREATE directive with keywords,.as follows: 
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[ NODE_NAME=SOPR] 

Included for documentation. 
[AU THOR=author_name] 

One to eight alphanumeric characters, 
JOU RNAL_PATH=pathname 


File to which messages and error reports from the support 
services and facilities are written. 


[SOPR_DEVICE=dev ice_pathname] 


Physical device pathmane of the SOPR console,.1 to 13 
Characters in length. Default is !CONSOLE. 


[ USERS=n] 


Number of users (one to six) of SOPR. The default value 
is 2. 


NO_LINES=n 


Number of SDLC lines (one to four). For each line (1 to 
n), you must specify a line name, .as follows: 


LINE_NAMEn=line_namen 
One to six characters (n=l to 4). Must have 
corresponding value in CLM DEVICE directive. The default 
value is LINEOQ1-LINEO4. 

MAX FRAME _SIZEn=frame_sizen 
Either 256 or 512. Must be greater than or equal to 
largest frame size specified for any of the program 
products. 


[ PHYS ICAL_DISCONNECT_LINEn= {Y/N} ] 


Indicates whether the line is to be disconnected when SNA 
terminates. The default value is N. 


You can enter the keywords after CREATE in any order. 


Keywords enclosed in brackets ([...]) are optional. The last 
keyword must be terminated with a period (.). 
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SUMMARY OF CONFIGURATION CORRESPONDENCES 


The following paragraphs summarize the correspondences 


between MOD 400 configuration, DPS 6 SNA configuration, .and host 
configuration. 


The name of the SNA line (default value: LINEO1) must match 
the device_name field in the MOD 400 CLM DEVICE directive 
defining the DPS 6 host link. 


The frame size defined in the SOPR configuration file must be 
greater than or equal to the largest frame size specified in 
every facility configuration table, 


The DPS 6 multiline controller does not provide for NRZI 
Support,.so the host NRZ@I macrocall value must be NO. 


Updating the SOPR Configuration File 
To update the SOPR configuration file,.you first specify: 


UPDATE=SOPR. 


Follow the UPDATE directive with a list of keyword arguments to 
be modified. You can update any of the keywords specified after 
CREATE=SOPR. The following example changes the number of lines 
specified for, SOPR in Figure 6-2 from 1 to 2: 


UPDATE=SOPR. 

NO_LINES=2 

LINE _NAME2=LINEO2 

MAX _FRAME_SIZE2=0512 

PHYS ICAL _DISCONNECT_LINEn=Y. 


To use the changed service(s), rebootstrap the system. 


BATCH CONFIGURATION OF THE SNA RJE FACILITY 


The SNA RJE Facility allows a DPS 6 system to emulate many of 
the functions of an IBM 3777 Model 3 controller and its attached 
devices in an SNA environment. More than one invocation of the 
RJE Facility can reside on the same DPS 6 system. Each 
invocation of the facility supports up to six LUs. Data can 
reside on any appropriate DPS 6 device; data can also be directed 
to any appropriate DPS 6 device. For information about the 


Operation of the facility,.see the SNA Remote Job Entry Facility 
User's Guide. | 


Appendix D of this manual describes acceptable binds for the 
RJE Facility. 
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To create a configuration file for the RJE Facility,.you 
specify the following types of information: 


e Administrative and Transport Facility characteristics 
(node name, .author name, journal file name, line name, . 
line configuration, .timer,.and retry characteristics) 


e PU characteristics (address,.request unit size,.number of 
LUs, chain size, .operation mode) 


e LU characteristics (address,.request unit size). 


Once you have created a configuration file for the RJE 
Facility, you can modify the file using an UPDATE directive and 
appropriate keywords. 


REATING A CONFIGURATION FILE FOR THE RJE FACILIT 
Prepare SNA Configurator input file(s) containing all of the 
information necessary to configure the RJE Facility. First, 
Specify: 


CREATE=RJE. 


to create an RJE Facility configuration file. MThen,.specify 
configuration information in the following order: 


1. Administrative and Transport Facility characteristics 
2. PU characteristics 
3. LU characteristics. 


When you create the input file(s), make sure you include all 
required arguments and provide values for any arguments whose 
default values are not appropriate for your installation. Note 
that if you take all the LU defaults, you need not enter any LU 
information. 


Specifying Administrative and Transport Facility Characteristics 


The first step in creating a configuration file for RJE is to 
specify Administrative and Transport Facility characteristics. 
You can enter the keywords after CREATE in any order. Keywords 
enclosed in brackets ([...]) are optional. The last keyword must 
be terminated with a period (.). 

NODE_NAME=node_name 
One to eight alphanumeric characters. 
[AU THOR=author_name] 


One to eight alphanumeric characters, 
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[ JOURNAL_PATH=pathname] 


Journal file for RJE-specific messages (1 to 58 
characters). 


LINE_NAME=line_name 
One of those you specified in SOPR (1 to 6 characters). 
LINE_CONFIG={SW |NONSW} 


Corresponds to the DIAL operand on the GROUP macrocall at 
the host. If the value of DIAL is YES,.specify SW. 


[XI D=hhhhhhhhhhhh] 


Exchange station identifier. Must be specified if LINE 
CONFIG=SW. Twelve digits in length,.digit 2 of XID 
corresponds to the PUTYPE=2 operand; digits 5 through 7 
of XID correspond to the IDBLK=013 operand; digits 8 
through 12 of XID correspond to the IDNUM= value. 


[STATE _TIMER=nnn] 


The number of seconds (1 to 254) to wait for a poll frame 
at the secondary node (RJEF node) before counting an 
error retry. The default is 10 seconds. 


[FRAME_TIMER=nn] 


Maximum number of seconds (1 to 99) that an information 
frame (I-frame) is allowed to remain on the output queue 
before the I-frame is purged. This time can be large 
without affecting information transfer, .but values 
smaller than 10 can result in insufficient time to senda 
frame in case of error. The default is 99 seconds. 


[FRAME_SIZE={256|512}] 
The frame size is the maximum number of characters (256 
or 512) allowed in an I-frame excluding FCS, flag bits, 
and headers. The default value is 256. 


[SEND_LIMIT=n] 


Number of I-frames (one to seven) that can be sent before 
an acknowledgement is received. The default value is 7. 


[MAX _RETRY=nn]. 
Number of error retries (1-15) allowed before a retry 
error is reported. Any error that causes the loss of an 


I-frame results ina retry error. The default value is 
a4 
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Specifying Physical Unit Characteristics 


Once you have specified Administrative and Transport Facility 
characteristics, you characterize the PU,.usSing this set of 
keywords. You can enter the keywords in any order. Keywords 
enclosed in brackets ([...]) are optional. The last keyword must 
be terminated with a period (.). 


PU_ADDR=hh 
Two hexadecimal digits in the range from 01 to FE. PU 
ADDR corresponds to the ADDR= value on the PU macrocall 
at the host. 

[MAX _RU={256 1512} ] 


The maximum size of an RU (either 256 or 512 
characters). This value must be less than or equal to 
the maximum frame size you selected when specifying 
Administrative and Transport Facility characteristics. 
The default value is 256. 


NO_LUS=n 
The number of LUs (one to six) to be configured. This 
value corresponds to the MAXLU= value for a switched 
line. 


[RUS_PER CHAIN=nnn] 


The maximum number of RUS ina chain (1-254). The 
default value is 254. 


[MULTI_SIGNAL_INT={Y|N}] 
Multiple Signal interrupts are required for certain IBM 
RJE subsystems. In particular, .specify Y for JES2 and N 
for POWER. Consult the configuration documentation for 
the subsystem you are using. The default value is N. 
[OP_MODE= {ATTENDED |UNATTENDED} ] 
Mode of operation. The default value is ATTENDED. 


Specifying Logical Unit Characteristics 


After you have specified the Administrative and Transport 
Facility characteristics and the PU characteristics, you must 
specify LU characteristics. You can describe from one to six 
LUs. For each LU, you can specify the following information. 
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You can list the keywords in any order. Keywords enclosed in 
brackets ([...]) are optional. The last keyword must be 
terminated with a period (.). If you specify more than one LU 
and do not use default LU addresses, arrange the lists of 


keywords so that the LU addresses start with 1 and increase in 
consecutive order. 


[LU_ADDR=n] 


A decimal digit between 1 and 6. The values of LU_ADDR 
correspond to the LOCADDR operand values of LU macrocalls 
at the host. If you do not specify an LU address,.the 
SNA Configurator takes as a default the next address in 
the sequence, 


[RU_SIZE={256|512}]. 


The RU size (256 or 512), is determined by the host. 
This value must not be greater than the maximum RU size 
you specified when you configured the PU. The default is 
256 characters. 


BATCH NFIGURATION OF THE SNA INTERACTIVE TE NAL FACILITY 


The SNA ITF permits DPS 6 VIP7200, VIP7801, VIP7301, WST7200, 
and WST7801 terminals to appear to an IBM host as IBM 3277/78 
terminals attached to an IBM 3274 terminal controller operating 
in an SNA environment. The ITF allows DPS 6 matrix and line 
printers to appear as IBM 3287 printers. DPS 6 terminal users 
can interact with one or more IBM host application systems. The 
ITF also provides a User Exit Facility that permits user-written 
programs to be executed before and/or after keyboard activity for 
each terminal. Information is passed between ITF and user 
applications uSing a Screen Image Buffer (SIB). For information 
about the operation of the ITF,.see the SNA Interactive Terminal 
Facility User's Guide. 


Appendix D of this manual describes the acceptable binds for 
ITF. 


To create a configuration file for ITF,.specify the following 
types of information: 


e Administrative and Transport Facility characteristics 
(node name, .author, journal pathname, line name, line 
configuration, .state timer, .information frame (I-frame) 
characteristics, send limit, retry information) 


@e PU characteristics (address, .number of LUs,.number of 
printers, .and SIB characteristics) 


@e® Printer characteristics (port address, .matrix mode,.class,. 
source device list) 
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e LU characteristics (address, .type,.class,.name,.bound unit 
pathname, logon, logoff,.printer pathname). 


After you have created a configuration file for the ITF,.you 
can modify the file using the UPDATE directive and appropriate 
update subfunctions. 


To prepare SNA Configurator input file(s) containing all of 
the information necessary to configure the ITF Facility, you 
first specify: 


CREATE=ITF. 


to create an ITF configuration file. Then you specify 
configuration information in the following order: 


». Administrative and Transport Facility characteristics 
»- PU characteristics 

»- Printer characteristics 

»- LU characteristics. 


im Wh 


When you create the input file(s), make sure you include all 
required arguments and provide values for any arguments whose 
default values are not appropriate for your installation. Note 
that if you take all the LU defaults, you need not enter any LU 
information. 


Specifying Administrative and Transport Facility Characteristics 


The first step in creating a configuration file for the ITF 
is to specify Administrative and Transport Facility 
characteristics. You can enter the keywords after CREATE in any 
order. Keywords enclosed in brackets ([...]) are optional. fMThe 
last keyword must be terminated with a period (.). 

NODE_NAME=node_name 
One to eight alphanumeric characters. 

[AU THOR=author_name] 

One to eight alphanumeric characters. 

[ JOURNAL_PATH=pathname] 


Journal file for ITF-specific messages (1 to 58 
characters). 


LINE_NAME=line_name 
One of those you specified in SOPR (one to six 


characters). 
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LINE_CONFIG={ SW |NONSW} 


Corresponds to the DIAL operand on the GROUP macrocall at 
the host. If the value of DIAL is YES, .specify SW. 


[XI D=hhhhhhhhhhhh] 


Exchange station identifier. Must be specified if 
LINE_CONFIG=SW. ‘Twelve digits in length,.digit 2 of XID 
corresponds to the PUTYPE=2 operand; digits 5 through 7. 
of XID correspond to the IDBLK=013 operand; digits 8 
through 12 of XID correspond to the IDNUM= value. 


[STATE_TIMER=nnn] 


The number of seconds (1 to 254) to wait for a poll frame 
at the secondary node (ITF node) before counting an error 
retry. The default value is 10 seconds. 


[FRAME_TIMER=nn] 


Maximum number of seconds (1 to 99) that an information 
frame (I-frame) is allowed to remain on the output queue 
before the I-frame is purged. This time can be large 
Without affecting information transfer, but values 
smaller than 10 can result in insufficient time to send a 
frame in case of error. The default value is 99 seconds. 


[FRAME _SIZE={256|512}] 
The frame size is the maximum number of characters (256 
Or 512) allowed in an I-frame excluding FCS, flag bits, 
and headers. The default value is 256. 

[SEND_LIMIT=n] 


Number of I-frames (one to seven) that can be sent before 
and acknowledgement is received. The default value is 7. 


[MAX_RETRY=nn]. 
Number of error retries (1 to 15) allowed before a retry 
error is reported. Any error that causes the loss of an 


I-frame results ina retry error. The default value is 
3% 
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Specifying Physical Unit Characteristics 


After you have specified Administrative and Transport 
Facility characteristics, you specify information to characterize 
the PU uSing this set of keywords. You can list the keywords in 
any Order. Keywords enclosed in brackets ([...]) are optional. 
The last keyword must be terminated with a period (.). 


PU_ADDR=hh 


Two hexadecimal digits in the range from 01 to FE. PU 
ADDR corresponds to the ADDR= value on the PU macrocall 
at the host. 


[MAX_RU={ 256 |1512|768/1024}] 


The maximum size of an RU. This value must be less than 
Or equal to the maximum frame size you selected when 
Specifying Administrative and Transport Facility 
characteristics. The default value is 256. 


NO_LUS=n 


The number of LUs (one to six) to be configured. This 
value corresponds to the MAXLU= value for a switched 
line. 


NO_PRINTERS=nn 
Two decimal digits in the range 00 to 3l. 
RES_SIBS 


The number of resident SIBs (2 to 32). If the value of 
RES_SIBS is greater than the value of NO_LUS, RES_SIBS is 
automatically set equal to NO_LUS. If RES_SIBS is equal 
to NO_LUS,.each LU has a 2K character SIB‘\ dedicated in 
memory for its exclusive use. If RES_SIBS is less than 
NO_LUS,.the LUS share SIBS; screen data is swapped 
between memory and the file specified by SIB_PATH,.as 
required. For minimum response time,.set the two values 
equal. 


[SIB_PATH=pathname]. 
Up to 58 characters in length. If you want a SIB file,. 
you must create the file using the following command 
before you invoke ITF: 


CR path -F_REL -REC_SIZE 2048 
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Specifying Printer Matrix Characteristics 


After you specify Administrative and Transport Facility 
characteristics, .and after you specify PU characteristics, you 
specify printer information. You must include one printer 
statement for each printer attached to the ITF. You can specify 
up to 31 printer statements. The format of a printer statement 
is: 


PRIN TER=AAMCCCCCCCCCCCCCCCCSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSSS 


The first two characters of the statement (AA) specify a port 
address. The port address is two decimal digits in the range 
from 01 to 31. Arrange PRINTER statements in order of ascending 
port addresses. Port addresses do not have to be consecutive 
numbers. 


The third character of the statement (M) 1s a one-character 
matrix mode. M can be 0 (system printer used by the host only),. 
1 (local printer only), or 2 (printer shared by host and 
displays). 


The fourth through nineteenth characters (Cs) of the 
statement are used to specify the class of the device. The Cs can 
only take on the values 0 and 1. Class is an integer value from 
70 to 85. To assign the device to class 70,.specify 1 for the 
first value of C. To assign the device to class 71, specify 1 
for the second value of C. To assign the device to class 85, 
specify 1 for the last (16th) value of C. 


The remaining 32 characters (characters 20 through 52) of the 
statement (Ss) are used to.specify the source device list. Each 
of the last 32 characters in the printer statement corresponds to 
a printer port address: the first S (position 20 in the 
statement) corresponds to port address 0; the second §S 
corresponds to port address 1,.etc.; the last S (position 52) 
corresponds to port address 31. To give the device with port 
address 0 (LU address 02) access to a printer,.specify 1 for the 
first S. In general, to give the device with port address N (LU 
address N + 2) access to a printer,.specify 1 for the nth S. To 
deny a device access to a printer,.specify 0 for the S that 
corresponds to the port address of the device. 


Terminate the last PRINTER statement with a period (.). 


Specifying Logical Unit Characteristics 


After you have specified Administrative and Transport 
Facility characteristics, .PU characteristics, .and printer 
characteristics, .you must specify LU characteristics. An LU may 
be type 1,.type 2,.or type 3. Type 2 LUs are the LUs for 
keyboard and display devices (VIP or WST7300, 7200, 7801, 7802) 
attached to the ITF. Types 1 and 3 LUs are the LUs for printers 
attached to the facility. 
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SPECIFYING DISPLAY LOGICAL UNIT CHARACTERISTICS (TYPE 2) 


You must specify a Type 2 LU corresponding to each display 
terminal,.as follows. You can list the keywords in any order. 
Keywords enclosed in brackets ([...]) are optional. The last 
keyword must be terminated with a period (.). 


[ LU_ADDR=nn] 


Two-digit number (02 to 33) which corresponds to value of 
the LOCADDR operand of the LU macrocalls at the host. 
Printer LU addresses correspond to port addresses in 
PRINTER keywords plus 2. If you do not specify an LU 
address, .the SNA configurator defaults to the next one in 
sequence, 


[ LU_TYPE=2] 


The default when the logical unit address does not equal 
a port address plus 2. 


[LU_CLASS={0]1]2}] 


LU class can be 0 (display only), 1 (display with 
application program),.or 2 (application only terminal). 
The default is LU_CLASS=0. 


[ LU_NAME=lu_name] 
The eight character alphanumeric name of the LU. 
[BU_PATH=pathname] 


Pathname for the application program,.must be specify for 
LU_CLASS=1 or LU_CLASS=2. 


[ LOGON=logon_line] 
[LOGOFF=logoff_line]. 


Maximum of 65 characters. If the line contains spaces, . 
you must enclose the line in quotation marks ("). A 
LOGON keyword is required if you specify LU_CLASS=2. 


The LOGON keyword can be followed by LOGON APPLID(name) 
and/or LOGMODE(name) and/or DATA(userdata). For further 
information, .see the appropriate IBM reference manual for 
the application to which.you wish to connect. If you 
specify LOGON,.the LOGON string is the string used in 
automatic logon to the host application. 
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LOGOFF= must be followed by LOGOFF (the default). 
LOGOFF=LOGOFF can optionally be followed by APPLID (name) 
and/or TYPE(COND|UNCOND) and/or HOLD(YES|NO). For 
further information see the appropriate IBM reference 
manual for the application to which you wish to connect. 
If LOGON and LOGOFF are both specified, .the LOGOFF string 
is used for automatic logoff when the ITF user returns a 
terminal to the MOD 400 Listener. 


SPECIFYING PRINTER LOGICAL UNIT CHARACTERISTICS (TYPES 1 AND 3) 
For each printer attached to the ITF,.you must specify a Type 
1 or Type 3 LU, .as follows. You can list the keywords in any 
order. The last keyword must be terminated with a period (.). 
[ LU_ADDR=nn] 
Two-digit number in the range from 03 to 33, corresponds 
to values of the LOCADDR operand of the LU macro calls at 
the host. LU addresses correspond to port addresses in 
PRINTER keywords plus 2. You must specify LU addresses 
in ascending order. 
[LU_TYPE={1]3}] 
The LU type is either 1 or 3. The default value is 3. 
[ LU_CLASS=3 ] 
You must specify LU_CLASS=3 for printer LUs. 
PRINTER_PATH=pathname, 


Up to 58 characters in length. The pathname can refer to 
a physical or a logical device. 


BATCH CONFIGURATION OF THE SNA FILE TRANSFER FACILITY 


The SNA File Transfer Facility (SFT) allows host users,.in an 
SNA network, .to transfer files to and from a DPS 6. In addition 
to file transfer,.SFT includes some file management and control 
functions. For information about operating the SNA File Transfer 
Facility, see the SNA File Transfer Facility User's Guide. fThis 
section describes configuration of the DPS 6-resident portion of 
the facility, hereafter referred to as the SFT-6. 


Appendix D of this manual describes acceptable binds for SFT. 
To create a configuration file for the SFT,.you specify: 
@e Administrative and Transport Facility characteristics 


(node name,.author name, journal file name, line name,. 
line configuration, .timer,.and retry characteristics) 
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@® PU characteristics (address,.RU size,.number of LUs,.chain 
size, .operation mode) 7 


e LU characteristics (address, .RU size). 


Once you have created a configuration file for SFT-6, you can 
modify the file using an UPDATE directive and appropriate UPDATE 
subfunctions. 


CREATING A CONFIGURATION FILE FOR SFT-6 


Prepare an SNA Configurator input file containing all of the 
information necessary to configure the SFT-6. First specify: 


CREATE=SFT. 


to create an SFT-6 configuration file. Then specify 
configuration information in the following order: 


1. Administrative and Transport Facility characteristics 
2. PU characteristics 
3. LU characteristics. 


When you create the input file(s), make sure you include all 
required keywords and provide values for any keywords whose 
default values are not appropriate for your installation. Note 


that if you take all the LU defaults, you need not enter any LU 
information. 


Specifying Administrative and Transport Facility Characteristics 


The first step in creating a configuration file for SFT is to 
specify Administrative and Transport Facility characteristics. 
You can enter the keywords after CREATE in any order. Keywords 
enclosed in brackets ([...]) are optional. The last keyword must 
be terminated with a period (.). 

NODE_NAME=node_name 
One to eight alphanumeric characters. 

[AUTHOR=author_name] 

One to eight alphanumeric characters. 

[ JOURNAL_ PATH=pathname] 


Journal file for SFT-specific messages (1 to 58 
characters). 
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LINE_NAME=line_name 


Une of those you specified in SOPR (one to six 
characters). 


LINE_CONFIG={SW |NONSW} 


Corresponds to the DIAL operand on the GROUP macrocall at 
the host. If the value of DIAL is YES,.specify SW. 


[XI D=hhhhhhhhhhhh] 


Exchange station identifier. Must be specified if 
LINE_CONFIG=SW. Twelve digits in length,.digit 2 of XID 
corresponds to the PUTYPE=2 operand; digits 5 through 7: 
of XID correspond to the IDBLK=013 operand; digits 8 
through 12 of XID correspond to the IDNUM= value. 


[STATE_TIMER=nnn] 


The number of seconds (1 to 254) to wait for a poll frame 
at the secondary node (SFT node) before counting an error 
retry. The default is 10 seconds. 


[FRAME_TIMER=nn] 


Maximum number of seconds (1 to 99) that an information 
frame (I-frame) is allowed to remain on the output queue 
before the I-frame is purged. This time can be large 
without affecting information transfer, but values 
Smaller than 10 can result in insufficient time to send a 
frame in case of error. The default is 99 seconds. 


[FRAME_SIZE={256|[512} ] 
The frame size is the maximum number of characters (256 
Or 512) allowed in an I-frame excluding FCS, flag bits, 
and headers. The default value is 256. 


[SEND_LIMIT=n] 


Number of I-frames (one to seven) that can be sent before 
an acknowledgement is received. The default value is 7. 


[MAX_RETRY=nn]. 
Number of error retries (1 to 15) allowed before a retry 
error is reported. Any error that causes the loss of an 


I-frame results in a retry error. The default value is 
3% | 
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Specifying Physical Unit Characteristics 


After you have specified Administrative and Transport 
Facility characteristics, you specify information to characterize 
the PU, using this set of keywords. You can list the keywords in 
any order. Keywords enclosed in brackets ([...]) are optional. 
The last keyword must be terminated with a period (.). 


PU_ADDR=hh 


Two hexadecimal digits in the range from 01 to FE. PU 
ADDR corresponds to the ADDR= value on the PU macrocall 
at the host. 


[MAX_RU={256|512}] 


The maximum size of an RU (either 256 or 512 
characters). This value must be less than or equal to 
the maximum frame size you selected when specifying 
Administrative and Transport Facility characteristics. 
The default value is 256. 


NO_LUS=n 


The number of LUs (one to six) to be configured. MThis 
value corresponds to the MAXLU= value for a switched 
line. 


Specifying Logical Unit Characteristics 


After you have specified Administrative and Transport 
Facility characteristics, .and after you have specified PU 
characteristics, .specify LU characteristics. You can describe up 
to six LUs,.using the following set of keywords. Keywords 
enclosed in brackets ([...]) are optional. The last keyword must 
be terminated with a period (.). 


[LU_ADDR=n] 


Value between 1 and 6 which corresponds to the LOCADDR 
operand value of the LU macro call at the host. 


[RU_SIZE={256|[512}]. 
The RU size (256 or 512), is determined by the host. 


This value must not be greater than the maximum RU. size 


you specified when you configured the PU. The default is 
256 characters. 
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BATCH CONFIGURATION OF THE APPLICATION INTERFACE FACILITY 


The SNA Program Interface Facility (AIF) permits the DPS 6 
programmer to write COBOL or assembler transaction programs which 
interact with an application running under CICS or IMS at an IBM 
host. 


AIF supports an application to application session. Since 
CICS and IMS recognize that these applications are not devices,. 
no device-specific formatting is done at the host. The host 
transaction processing systems simply pass the data to the DPS 6 
application to be used as needed. 


For information about the operation of AIF,.see the SNA 
Application Programmer's Guide. 


Appendix D of this manual describes the acceptable binds for 
AIF. 


To create a configuration file for AIF,.you must specify the 
following types of information: 


e Administrative and Transport Facility characteristics 
(node name, .author, journal pathname,.line name,.line 
configuration, .state timer, information frame (I-frame) 
characteristics, .send limit,.retry information) 


e PU characteristics (address, .number of LUs,.sSession type 
descriptors and preestablished session groups) 


e Session Type Descriptors (STDs) (STD name,.session type, . 
| destination LU type) 


® Preestablished session group characteristics (number name 
of host LU,.name of associated STD, .number of LUS ina 


group) 


e LU characteristics (LU address,.STD name,.host LU name and 
LU type.) 


After you have created a configuration file for AIF,.you can 


modify the file using the UPDATE directive and appropriate update 
subfunctions. 


CREATING A CONFIGURATION FILE FOR AIF 
To prepare SNA Configurator input file(s) containing all the 
information necessary to configure the Programming Interface 
Facility,.you must first specify: 
CREATE=AIF. 


to create the AIF configuration file. Then you specify 
configuration information in the following order: 
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Administrative and Transport Facility characteristics. 
PU characteristics 

Session-type descriptors 

Pre-established session group characteristics 

LU characteristics. 
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When you create the input file(s), make Sure you include all 
required arguments and provide values for any arguments whose 
default values are not appropriate for your installation. Note 


that if you take all the LU defaults, you need not enter any LU 
information. 


Specifying Administrative and Transport Facility Characteristics 
The first step in creating a configuration file for AIF is to 
specify Administrative and Transport Facility characteristics. 
You can enter the keywords after CREATE in any order. Keywords 
enclosed in brackets ([...]) are optional. The last keyword must 
be terminated with a period (.). 
NODE_NAME=node_name 
One to eight alphanumeric characters, 
[AU THOR=author_name] 
One to eight alphanumeric characters, 


[ JOURNAL_ PATH= pathname] 


Journal file for AIF-specific messages (1 to 58 
characters). 


LINE _NAME=1line_name 


One of those you specified in SOPR (one to six 
characters). 


LINE_CONFIG= {SW |NONSW} 


Corresponds to the DIAL operand on the GROUP macrocall at 
the host. If the value of DIAL is YES, .specify SW. 


[XI D=hhhhhhhhhhhh] 


Exchange station identifier. Must be specified if 
LINE_CONFIG=SW. Twelve digits in length,.digit 2 of XID 
corresponds to the PUTYPE=2 operand; digits 5 through 7: 
of XID correspond to the IDBLK=013 operand; digits 8 
through 12 of XID correspond to the IDNUM= value. 
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[STATE _TIMER=nnn] 


The number of seconds (1 to 254) to wait for a poll frame 
at the secondary node (AIF node) before counting an error 
retry. The default is 10 seconds. 


[FRAME_TIMER=nn] 


Maximum number of seconds (1 to 99) that an information 
frame (I-frame) is allowed to remain on the output queue 
before the I-frame is purged. This time can be large 
without affecting information transfer, but values 
smaller than 10 can result in insufficient time to send a 
frame in case of error. The default is 99 seconds. 


[FRAME_SIZE={ 256 |512}] 


The frame size is the maximum number of characters (256 
Or 512) allowed in an I-frame excluding FCS, flag bits, 
and headers. The default value is 256. 


[SEND_LIMIT=n] 


Number of I-frames (one to seven) that can be sent before 
an acknowledgement is received. The default value is 7. 


[MAX_RETRY=nn]. 


Number of error retries (1 to 15) allowed before a retry 
error is reported. Any error that causes the loss of an 
I-frame results ina retry error. The default value is 

3% 


Specifying Physical Unit Characteristics 


After you have specified Administrative and Transport 
Facility characteristics, you specify information to characterize 
the PU,.using this set of keywords. You can list the keywords in 
any order. Keywords enclosed in brackets ([...]) are optional. 
The last keyword must be terminated with a period (.). 


PU_ADDR=hh 
Two hexadecimal digits in the range from 01 to FE. 


PU_ADDR corresponds to the ADDR= value on the PU macro- 
call at the host. 
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[MAX _RU={ 256 |512|768/1024}] 


The maximum size of a RU that can flow on the SSCP_PU 
session. This value must be less than or equal to the 
maximum frame size you selected when specifying 
Administrative and Transport Facility: characteristics. 
The default value is 256. 


NO_LUS=n 


The number of LUs (1 to 227) to be configured. 


MIN_LU_ADDR=nnn 


The first LU's address. The LUS are numbered in sequence 
beginning with this one. This address is a number in the 
range of 1 to 227 such that the sum of NO_LUs plus MIN_LU 
ADDR is not greater than 227. 


[NO_STDS=nnn] 


This number (1 to 999) represents the total number of 
session-type descriptors configured. The number of STDs 
to be configured cannot exceed 999 including deleted 
entries. This value is system supplied and is displayed 
for information only. 


[NO_PSGS=nnn] 


This number (0 to 125) represents the total number of 
preestablished session groups configured. This value is 
system supplied and is displayed for information only. 


Specifying Session-Type Descriptors 


After you have specified the PU characteristics, .you must 


Specify session-type descriptors. You can list the keywords in 
any order. Keywords enclosed in brackets ([...]) are optional. 
The last keyword must be terminated with a period (.). 


oTD_NAME=aa 


A unique two-character alphanumeric name assigned to this 
session-type descriptor. 


MODE_NAME=n 


An ASCII string of up to eight chartacters in length that 
is used to identify various session parameters such as 
class of service. This parameter allows the host to pick 
the proper BIND image. 
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[SESSION_TYPE=0] 
No other options available. 
[DESTINATION_LU_TYPE={CICS]IMS} ] 


Specifies the type of LU in the host. If the session 
type was specified above, .then the destination LU type is 
also necessary to determine which protocol handler is to 
be used. The default is CICS. 


[REL EAS E_ON_ABNORMAL_TERM= { IMMEDIATE |HOLD} ] 


This parameter specifies whether the session will be 
released immediately on abnormal termination or hold it 
for restart. The default value is HOLD. 


AIF Preestablished Session Group Characteristics 

After you have specified physical unit information and 
session type descriptor information, you must provide 
preestablished session group information. 


[PSG_NUM=nnn] 


The number (1-125) assigned to the preestablished session 
group. The numbering of these groups begins with 1 and 


increases by 1 until the last preestablished group is 
assigned. 


HOS T_LU_NAME= 


The eight-character alphanumeric name of the host LU that 
will be the preestablished session partner. 


STD _NAME=aa 


A unique two-character alphanumeric name assigned to the 
session type descriptor which is associated with this 
group. 

NO_IN_GROU P=nnn 


The number of LUs (1 to 227) to be associated with this 
pre-established session group. 


AIF Logical Unit Configuration 


After you have configured AIF PUs,.session-type descriptors, 
and pre-established session groups, you must supply LU 
information. 
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LU_ADDR=nnn 
The LU address is a decimal digit between 1 and 6. 
[ LU_TYPE=0 ] 


The LU type for the AIF is preconfigured to be type Q. 
No other value will be accepted. 


RES ERVED={Y |N} 


An LU can be reserved or used only for a particular task 
if you indicate Y (Yes) on this parameter. 


[ PREES TABLISHED={Y |N}] 


If this LU is reserved,.it can be assigned to a 
pre-established session partner. 


STD_NAME=aa 


A unique two-character alphanumeric name assigned to this 
session-type descriptor. If this LU is reserved, this 
name must be specified. 


HOS T_LU_NAME=aaaaaaaa 


The eight-character alphanumeric name of the host LU which 
will be the pre-established session partner. This field 
must be specified if this LU is reserved and 
pre-established. 


AR F F RAT ESPONDENCE 


The following paragraphs summarize the correspondences 
between MOD 400 configuration, DPS 6 SNA configuration, .and host 
configuration. 


The name of the SNA line (default value: LINEO1) must match 
the device_name field in the MOD 400 CLM DEVICE directive 
defining the DPS 6 host link. 


The frame size defined in the SOPR configuration file must be 
greater than or equal to the largest frame size specified in 
every facility configuration table. For the ITF,.the frame size 
must match the value of the host NCP MAXDATA macrocall, minus 
nine characters. 


PU and LU addresses must always agree between the host NCP 
generation and the DPS 6 SNA configuration files. 


6-33 CR57-02 


The line type you specify in the configuration files must 
match the host NCP DIAL macrocall value (NO for nonswitched lines 
and YES for switched lines). The host default value is 
nonswitched (NO). 


If you are using a switched line, .the XID must match the 
IDNUM and IDBLK from the PU in VTAM's GEN configuration, 


The DPS 6 multiline controller does not provide for NRZI 
Support, so the host NRZI macrocall value must be NO. 


For the RJE Facility,.the RU size must match the host NCP 
MAXDATA macro call value,.minus nine characters for SDLC header 
information for the appropriate PU. The RU size you specify in 
an ITF configuration file must match the RUSIZE value for the 
host CICS Terminal Control Table. The RU size you specify in an 
RJE configuration file should be less than or equal to the value 
of the host BUFSIZE macrocall in the JES2 remote station 
definition. 


There is no distinction made between SNA remote printers and 
terminals in the host NCP generation. (Specification of these 
units is made in the CICS Terminal Control Table.) 


The ITF only supports character-coded logons to VTAM; 
therefore,.the SSCPFM parameter must be specified as USSSCS. 


\ 


For the AIF,.the correspondence is made during session 
initiation when you provide the STD name, 


UPDATING WE RATION FILE 

You can modify an already created Configuration file for any 
of the SNA program products by creating a Configurator input file 
that contains the UPDATE directive and a list of UPDATE 
Subfunctions, 


First specify: 


UPDATE= }) SFT 


Next, . specify: 
NODE_NAME=node_name. 
where node_name is the one- to eight-character name of the node 
that you wish to modify. The node name must be followed by a 


period (.). (See Figure 6-2.) You follow NODE_NAME with one or 
more update subfunctions in logical sequence, 
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Table 6-1 contains a summary of the UPDATE subfunctions for 
the SNA program products, The basic subfunction actions are MOD 
(to modify information), ADD (to add devices), and DEL (to delete 
devices). The subfunction objects that are available to all of 
the SNA program products are Administrative and Control Services 
(ACS),.PUs,.and LUS. A subfunction object that is specific to 
the ITF is printer matrixes (PMXs); those specific to the AIF are 
STDs and Pre-established Session Groups (PSGS). 


Each subfunction must be followed by the keywords to be 
modified. Every subfunction must be terminated with a period 
(.). ADD must be followed by all of the keywords required to © 
describe the item being added. Specify UPDATE subfunctions in the 
following order: 


MOD=ACS. 

MOD= PU. 

{ADD |MOD|DEL}=PMXnn. (ITF only) 
{ADD |MOD|DEL}=STDaa. (AIF only) 
{ADD|MOD|]DEL}=PSGnnn. (AIF only) 
{ ADD=LU | MOD=LUn |DEL=LUn}. 
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Table 6-1. Update Subfunctions 


objects 


¢ ITF eee 
> AIFF only 


xX 
con xX 
DEL Xx 


To modify Administrative and Transport Facility 
characteristics, specify: 


UPDATE=program_product, 
NODE_NAME=node_name. 
MOD=ACS. 


You follow MOD=ACS. with all of the arguments to be changed, 


uSing the same format that you used to create the original 
configuration file. 
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To modify PU characteristics, .specify 


UPDATE=program_product. 
NODE_NAME=node_name. 
MOD= PU. : 


You follow MOD=PU. with all of the arguments to be changed,.using 
the same format that you used to create the original program 
file. 


Printer matrix characteristics are specified for the ITF 
only. You update printer characteristics in ascending port 
address order. 


To modify printer characteristics, .specify 


UPDATE=ITF. 
NODE_NAMF=node_name. 
MOD= PMXport_addr. 


where port_addr is the two-hexadecimal character port address of 
the printer to be modified. You follow MOD=PMXport_addr. with 
the modified PRINTER statement. 


To add a printer,.you specify: 
UPDATE=ITF 
NODE_NAME=node_name. 
ADD= PMXpor t_addr. 
where port_addr is the two-character port address of the printer 
to be added. You follow ADD=PMXport_addr. with a PRINTER 
statement for the added printer. 
To delete a printer,.you specify: 
UPDATE=ITF. 
NODE_NAME=node_name. 
DEL=PMXport_addr. 


where port_addr is the two character port address of the printer 
to be deleted. 


STDs are configured for the AIF only. You update STD 
characteristics in any order. 


To modify STD entries,.specify: 
UPDATE=AIF. 


NODE_NAME=node_name. 
MOD=STDaa. 
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where aa is the two-character alphanumeric STD name. Follow 
MOD=STDaa. with all of the arguments to be changed,.using the 
same format that you used to create the original configuration 
file. 


To add STD entries,.specify: 


UPDATE=AIF. 
NODE_NAME=node_name. 
ADD=STDaa. 


where aa is the two-character alphanumeric STD name. Follow 
ADD=STDaa. with all of the arguments required to create an STD 
entry, uSing the same format as when an STD is created. 


To delete STD entries, .specify: 


UPDATE=AILFF 
NODE_NAME=node_name. 
DELETE=STDaa. 


where aa is the two-character alphanumeric STD name. 


Pre-established session groups are configured for the AIF 
Only. Pre-established session groups must be updated in 
ascending order. 


To modify pre-established session groups,.specify: 


UPDATE=AIF. 
NODE_NAME=node_name. 
MOD=PSGnnn. 


where nnn is the number (1 to 125) of the pre-established session 
group to be modified. Follow MOD=PSGnnn. with all of the 
arguments to be changed,.using the same format that you used to 
create the original configuration file. 


To add pre-established session groups, .specify: 


UPDATE=AIF. 
NODE_NAME=node_name. 
ADD=PSGnnn,. 


where nnn is the number (1 to 125) of the pre-established session 
group to be added. Pre-established session groups must be 
numbered such that the number of the group to be added (PSGnnn) 
is the first available number after all modifications and 
deletions. Follow ADD=PSGnnn. with all of the arguments to be 
required to create a pre-established session group,.using the 
same format as when a pre-established session group is created. 
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To delete preestablished session groups,.specify: 


UPDATE=AIF. 
NODE_NAME=node_name. 
DELETE=PSGnnn, 


where nnn is the number (1 to 125) of the pre-established session 
group to be deleted. 


Update LUs in ascending LU address order. 
To modify LU characteristics, .specify: 


UPDATE=program_product. 
NODE_NAME=node_name. 
MOD=LUnn. 


where nn is the two-digit number of the LU to be modified. 
Follow MOD=LUnn. with all of the keywords to be changed,.uSing 
the same format as when you created the original configuration 
file for the program product, 


To add an LU,.specify: 


UPDATE=program_product. 
NODE_NAME=node_name. 
ADD= LU. 


Follow ADD=LU. with all of the arguments required to describe the 
added LU,.uSing the same format as when an LU is created. You can 
add LUs only at the end of a list of subfunctions. The LU 
address of the added LU must be the first available address after 
all modifications and deletions have occurred. If you add one or 
more LUsS, you must modify the NO_LUS keyword in the PU 
description. 


To delete an LU, .specify 


UPDATE=program_product. 
NODE_NAME=node_name., 
DEL=LUnn. 


where nn is the two-digit number of the LU that you wish to 
delete, 


When you delete LUs,.the Configurator does not automatically 
adjust LU addresses so that the addresses are arranged in 
ascending order. You must appropriately modify the NO_LUS 
keyword in the PU description, unless you have paired every 
DEL=LU with an ADD=LU. 
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You must delete LUs in descending order. For example, .if you 
have five LUs and want to delete two of them, you must change the 
NO_LUS keyword from 5 to 3, and then delete LUs 5 and 4 in that 


order. 


The example in Figure 6-4 changes the author name,.deletes 
LU03,.and adjusts the number of LUSfor the ITF node that was 
originally configured in Figure 6-2. 


UPDATE=ITF. 
NODE_NAME=ITFNODE. 
MOD=ACS. 


AU THOR=MROE. 


MOD= PU. 
NO_LUS=01. 
DEL=LU03. 


Figure 6-4. Example of UPDATE Subfunctions for ITF 


To use the changed node,.shut down and restart the program 
product. 
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Section 7 


SNA JOURNALS AND 
MAINTENANCE UTILITIES 


The SNA Transport Facility allows you to keep a journal file 
containing an operational history of commands processed and 
Statistical information. SNA Maintenance utilities help you to 
locate network problems. 


A journal file contains the chronological history of the 
Operation of a Support service (SOPR or SNA Configurator) or 
program product. A journal file consists of all commands 
processed by the service or facility and all messages displayed 
by the service or facility. If a journal pathname is specified 
for any Support service or facility when it is configured, the 
system automatically records significant events for that service 
or facility. A journal file is required for SOPR; other journal 
files are optional. : 


If you do not create any of the journal files specified in 
configuration files, the system creates them automatically. 


Each facility or support service reserves its journal file 
with the attributes READ SHARE, WRITE EXCLUSIVE; therefore, you 
can print the journal file while it is still in use. 


Each journal file is opened in PRESERVE mode; therefore, a 


journal file can grow without limit. Writing always starts at 
the logical end of the file. 
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There are two SOPR menus and commands that help in the 
maintenance of the SOPR journal file only; they are ASSIGN and 
CLOSE. They are described in this section. They cannot be used 
with any other journal files. 


There are two types of messages: status and informational. 
Status messages specify errors that affect either the invocation 
Or processing of the SNA program products. Status messages are 
written both to the facility journal file and to the SOPR journal 
file. Status messages are also written to the error-out files 
for both the facility and SOPR. (The error-out file is usually a 
terminal.) 


Informational messages are messages that may or may not 
require a response (for example, messages from the host are 
informational mesSages). Informational messages are written both 
to the facility journal file and to the user-out file for the 
facility. 


Status and informational messages have different formats. 
The format of status mesSages is 


task_gp_id comp_id buname (status) text 


where task_gp_id is the two-character task group identifier of 
the task group reporting the error, and comp_id is the component 
and routine identifiers of the reporting module. 


The remaining components of the message (buname, status, and 
text) are in the standard MOD 400 format. For example, if the 
system cannot invoke the RJE, ITF, or SFT because no Logical 
Resource Number (LRN) is available, the following message is 
generated: 


LO A6é SNA: (5B0830) 2B NO LRN AVAILABLE 

The format of informational messages is 

task_gp_id text 
where task_gp_id is the two-character task group identifier of 
the task group reporting the message, and text is the message 
text. 

For example, assume that a device specified for the 
Configurator was not configured as an ATD device. The following 
message is generated: 

LO SNA: (5B5B74) WARNING: DEVICE ERROR OR ATD NOT CONF 

Messages written to journal files have a time and date 
attached to them; messages that are displayed on terminals do 


not. For example, the status message illustrated above could 
appear in a journal file as: 
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1982/01/29 0855:14.950 LO A6 SNA: (5B0830) 2B NO LRN 
AVAILABLE 


This means that the error message was written to the journal file 
on January 29, 1982, at 14.950 seconds after 8:55 AM. Time is 
recorded in military format. 


Meanings of messages are discussed in either the appropriate 
facility user's or operator's guide or in Appendixes A, B, or D 
of this manual. 

AINTENANCE UT TIE 


Utility programs are provided to help maintain network 
Operation and locate problems. These utilities include: 


e Endpoint Tracing Facility 
@ DARTS | 

@ SNAMAP 

@e SNEDIT. 


Endpoint Tracing Facility menus and commands are described 
earlier in this section. DARTS, designed for use in conjunction 
with the Endpoint Tracing Facility, is described in the DARTS 
User*s Guide. 

SNAMAP is, an ECL-only command. It is not available as a menu 
selection, and cannot be invoked from the system task group. It 
is a diagnostic tool to display SNA tables and data structures 
from any group that is not running in a swappool. SNAMAP output 


should be directed to a hard-copy device though prior use of a 
File Output (FO) command. 


SNEDIT is also an ECL-only command. It is not available as a 
menu selection, and cannot be invoked from the system task 
group. It is designed to display SNA journal files interactively 
through the use of prompts and commands. 

AMA Lit 
The format of the SNAMAP command is: 
SNAMAP [ctl_arg] 
ARGUMENTS : 
ctl_arg 


You can specify any combination of the following control 
arguments: 
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Display all Transport Facility internal data structures, 
including: 


LRN-LNT tables 

Logical node tables 
Half—session control blocks 
Station tables 

Receive channel tables 
Transmit channel tables. 


Display the SNA root vector table. 


Display all SNA facility internal data structures, 
including: 


Associated logical node control block 
Administrative and Control Services control table 
Link Control control table 

control table 

PU control block 

LU control table 

LU control block. 


@9ee@e@ 6 @ 
tg 
G 


Set the display line length to 132 characters (suitable 
for a line printer). The default value is 80 characters 
(Suitable for a display screen), if you are filing out to 
a terminal or 132 characters if you are filing out to a 
printer. 


Scroll the display output. SNAMAP prints 22 lines of 
Output at a time, then pauses. ‘ro continue the output, 
touch the RETURN key. 


List the available ECL arguments. 


DESCRIPTION: 


SNAMAP displays SNA tables and data structures, listed by 
function. 
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After processing the SNAMAP command,.the system responds 
with: 


READY 


A partial sample of SNAMAP output is shown in Figure 7-1. 
EDIT Utilit 


The SNEDIT utility allows the user to examine SNA journal 
files interactively through the use of prompts and commands. 
SNEDIT is a program which allows you to enter commands to specify 
parameters to define which journals you wish to display. MThis 
utility also allows you to access or dump a file that is being 
used by another source, 


The SNAEDIT utility bound unit is located in the directory 
>>SYSLIB2 and must be invoked as a standard MOD 400 program. To 
invoke SNEDIT,.type 


SNEDIT 
A partial sample of SNEDIT output is shown in Figure 7-2. 
SNEDIT FILES 


The SNEDIT utility uses the standard MOD 400 uSer-in, . 
user-out,.and error-out files for accepting and displaying 
journal file records. If the user-out file is a terminal,.only 
the first 80 bytes of the journal record are displayed. (SNEDIT 
Supports two commands,.IN and UN,.that allow the window to be 
moved.) If the user-out file is a printer,.then the entire 
128-byte record is written. If the user-out file is a disk file,. 
the entire record is copied. 


SNEDIT COMMANDS 

The SNEDIT utility supports two classes of commands. 

Class 1 commands get executed immediately when they are 
entered. These commands effect the environment and processing of 
SNEDIT. 

Class 2 commands are queued for processing. These commands 
enter the parameters used to display the journal files,.and are 
not processed until you give the GO command to start processing. 


The following pages describe the commands that are used with 
the SNEDIT utility. 
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SNA RUOT VECTUR: 26011 


ZxSCB $: 90185 ZxXxGCB : 0v486 ZXDU $$ 02471 ZAPUST$ V29C4 ZXDUPRK: 02513 
ZXVPST$ O2@ESA ZXSPROs O22CKV ZxXSRCT$ O27n6 ZXSWT $: U2EB6 ZNATIMS 15A4%5 
ZUERS : O1FC6 ZMGETL$ 01799 ZsGeTAs V17A0 ZMRTKRWS O176F ZNBGET: 15Céb6 
ZNBRTNS 45053 ZNSEGCTS: 15600 ZWBRKTS3 15bCb6 ZMUvSYs 15A55 ZMORSY?3 19A57 
ZMUSTS:3 345A59 ZvVSTRB$s 3B1EA ZxC_SLis VUee27E ZXO_TwKs $155 ZXTESTS$ 15A601 
ZXREQ & 92e&C389 ZNSTAK$ 2@52eC0 ZivTSbws 361E2 ZNALNIS S7CES3 ZNBFIC4S 379AQ 
ZNBICB: 1599E ZiWLRN $ 860034 ZNSMOUS UEBUF ZWSMOLS LOAAF ZNebIWs 15017 
ZNBBAT: 15AE6 ZNSBUT: 15B1C ZiipoSL: 15656 ZwipGos 15606E ZNBBRKBS 158Ae 
ZNBBOUS {SBDF ZNBBAC: 26242 ZvBsa0ces 203uC ZNeBRS$ 267A ZNBBRLS 268657 
ZNBBIU: pol10e ZNBGCT: 26354 ZivoISls eeC7e ZWEVEws 14958 ZQEKIT’ 417C5C 
ZUPLART:3 17BF5 ZWELRT? 1609F9 ZyEpUb: 169C2 ZUMUSNKS LT77E9 ZUMRKET? 1796C 
ZOEPUCS 48AEC Z9ELCR? 1BAAB ZiuBTRAS 2@€6C14 ZVWLSPL S$ 27907 ZNLSOPSs 2&7837 
ZNLSFC3 27896 ZNLSEB!: 27861 ZNLSUos C7BGE ZNLLOT: $7503 ZNRFCUNS 2@659C 
ZNPKCV: 27404 ZivPOISs: 26503 ZivPGUINES 27659 ZNBBURPS 2672eE ZNLRWL$ 37763 
ZNUMQUs QguOoUY ZieRUM $ 7JEEBS ZuEASUS 16954 ZwEASAS 18932 ZQMULWS 17443 
LRINeLINNT TABLE: 37783 
LRN : O10 
LNT © 353A5 
NEXT LNTs QOUO0O 
LUGICAL NUDE TABLE FUR LRN O10 
LiVOPID: Li LNWOIUDS FLNUDE LiniyrPes Iw LiVRCTPS 19bA3 
LNLCTP: 190C6 LNLiVTP $s O0Q0U0 LivMILus Oj LIVMAXLUS Q2 
LNDART: 0300 LWFLAG? QOU] LNATSo: OVY00Y LIVDTSB3 UVUoUD 
LNCORFU: Q000 LNRUSZ$ 256 LiVLk § 010 LIVACLIVS UVU0Ud 
LNSESS: 00 LNNRSPs$ 000% LNTRWSS OUQUGOOY 
LINTROR: 00000000 
LIVI PU HSCB INFORMATIUN: 
LNGAUIs UQ4Y LLUHBS 355E3_— 
LNT LU O01 *=> G2 HSCH LNFURMATIOUNS 
LNNAUIs U140 LNLUHBS 35363 
LNNAUL?s Ue4g LNLUHB: 358E3 
HALF SESSION CONTROL BLUCK: 355E3 
HSCHID: HSCH HSLNTRS 353A3 HSSLTS: 574863 HSLLTS: 37486 
HSFSMWs VO00 HSSCIO: 0000 MSSESW: YVOQ4G0 HSEFSTs G0UU0 
HSPQLive O000 HSPWHD: OQO000 HSPGTL: GOQ000 HSSULNS UYUO 
HSNFSYs ON000 HSROULiVE GQ00 HSRGQHDS VQ0090 HORWTL: OQ0UY 
HSPCRPs: VQ0OO090 HSPCCRP:s QOUDU HMSPCSAs vQV0 HSPCSNS 90576 
ASPCSFs: 8000 HSPCSBs 00000 nASPCSRs 0017 HSPCSTs yvudoo 
HSPHBS: 0010 HSPCPH: 35E43 HSIFSINS VO0O HSIFRNS$ QQ00 
HSIFRT: 44561 HSIFWTs QOO0O0U HSTROS: G000 HSTRGRs 0000 
HSTPRSs: HSTNRSs: 0000 HSTPRKRS vGUO ASTNRKS 0000 
HSTCHS:s 00000000 
HSTCHR:e 00000000 
HSTSRT:s O25AE7DF7F7A 
SSCP -> LU TS PROFILE: 37483 
Be RWegRa, Seen eau ea f wo @ 
5453 5046 0001 0000 O0GYU VOLO ODOUVUU OULD 
Figure 7*1. Information Displayed by SNAMAP 
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| SNEDIT 
CARD COMMAND? 


% 


(AA) 
CAA) 
CAA) COMMANDS 
CAA) 
(AA) 
(AAD 
(AAD 
(AAD 
(AA) 
| (AA) COMMAND? 
TD docen 
(AA) COMMAND? 
JN SOPR JIRA. 
CAR) COMMAND? 
SD 1985/01/14 
CAA) COMMAND? 
ST 1308 
CAA) COMMAND? 
ED 1985-04718 
CAA) COMMAND? 
ET 1355 
CAA) COMMAND? 
GO 
CAAA 
CAAYATARGET DIRE 
CAAYA >>CCD 
CAA AJOURNAL NAM 
CAAA SOPR_JRNL 
CAAYASTART DATE: 


se 
~ 
Cc 


GE 


CAADA 1985/0171 
CARIASTART TIME: 
CAADA 1308 


CAADAEND DATES 
CAAA T9BS/O174 
CAAAEND TIME s 
(AAA TBR 
CAAAGROUP ID: 
CARAIA 
CAAIAINDENT 
CAAA 

CHAIA 
CARIAISBS/O01 7/11 
CAAIATSBS/01/11 
CAAIATISES/O1711 
CAAIATSES/O1V/ 14 
CAB AIGES /O01/714 
CAAIATSBS/O1/ 14 
CAR IATSBS/O1/S 14 
CAA ATSEY/O1/16 
CARD AT9IBS/01/718 
CAHAIATYSES/O1/18 
CAAIATISBS/O1/18 
CAAIATIBS/O1/18 
CARADATS BS /01/718 
CAA ATSBU/01/18 
CAA ATISES/O1/16 
CAAIATSBS/U1/18 
CAAIATIBS/O1I/18 
CAAIATVES/O1/18 
CARI AI9BS/01/18 
CAA COMMAND? 

QT 

CAAIRDY: 


Valu 


Figure 7+2. 


(TARGET DIRECTORY) JN (JOURNAL NAME) SD CSTART DATE) 


(START TIHE) 
CUNDENT) 


Po 
a 


(GROUP 


CTORY8 


Es 


4 


8 


Es 


1308°33.2504¢4 
T314553.7008A 
1314254. 900A 
13271°06.850$A 
1323219 .0508A 
1524526 .6508A 
13924529 .,.850%4 
1327502. 10064 
1332529. 7504P 
1332534. 9508A 
1I3SUF47. 80084 
1335243. 150iP 
1336501. 150A 
1336°071.850¢8 
1353225. 150¢A 
1353730. 30084 
1353532. 200A 
1353933. 050L0 
1359°40,.200$A 


(LIST SNEDIT 
(LIST COMMANDS & USER PARAMETERS) 


ED <END DATE) ET CEND TIE) IN CINDENT) 
COMMANDS) AC CALL COMMANDS > 


E CESCAPE PROCESS) 


Ib) SC (SCROLL) GO CPROCESS COMMANDS) GT (QUIT) 
BREAK KEY (#*BREAK#* 


vc UW / FI) 


Ge ERE ADDY 
S3SSHUTDOWN 
S2*READY 

S2*eREADY 

ST NODE=SPISO1 ; 
St NODE=SPISO1 ;» 
$1 NODE=SPISO1 ; 
S2*READY 

SNAS SB SBea (34) 
$1 NODE=JOHN ITF, 
Si NODE=JOHNITF, SOURCE=L INK 
TO SNA SB SBSO (394) ACTIVE NODE RECEIVED 

St De SOURCE=PATH CTL, EVENT=01, STATE/ERROR=8004 
$1000002962D000004014F EF 90008004 00000D00000000000000000000 
Se*XREADY 


SOURCE =L. INK 
SOURCE =L. INK 
SOURCE =L. INK 


CTL, 
CTL» 
CTL» 


EVENT=O1> 
EVENT=0O71, 
EVENT=OA, 


STATE /ERROR=0003 
STATE /ERROR=0006 
STATE /ERROR=0000 


WARNING: NO 
SOURCE=L. INK 


SECONDARY USER 
CTL, EVENT=0O1, 
CTL, EVENT=O1, 


LOGON VIA THIS 
STATE/ZERROR=0003 
STATE /ERROR=0006 


St NODE=JOHNOITF, SOURCE=LINK CTL, EVENT=O1, STATE/ERROR=0003 
$1 NODE=JOHNOITF, SOURCE=LINK CTL, EVENT=01, STATE/EKROR=0006 
IQ SNA SB SBSO (37) ACTIVE NODE RECEIVED 

S1 NODE=JOHNLITF, SOURCE=LINK CTL,» EVENT=01, 


STATE/ER ROR =0004 


Information Displayed by SNEDIT 
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TERMINAL 
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°~ 


oJ) 


FORMAT: 


ze 


CLASS: 1 


ARGUMENTS : 


There are no arguments associated with this command. 


DESCRIPTION: 


Displays a list of all of the SNEDIT commands. 
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a mn cant RRM AUB 8 BASRA EAI SAN YUM AT SA EDEN 


TD 


TD (Target Directory) 

FORMAT: 
TD pathname 

CLASS: 2 

ARGUMENTS : 

pathname 
The directory containing the journal files. 

DESCRIPTION: 
This optional command is used to set your working 
directory to the directory containing the journal file(s) 
you wish to display. If the TD command is not specified, . 
the current working directory is assumed. 


EXAMPLE: 


TD >>CCD 
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JN 


JN (Journal Name) 
FORMAT 
JN journal name 
CLASS: 2 
ARGUMENT: 
jJOurnal name 
ashe name of the journal file to be displayed. 
DESCRIPTION: 


This required command specifies the name of the journal 
to be displayed. 


EXAMPLE: 


JN RJ EP3L6 
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SD 


SD (Start Date) 
FORMAT: 
SD [yyyy/mm/dd] 
CLASS: 1,2 
ARGUMENT: 


yyyy/mn/ dd 
The date of the first journal record to be displayed. 


DESCRIPTION: 


This optional parameter indicates the date of the first 
record in the journal file you wish to display. If you 
enter the SD command without specifying a date, .you 
cancel a previously set start date,.or set the starting 
date to the date of the first record in the journal file. 


NOTE 
If you choose to enter a date,.you must enter an 
exact date. If a record for that date is not found, 
no records are displayed and you get an error message. 


EXAMPLE: 


SD 1984/01/25 
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ST 


ST (Start Time) 
FORMAT: 
ST [hhmm] 
CLASS: 1,2 
ARGUMENT: 


hhmm 


The time of the first journal record to be displayed. 
Time is entered as military time. 


DESCRIPTION: 


This optional parameter indicates the time of the first 
record in the journal file you wish to display. If you 
enter the ST command without specifying a time, .you 
cancel a previously set start time,.or set the starting 
time to the time of the first record in the journal file. 


NOTE 
If the starting time you enter does not exist for 
the starting date,.records beginning with the next 
greater time are displayed. 
EXAMPLE: 


ST 1015 
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ED 


ED (End Date) 
FORMAT: 
ED [yyyy/mm/dd] 
CLASS: 1,2 
ARGUMENT: 
yyyy/mm/dd 
The date of the last journal record to be displayed. 
DESCRIPTION: 
This optional parameter indicates the date of the last 
record in the journal file you wish to display. If you 
enter the ED command without specifying a date,.you 
cancel a previously set end date,.and set the ending date 
to the date of the last record in the journal file. 
NOTE 
If you enter a date for which there are no records, . 
that date is considered to be the ending date and 
no records for that date are displayed. 


EXAMPLES: 


ED 1984/01/25 
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KT 


ET (End Time) 
FORMAT: 
ET [hhmm] 
CLASS: 1,2 
ARG UMENT : 


hhmm 
The time of the last journal record to be displayed. 
Time is entered as military time. 


DESCRIPTION: 
This optional parameter indicates the time of the last 
record in the journal file you wish to display. If you 
enter the ET command without specifying a time,.you 


cancel a previously set end time,.or set the ending time 
to the time of the last record in the journal file. 


NOTE 


If you enter an ending time for which there is no 
record,.then the next greater time is used. 


EXAMPLE: 


ET 2304 
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GP 


GP (Group ID) 

FORMAT: 
GP [group id] 

CLASS: 1,2 

ARGUMENT: 

group id 
The group id of the records to be displayed. 

DESCRIPTION: 
This optional command specifies the group id for which 
records are displayed. If left null,.the GP command 
cancels the previously specified group id. 

EXAMPLES: 
GP AA 


Specifies that you wish to display records for group AA. 
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IN 


IN (Indent) 


FORMAT: 


IN [indent value] 


CLASS: 1,2 
ARGUMENT: 


indent value 


The number of spaces you wish to move the window to the 
right. 


DESCRIPTION: 


This optional command allows you to move the window the 
specified number of spaces to the right. The indent 
value is cumulative. If you indent 5 spaces,.then indent 
10 spaces, .the window will be at 15. MThis value does not 
reset until you either undent (UN) an equal number of 
spaces or give the IN command without specifying an 
indent value. This value is also self-limiting. You 
cannot indent the window more than 128 characters. 
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UN (Undent) 
FORMAT: 
UN [Undent value] 
CLASS: 1,2 
ARGUMENT: 


Undent value 


The number of spaces you wish to move the window to the 
left. 


DESCRIPTION : 


This optional command allows you to move the window the 
specified number of spaces to the left. The undent value 
is cumulative. If you undent 5 spaces,.then undent 10 
spaces, .the window will be 15 to the left of where you 
started (but not below 0). This value is self-limiting. 
You cannot undent the window beyond space 0. 
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LS 


LS (List Command Parameters) 
FORMAT: 
LS 
CLASS: l 
ARGUMENTS : 


There are no arguments associated with this command. 


DESCRIPTION: 


This command displays a listing of the current parameter 
settings for the following SNEDIT commands: 


TD (target date) 
JN (journal name) 
SD (start date) 
ST (start time) 
ED (end date) 

ET (end time) 

GP (group id) 

IN (indent) 
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AC 


AC (All Commands) 
FORMAT: 
AC 
CLASS: l 
ARGUMENTS : 


There are no arguments associated with this command. 


DESCRIPTION: 


This command brings up a series of SNEDIT commands (TD, . 
JN, SD, ST,.ED,.ET, GP,.and IN). You are prompted to 
enter the parameters associated with the individual 
commands. Pressing RETURN in response to a prompt 
cancels the previous value of that parameter. After all 


of the prompts have been displayed, you will be returned 
to command line. 
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GO 


GO (Process Input Commands) 
FORMAT: 
GO 
CLASS: 1 


ARGUMENTS : 


There are no arguments associated with this command. 


DESCRIPTION: 


Displays a listing of SNEDIT parameters followed by a 
listing of the journal records which those parameters 
specify. Any errors encountered are written to the 
error-out file. When all of the records have been 


displayed, .the display is terminated and the COMMAND? 
prompt is displayed. 


CR57-02 


E (Escape Process) 

FORMAT: 
E ecl command 

CLASS: 1 

ARGUMENTS : 

ecl command 
The ECL command to be processed by the EC processor. 

DESCRIPTION: 
Allows you to temporarily escape from SNEDIT in order to 
process an ECL command. When the EC processor has 
executed the command you entered,.you are automatically 
returned to SNEDIT and the COMMAND? prompt is displayed. 

EXAMPLE: 


KE LWD 
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QT 


QT (Quit) 
FORMAT: 
OT 
CLASS: 1 
ARGUMENTS : 
There are no arguments associated with this command. 
DESCRIPTION: 
This command terminates SNEDIT. QT closes all files,. 
returns all memory,.and sets the working directory to the 
directory you were in when you invoked SNEDIT. 
NOTE 
This command can only be executed when you are 


scrolling or when the COMMAND? prompt is displayed 
on your terminal. 
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BREAK 


BREAK (Break Process) 

FORMAT: 
Press BREAK Key 

CLASS: 1 

ARG UMENTS : 
There are no arguments associated with this command. 

DESCRIPTION: 
Temporarily interrupts the currently executing task. The 
**BREAK** message is displayed on your terminal. To 
resume processing, .SNEDIT supports the following MOD 400 
features: 

PI (PROGRAM INTERRUPT) - continues processing 


UW (UNWIND) - terminates SNEDIT 
NEW_PROC (NEW PROCESS) - restarts the group 
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SC 


SC (Scroll) 
FORMAT: 
SC 
CLASS: 1 
ARGUMENTS : 
There are no arguments associated with this command. 
DESCRIPTION: 
Displays 24 lines at a time on your terminal. Press the 
RETURN key to advance to the next 24 lines. To quit 


scrolling, .type in QT and the COMMAND? prompt will be 
displayed on your terminal. 
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Appendix A 


SNA TRANSPORT 
FACILITY MESSAGES 


The SNA Transport Facility generates three types of messages: 


1. Messages associated with the execution of SNA Operator 
Control (SOPR) 


2. Messages generated by the Unsolicted Message Processor 
(UMP) 


3. Messages generated by the Transport Facility executing in 
an SNA network. 


SNA ERATO NTROL MESSAGE 


The following messages are generated by the Transport 
Facility and are related to the execution of SOPR: 


05BCO0 INVALID NUMBER OF OPERATORS IN CONFIGURATION 
Cause: The number of SOPR operators (specified when 
SOPR was configured) is not a number between 1 
and 6. 
Effect: SOPR is not invoked. 
Action: Correct the USERS keyword in the SNA 


Configurator input for SOPR,.create the new 
configuration file,.and invoke SOPR again. 
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05BC1 


0 5BC2 


05BC3 


05BC4 


UNABLE TO LOCATE OR RELEASE SNA GLOBAL SEMAPHORE 


Cause: 


Kifect: 


Action: 


ATTEMPT 


Cause: 


Effect: 


Action: 


A non-SNA task has defined a semaphore with 
identifier SN. 


SOPR cannot initialize and, therefore, cannot 
execute, 


Make sure that no non-SNA tasks define 
semaphores with identifiers SN, and reinvoke 
SOPR. 


TO ACTIVATE DUPLICATE NODE OR LU 


A node with the same name or an LU with the 
same identifier as the one you are trying to 
activate is already active. 


The new node or LU is not activated. 
Verify the correct node name or LU identifier 


and retry. Use the STATUS command to list the 
node name or LU identifier. 


COMMAND NOT RECOGNIZED 


Causes: 


Effect: 


Action: 


The SOPR command entered is either misspelled 
Or not supported. 


The command is not executed. 


Check Section 2 for a list of supported 
commands and their proper spelling and retry. 


NON-NUMERIC DATA ENTERED IN NUMERIC ARGUMENT 


Cause: 


Effect: 


Action: 


Nonnumeric characters were specified ina 
command argument that requires a numeric 
argument. 


The command is not executed. 
Check the allowed values for the argument (See 


Section 2), correct the argument value, and 
retry. 


A-2 | CR57-02 


05BC5 


0 5BC6 


0 5BC7 


0 5BC8 


MISSING 


Cause: 


Effect: 


Action: 


OR INVALID COMMAND ARGUMENTS 


A required argument is missing, an invalid 
combination of arguments is specified, an 
argument is specified incorrectly, or a 
specified argument is not supported by the 
command. 


The command is not executed. 
Check Section 2 for the correct command 


syntax, valid arguments, and valid argument 
combinations; retry the corrected command. 


LOGON REJECTED - MAXIMUM OPERATORS LOGGED ON 


Cause: 


Effect: 


Action: 


The maximum number of SOPR operators is 
already logged on. 


Log-on as a SOPR operator cannot take place 
until one of the operators currently logged on 
logs off. 


Wait until at least one SOPR operator logs 
off; then log on. If the number of SOPR 
Operators is not large enough, change the 
value of USERS in the SOPR configuration file. 


REQUESTED LINE NOT ACTIVE 


Cause: 


Effect: 


Action: 


The line name specified in the command refers 
to a line that has no active nodes connected 
to it. 


The command is not executed. 
Check the spelling of the line name in the MOD 


400 CLM file: submit the command with the 
correct line name. 


REQUESTED LOGICAL UNIT NOT ACTIVE 


Cause: 


Effect: 


Action: 


The LU identifier specified in the command 
refers to an LU that is not active. 


SOPR cannot collect any information about an 
inactive LU; the command is not executed. 


Check that you specified the correct LU 


identifer, or wait until the LU is active 
before you retry the command. 
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0 5BC9 COMMAND REJECTED - TRANSPORT FACILITY NOT ACTIVE 
Cause: The SNA Transport Facility has not been 
activated; this command cannot be entered 
until the Transport Facility is activated. 

Effect: The command cannot be executed. 

Action: Wait until the Transport Facility is 
activated; then enter the command. (The 
aransport Facility is automatically activated 
when either the ITF or RJE is invoked.) 

0O5BCA LOGON REJECTED - INUSE TABLE CORRUPTED 


Cause: An internal error haS occurred within an SOPR 
internal table. 


Effect: You cannot log on to SOPR. 

Actions Contact your service representative; if 
possible, dump the SA task group to aid in 
problem determination. 


~05BCB REQUESTED NODE OR TASK GROUP NOT ACTIVE 


Cause: The node or task group specified in the 
command is not active. 


Effect: The command is not executed. 

Action: Check that you specifed the node or task group 
correctly (use the STATUS command to list the 
node or task group, if necessary) and resubmit 
the command. 

05BCC SA TASK GROUP CAN NOT BE PURGED 


Cause: The SA task group (the SOPR task group) is not 
eligible to be purged. 


Effect: The SA group is not purged. 


Action: Wait until $A is eligible to be purged. 
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O5BCD NODE NAME MUST BE ENTERED 
Cause: A node name was not specified. 
Fffect: The command is not executed. 


Action: Check the syntax of the command in Section 2; 
specify the node name and retry the command. 


0 5BCE -CN ARGUMENT MUST SPECIFY 'ON' OR 'OFF' 


Cause: An argument other than ON or OFF was specified 
after the -ON control argument. 


Effect: The command is not executed. 


Action: Specify the correct value after -ON and retry 
the command. 


05BCF INVALID ARGUMENT PARAMETER 

Cause: One of the arguments specified in the SOPR 
command has an invalid value. Common causes 
of this error are a value longer than the 
allowed value, a value specified when none is 
allowed, .or no value entered when one is 
required. 

Effect: The command is not executed. 


Action: Check the syntax of the command (Section 2), 
correct the command,.and retry it. 


O5BD0 LOGOFF CAN ONLY BE ENTERED FROM LISTENER TERMINAL 
Cause: A LOGOFF command was issued from the device 
specified as the SOPR_DEVICE, which is not 
connected to the Listener. 
Fffect: The LOGOFF is not processed. 
Action: None required. 


O5BD1 REQUIRED ARGUMENT PARAMETER MISSING 


Cause: A required value for an argument to an SOPR 
command iS misSing. 


Effect: The command is not executed, 


Action: Check the syntax of the command (Section 2), 
and retry the command. 
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05BD2 ACTIVATE FAILED DUE TO DUPLICATE LINK ADDRESS 
Causes An attempt was made to activate a node using 
the same PU link address as that of another, 
already active, node. 

Effect: The node is not activated. 

Action: Either stop the already active node or change 
the link address of the nonactive node, and 
retry the command. 

TED ME E MESSAGE 
The Transport Facility displays messages received from the 
UMP. UMP messageS can be either diagnostic messages or 
informational messages. All UMP messages have the following 
format: | 
SA rt_id NODE=node, SOURCE=src, EVENT=code, STATE/ERROR=state 
rt_id 


Identifier of the Transport Facility routine reporting 
the message. 


node 


One- to eight-character name of the node associated with 
the error. 


sre 


Name of the Transport Facility component generating the 
message. src is one of the following four names: 


BASELINE 
LINK CTL 
PATH CTL 
TRAN CTL 
code 
Two-digit event code of the message. 


state 


State or error code for the message. 
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For example, the following message might be generated by the 
Administrative and Transport Facility: 


SA Sl NODE=NODE1, SOURCE=LINK CTL, EVENT=01 STATE/ERROR=0003 


The UMP mesSages are arranged according to source name 
(BASELINE, LINK CTL, PATH CTL, and TRAN CTL). 


Table A-l contains a list of EVENT and STATE/ERROR codes for 
SOURCE=BASELINE. ‘Table A-2 contains EVENT and STATE/ERROR codes 
for SOURCE=LINK CTL. Table A-3 contains error coees for events 
02 through 07. Table A-4 contains EVENT and STATE/ERROR codes 
for SOURCE=PATH CTL. Table A-5 contains EVENT and STATE/ERROR 
Codes for SOURCE=TRAN CTL. 


Table A-l. EVENT and STATE/ERROR Codes for SOURCE=BASELINE 


STATE/ 
EVENT | ERROR Meaning 


Host link has timed out waiting for host 
response. Recovery is in progress; no action 
| is required. Increase the timeout value 
| (STATE_TIMER) specified in the configuration 
file for this node. 


Inbound message hasS timed out waiting to be 

| sent to host. Retry is in progress; no action 
is required. Increase the time limit 
(FRAME TIMER) in the configuration file for 

| this node. 


Logic error exists and affected session has 
been suspended. No recovery is possible for 
that terminal. 


Table A-2. EVENT and STATE/ERROR Codes With SOURCE=LINK CTL 


| STATE/ 
EVENT | ERROR Meaning 


Ol 0000 
Ol 0001 


Inert state. No corrective action possible; _ 
rebootstrap the DPS 6. 


Link disconnected state. No corrective 
action possible. 
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Table A-2 (cont). EVENT and STATE/ERROR Codes With 
SOURCE=LINK CTL 

STATE/ | 

ERROR Meaning 


EVENT 


Disconnect required state. 


Host link physical connection complete. No 
response is required. 


Disable state. 

Link timed out waiting for host SNRM. Link 
will continue to await SNRM. Informational 
message; no corrective action required. 
Host link communication successfully 
established. Informational message; no 
corrective action required. 


Protocol error. No corrective action 
possible. 


Retries exceeded. No corrective action 
required; recovery in progress. 


No path. Reestablish telephone connection. 
Maximum bus NAKs received. No corrective 
action required. 


Free memory exhausted. No corrective action 
required. 


Procedure error. No corrective action 
required. 


XID received. Informational message; no 
corrective action required. 


TEST command received. Informational message; | 
no corrective action required. 


SNRM received in ITS state. Informational 
message; no corrective action required. 
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Table A-3. Error Codes for Events 02 Through 07 


(SOURCE=LINK CTL) 


Meaning 


Hardware error. 
Free memory exhausted. Increase SS 
memory pool in CLM or modify pacing 
values at host NCP. 

Unexpected DM frame received. 


Unsolicted final bit received. 


No path to destination: physical 
connection to host has been lost. 


Non-zero reSidual range. 
Maximum number of retrys exceeded. 


Maximum number of bus NAKs occurred. 
Hardware error. 


Invalid frame type received. 


Long record received or attempted to 
be sent. 


Frame cannot contain text. 

N(R) error occurred. 

Error occurred in receive station. 
FRMR received. 

Not uSing extended IORB format. 


IORB queued for wrong interface mode. 
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Table A-4. EVENT and STATE/ERROR Codes With SOURCE=PATH CTL 


| STATE/ | 
EVENT | ERROR Meaning 


Refer to Appendix C for sense data. 


Refer to Appendix C for sense data. 


No BEGIN segment (Segment error).- This is 
an SNA protocol violation. No corrective 

action required. Some data may have been 

lost. 


SNF not the same (Segment error). This is 
an SNA protocol violation. No corrective 
action required. Some data may have been 
lost. 

Internal error; no recovery possible. 
Frame sent, OAF out of range. 


Frame sent, PHB pointer destroyed. 


Frame sent, chain pointer destroyed. 


No transmission buffer exists. 
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Table A-5. EVENT and STATE/ERROR Codes With SOURCE=TRAN CTL 


STATE/ 
EVENT | ERROR Meaning 


Refer to Appendix C for sense data. 
Refer to Appendix C for sense data. 


Unexpected response (RQR) received. This is 
an SNA protocol error. No corrective action 
required. 


Unexpected RU received while processing 
clear. Informational message; no corrective 
action required. 


Unexpected pacing RQ received. Informational 
message; no corrective action required. | 


Unexpected pacing RSP received. 
Informational message; no corrective action 
required. 


SC_RU not expedited. Informational message; 
no corrective action required. 


PAC_Q not cleared. Informational message; 
no corrective action required. 


RCV_Q not cleared. Informational message; 
no corrective action required. 


NF_SEND_QOQ not cleared. Informational 
message; no corrective action required. 


READ_TSRB not cleared. Informational 
message; no corrective action required. 


WRITE_TSRB not cleared. Informational 
message; no corrective action required. 
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A_NET 


ESSA 


E 


The following messages are generated by the Transport 
Facility; they may occur during the execution of the facilities 
and describe network status: 


05B20 


O5B21 


05B2 2 


05B23 


05B25 


ENTRY POINT NOT SPECIFIED (COMMAND LINE) 


Causes: 


Effect: 


Action: 


Program product not specified when invoking 
from command line. 


Invocation terminates. 


Repeat invocation, specifying name of program 
product. 


LEVEL 1 C-F COMPONENT ID VERIFICATION ERROR 


Cause: 


Effect: 


Action: 


An attempt was made to invoke a program 
product with wrong type of configuration file. 


Displays error and terminates. 


Respecify correct invocation file. 


SOPR LOAD/INITIALIZATION TIME EXCEEDED 


Cause: 


Effect: 


Action: 


The SA group did not activate within the 
2-minute time delay. 


Displays error and terminates. 
If reason is slow system, repeat invocation. 


If reason iS problem in invocation, check for 
traps reported in >>CCD>SOPR_CI.AO. 


DEVICE AND/OR DRIVER VERIFICATION ERROR 


Cause: 


Effect: 


Action: 


WARNING: 


Causes: 


Effect: 


Action: 


An attempt has been made to invoke interactive 
configurator or ITF from synchronous terminal. 


Displays error and READY prompt. 


Log out and retry from asynchronous terminal 
Or specify ATD terminal in CLM and reboot. 


NO SECONDARY USER LOGIN VIA THIS TERMINAL 


You are invoking ITF and cannot log on as USER 
from this terminal. 


Displays warning and brings up ITF. 


Informational message only. 
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05B26 


05B27 


0 5B28 


05B29 


O5B2A 


05B2B 


CONFIGURATION FILE NOT SPECIFIED (COMMAND LINE) 


Cause: 


Effect: 
Action: 
LUCT NOT 


Cause: 


Effect: 
Action: 
NO SOPR 


Cause: 


Effect: 


Action: 


Node name not specified when invoking from 
command line. 


Reports error and group terminates. 
Specify node name and retry. 
FOUND 


Program product requests an LU that has not 
been configured 


Reports error and keeps running. 


Informational message. 


CONFIGURATION FILE 


No SOPR configuration file can be found in 
directory >>CCD. 


Reports error and terminates. 


Configure SOPR configuration file and 
reinvoke. 


SOPR INVALID GROUP ID (MUST BE SA) 


Cause: 


Effect: 


Action: 


An attempt was made to invoke SOPR from a 
group other than SA. 


Reports error and terminates. 


Configure SOPR configuration file and 
reinvoke. 


MAX FRAME SIZE TOO LARGE 


Causes: 


Effect: 


Action: 


MAX FRAME SIZE configured for SOPR is less 
than that for program product. 


Reports error and terminates. 


Reconfigure line or program product. 


SOPR ALREADY ACTIVE 


Cause: 


Effect: 


Action: 


An attempt was made to invoke SOPR while it is 


already active. 
Reports error. 


Informational message only. 
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0 5B2C 


O5B3A 


05B3C 


05B3D 


O5B3E 


05B3F 


INVALID STRING INDEX 
Cause: Internal error. 

Effect: Reports error. Command is not processed. 

Action: Informational message only. Document what you 
were doing and report error to you service 
representative. 

FATAL ERROR 

Cause: Abnormal termination during SFT session. 

Effect: Current session is terminated. 

Action: No action possible. Document what you were 
doing and send console or terminal printout to 
your service representative. 

FILE SENT TO HOST filename 

Cause: DPS 6 file has been sent to host. 


Effect: Displays information message. 


Action: Informational message only. Can be patched if 
user does not wish to see this message. 


FILE RECEIVED FROM HOST 
Cause: DPS 6 file has been received by host. 
Effect: Displays information message. 


Action: Informational message only. Can be patched if 
user does not wish to see this message. 


SESSION STARTING 


Cause: A session has been started between DPS 6 and 
the host. 


Effect: Displays information message. 
Action: Informational message only. 
SESSION ENDED 


Cause: A session between DPS 6 and the host has 
ended. 


Effect: Displays information message. 
Action: Informational message only. 
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O5BD3 


O5BD4 


0O5BE0 


0O5BE1 


05BE2 


05BE3 


NETWORK 


Cause: 


Effect: 


Action: 


SHUTDOWN IN PROGRESS 


An attempt has been made to 


invoke a program 


product while network shutdown is taking 


place. 


Invocation of program product is rejected. 


Wait for shutdown to complete and retry. 


LOGON REJECTED - NETWORK SHUTDOWN IN PROGRESS 


Cause: 


Effect: 
Action: 
LOGICAL 

Cause: 
Effect: 


Action: 


NO NODES 
Cause: 
Effect: 


Action: 


An attempt has been made to 
user while network shutdown 


Logon is rejected. 


logon as secondary 
is taking place. 


Wait for shutdown to complete and retry. 


NODE ALREADY ATTACHED 


Software problem in program 
Processing cannot continue. 


None possible. Notify your 
representative. 


ATTACHED OR NODE NOT FOUND 
Software problem in program 
Processing cannot continue. 


None possible. Notify your 
representative. 


SIGNALLED NODE NOT ATTACHED 


Cause: 
Effect: 


Action: 


Software problem in program 
Processing cannot continue, 


None possible. Notify your 
representative. 


INVALID LU ID 


Cause: 
Effect: 


Actions 


Software problem in program 
Processing cannot continue. 
None possible. Notify your 


representative. 


A-15 


product. 


service 


product. 


service 


product. 


service 


product. 


service 
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0 5BE4 


05BE5 


0 5BE6 


0 5BE7 


05BE8 


O5BF6 


NO PATH 


Causes: 


Effect: 


Action: 


FROM TSRB TO HSCB 


Software problem in program product. 
Processing cannot continue. 


None possible. Notify your service 


representative. 


SNDM STILL PENDING WHEN DEACTIVATE ISSUED 


Cause: 
Effects: 


Action: 


Software problem in program product. 
Processing cannot continue. 


None possible. Notify your service 


representative. 


ATTEMPT TO DEACTIVATE AN LRN NOT ACTIVATED 


Cause: 
Effect: 


Action: 


Software problem in program product. 
Processing cannot continue. 


None possible. Notify your service 


representative. 


NO STATIONS AVAILABLE TO RESERVE 


Cause: 
Effect: 


Action: 


ATTEMPT 
Cause: 
Effect: 


Action: 


Cause: 


Effects: 


Action: 


Software problem in program product. 
Processing cannot continue. 


None possible. Notify your service 


representative. 


TO RELEASE A STATION NOT RESERVED 


Software problem in program product. 
Processing cannot continue. 


None possible. Notify your service 


representative. 


UNABLE TO BUILD LINK CONTROL BUFFER POOL 


There is less than 5 percent of system memory 
available. 


Processing cannot continue. 
Reconfigure system pool to include more 


memory. 
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O5BF7 


O5BF8 


07 4E6 


074E7 


074E8 


07459 


UNABLE TO RETURN BUFFER TO LINK CONTROL BUFFER POOL 


Causes: 


Effect: 


Action: 


Internal error. Buffer pool has been 
corrupted. 


Processing cannot continue. 


None possible. Take a dump and notify your 
service representative. 


INVALID BUFFER BEING RETURNED 


Cause: 
Effect: 


Action: 


Internal error. 
Processing cannot continue. 


None possible. Take a dump and notify your 
service representative. 


INVALID MCH CODE FOR PUGS 


Cause: 
Effect: 


Action: 


Internal Error. 
AIF aborts. Processing cannot continue. 


None possible. Take a dump, if possible, and 
notify your service representative. 


R.C. ERROR FOR SSTERM SESSION CALL 


Causes: 
Effects 


Action: 


PU CODE 
Cause: 
Effects: 


Action: 


Internal Error. LU cannot terminate. 
Processing cannot continue. 


None possible. Take a dump, if possible, and 
notify your service representative. 


LOGIC ERROR, GET A DUMP 


Internal Error. 
AIF aborts. Processing cannot continue. 


None possible. Take a dump, if possible, and 
notify your service representative. 


INVALID OP. CODE FROM SOPR (PU) 


Cause: 


Effect: 


Action: 


Internal error has caused unrecognizable SOPR 
command to AIF. 


AIF attempts to continue processing. 


None possible. Take a dump, if possible, and 
notify your service representative. 
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074EB 


O74EC 


074ED 


0O74EE 


07 4EF 


INVALID 


Cause: 


Effect: 


Actions: 


SESSION ID FROM SOPR 


User has entered an SOPR command with invalid 
session ID. 


Displays message. 


Retry SOPR command with correct session ID. 


ERROR EXECUTING S$RPMSG 


Cause: 
Effect: 


Action: 


Internal Error. 
AIF aborts. Processing cannot continue. 


None possible. Take a dump, if possible, and 
notify your service representative. 


ERROR EXECUTING SCMDLN 


Cause: 
Effect: 


Action: 


Internal Error. 
Processing cannot continue. 


None possible. Take a dump, if possible, and 
notify your service representative. 


ERROR SPAWNING EMERGENCY DUMP TASK 


Cause: 
Effect: 


Actions: 


Internal Error. 
AIF aborts. Processing cannot continue. 


None possible. Notify your service 
representative. 


MAX NO OF EMERG. DUMPS HAS BEEN REACHED 


Cause: 


Effect: 


Action: 


The error that has caused the dumps to be 
taken continues to occur. AIF cannot handle 
this session. 


This LU discontinues processing with current 
user and becomes available for reaSsignment. 


Informational message only. 
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074F0 PRINT EMERGENCY DUMPFILE:>>CCD>AIF_DUMP FOR GROUP XxX, 
LU_XXX 


Cause: An error has occurred which prevents LU XXX 
from processing. 


Effect: An AIF_DUMP is executed, then the effected LU 
becomes available to another user. Processing 
for other LUsS continues uninterrupted. 

Action: Information message only. 


O74F2 AIF NODE ACTIVE 


Cause: Internal processing between IBM and DPS 6 is 
complete. The node is now active. 


Effect: Displays message. 
Action: Information message only. 
074F3 ERROR REQUESTING THE PUGS (PU) 
Cause: Internal Error. 
Effect: AIF aborts. ProcesSing cannot continue. 


Action: None possible. Take a dump, if possible, and 
notify your service representative. 


O74F4 ERROR CANCELLING A SEMAPHORE REQUEST (PU) 
Cause: Internal Error. 
Effect: AIF aborts. Processing cannot continue. 


Action: None possible. Take a dump, if possible, and 
notify your service representative. 


074F6 ERROR DELETING A SEMAPHORE 
Cause: Internal Error. 
Effect: Processing cannot continue. 


Action: None possible. Take a dump, if possible, and 
notify your service representative. 
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O07 4F7 


074F8 


O07 4F9 


O74FA 


074FB 


07 4FD 


ERROR RELEASING AI SEMAPHORE (PU) 


Cause: 
Effect: 


Action: 


Internal Error. 
AIF attempts to continue processing. 


None possible. 


Notify your service 
representative. - 


INVALID MESSAGE CODE FROM LU (PU) 


Cause: 
Effect: 


Action: 


INVALID 


Cause: 


Effect: 
Action: 
LU TASK 

Cause: 
Effect: 


Action: 


CANNOT ACTIVE NODE: 


Cause: 
Effect: 


Action: 


UNRECOG. 


Causes: 
Effect: 


Action: 


Internal Error. 
AIF attempts to continue procesSing. 


None possible. Take a dump,.if possible, .and 
notify your service representative. 


LU ADDR. FROM SOPR 


User has entered an SOPR command with invalid 
LU address. 


Displays message. 


Retry SOPR command with correct LU address. 


HAS NOT STARTED, .NO LP SRB 


Internal Error. 
AIF attempts to continue processing. 


None possible. Take a dump,.if possible, .and 
notify your service representative. 


(SNA ERROR) 
Internal Error. 
AIF attempts to continue processing. 


None possible. Take a dump,.if possible, .and 
notify your service representative. 


OP CODE IN ASRB BY PU 
Internal Error. 
AIF attempts to abort. 


None possible. Take a dump,.if possible, .and 
notify your service representative. 
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O74FE INVALID AI SEMAPHORE CODE 


Cause: Internal Error. 
Effect: AIF attempts to abort. 
Action: None possible. Take a dump, if possible, and 


notify your service representative. 


O74FF NO AVAILABLE LU TO ASSIGN 


Cause: An application has requested a session, but 
there are no LUS available. Either not enough 
LUs are configured or sessions are not being 
terminated by the application. 

Effect: All LUS are in use. The application 
requesting an LU receives an appropriate 
return code. Processing continues. 


Action: Information message only. 


The following error messages correspond to UMP messages with 
SOURCE=BASELINE. For a description of the messages, see the 
corresponding UMP messages already described in this appendix. 
Table A-6 shows the EVENT that corresponds to each message. 


0 5BE9 TSRB PURGED 

0O5BEA OUT OF INFORMATION TRANSFER STATE 

0 5BEB TIME OUT 

0 5BEC DATA TRAFFIC INACTIVE 

0 5BED RH CATEGORY ERROR 

0 5BEE EXPEDITED FLOW CONTROL ERROR 

0 5BEF PACING QUEUE FULL 

05BFO RU SIZE TOO BIG 

0 5BF1 NOT SC SUPPORTED COMMAND 

O5BF2 SC SEND STATE ERROR 

0 5BF3 RESOURCES NOT AVAILABLE-WRITE REQUEST REJECTED 
O5BF4 SYSTEM MEMORY LOW, LESS THAN 15% AVAILABLE 
0 5BF5 DUMP READ PURGED DUE TO SHUTDOWN REQUEST 
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Table A-6. Correspondence of Messages 
O5BE9 Through O5BF3 With UMr 
Messages With SOURCE=BASELINE 


Message | Corresponding } 
Number EVENT 
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Appendix B 


SNA CONFIGURATOR 
MESSAGES 


The following is a list of all of the error messages 
generated by the SNA Configurator. These messageS appear during 
either interactive configuration or batch configuration. 


During interactive configuration, the messages appear at the 
bottom of configuration forms. In general, the effect is that 
the form is not processed, and the corrective action is to locate 
the erroneous field (marked with one or more question marks), 
maneuver the cursor into it, and correct the entry. 


During batch configuration, the messages appear together. In 
general, the effect is that the file is not processed; and the 
corrective action is to edit the configuration input files, 
correcting erroneous entries, and then to reinvoke the 
Configurator. 


0 5B01 UNKNOWN KEYWORD 
Cause: A keyword was not Specified correctly or was 


specified in the wrong place in an input file 
(batch mode only). 


Effect: The SNA Configurator cannot process the 
keyword or statement. 


Action: Correct the keyword and resubmit the file to 


the SNA Configurator. If the keyword is not a 
required keyword, accept the default. 
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05B0 2 


05B03_ 


05B0 4 


O05B06 


DUPLICATE KEYWORD 


Cause: 


Effect: 


Actions: 


A keyword was specified more than once ina 
context in which the keyword cannot be 
repeated (batch mode only). 


The SNA Configurator ignores the duplicate 
keyword. 


Delete the repetition of the keyword, .if 
necessary. 


UPDATE SUBFUNCTION NOT FOUND 


Causes: 


Effect: 


Action: 


An attempt to update an ITF,.RJE,.or SFT 
facility was made without specifying an update 
subfunction (batch mode only). 


The SNA Configurator cannot process the file. 


Specify an update subfunction,.and resubmit 
the file. 


OUTPUT MEDIA OUT OF SEQUENCE 


Causes 


Effect: 


Action: 


When configuring the output medium pool for 
the RJE Facility,.the devices were not 
specified in the order Punch (C), Exchange 
(E),.and Print (P) (batch mode only). 


The input is ignored. 
Either correct the order in which devices are 


specified or assign devices using RJE Facility 
commands. 


PROCESSING INPUT: 


Cause: 


Effect: 


Action: 


The SNA Configurator has read a block of - 
information up to a period (.). Each input 
keyword follows as it is processed, .along with 
any diagnostic messages. 


Indicates that the SNA Configurator is 
processing input. 


Information only; none required. 
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05B07 


05B08 


0 5B09 


O5BOA 


DUPLICATE PARAMETER VALUE 


Cause: 


Effect: 


Action: 


INVALID 


Cause: 


Effect: 


Action: 


LU_ADDR 


Causes: 


Effect: 


Action: 


A keyword value has been specified more than 
once (batch mode only). 


The SNA Configurator ignores the input. 


Specify the value only once and resubmit the 
file. 


PARAMETER VALUE 


An invalid keyword value, either too short or 
too long, was specified. 


The SNA Configurator cannot process the form 
or file. 


Check the allowed values for the keyword and 
correct it. Interactive--Retransmit the 
form. Batch--Resubmit the file, or, if the 
keyword is not required, accept the default 
value. 


OUT OF SEQUENCE - ADDR FORCED 


LU_ADDRsS are not in ascending order and in 
sequence (batch mode only). 


The SNA Configurator changes the LU address to 
be the next available one in sequence. 


None required. 


ERROR DELETING FILE 


Cause: 


Effect: 


Action: 


An error occurred when the SNA Configurator 
was trying to delete a file as a result of a 
DELETE directive in a successful update of a 
configuration. 


The file is not deleted. 


Retry the command or delete the file uSing a 
MOD 400 command. 
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05BO0B 


05B0C 


05B0D 


O5B0E 


O5SBOF 


UPDATE SUBFUNCTION VALUE ERROR 


Causes 


Effect: 


Action: 


A value was specified incorrectly in an update 
subfunction (batch mode only). 


The SNA Configurator cannot perform the 
update, 


Correct the value and resubmit the file. 


UPDATE SUBFUNCTION SEQUENCE ERROR 


Cause: 


Effect: 


Action: 


An update subfunction was specified out of 
order (batch mode only) 


The update is not performed. 


Put the subfunctions in the proper order,.and 
resubmit the file. 


CONFIGURATION INCOMPLETE 


Causes: 


Effect: 


Action: 


MISSING 
Cause: 


Effect: 


Action: 


MISSING 


Cause: 


Effect: 


Action: 


The SNA Configurator was unable to complete a 
configuration due to missing required 
arguments, .invalid argument combinations, .or 
undefined LUs. 


No configuration file was created. 


Correct the input as indicated by error 
messages; reinvoke the Configurator. 


NODE_ NAME 


NODE_NAME was not specified in a statement. 


The SNA Configurator cannot process the 
form/file. 


Interactive--specify a node name and 
retransmit the form. Batch--correct the input 
file and resubmit it. 


REQUIRED PARAMETER 


A required keyword was omitted (batch mode 
only). 


The SNA Configurator cannot process the file. 


Supply the missing keyword and resubmit the 
input file. 
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05B10 


O5B11 


O5B1 2 


05B13 


INVALID 
Cause: 


Effect: 


Action: 


PARAMETER COMBINATION 


Contradictory keyword values were specified. 


The SNA Configurator cannot process the 
form/file. 


Interactive -- resolve the contradictory 
responses and retransmit the form. Batch -- 
correct the keyword value and resubmit the 
file. 


PRINTER MATRIX INPUT ERROR 


Cause: 


Effect: 


Action: 


Printer matrix information (specified in 
PRINTER statements in an ITF configuration) 
conflicts with the number of printers 
specified in the physical unit 
characteristics. 


The SNA Configurator cannot process the 
form/file. 


Correct the printer specifications or the 
number of printer specified and resubmit the 
file. 


FATAL ERROR FOR FILE PROCESSING 


Cause: 


Effect: 


Action: 


MISSING 


Cause: 


Effect: 


Actions: 


A secondary input file cannot be opened or 
contains an unrecoverable error. 


The SNA Configurator cannot process the input 
file. Previous and subsequent input files are 
processed normally. The unprocessed file is 
identified by another message. 


Correct the pathname or contents of the file 
and resubmit the job. 


SYN TAX 
A required period is missing (after a keyword,. 
after a subfunction,.before end of file) 
(batch mode only). 


The SNA Configurator cannot process the input 
file. 


Correct the syntax,.and resubmit the file. 
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05B14 


O5B15 


05B16 


05B17 


05B18 


CONFIGURATOR ERROR 


Cause: 


Effect: 
Action: 
INVALID 

Cause: 


Effect: 


Action: 


The SNA Configurator was not able to process 
input. 


No configuration information is created. 


Contact your support representative. 


DIRECTIVE VALUE 


An invalid keyword value was specified. 


The SNA Configurator cannot process the 
form/file. 


Interactive--correct the value and retransmit 
the form. Batch--correct the value and 
resubmit the input. 


DIRECTIVE ERROR 


Causes: 


Effect: 


Actions: 


A keyword was specified incorrectly (batch 
mode only). 


The SNA Configurator cannot process the file. 


Correct the keyword and resubmit the input 
file. 


NO CONFIGURATION OPTION 


Cause: 


Effects: 


Action: 


No arguments were specified in the SNA?CONF 
command, 


The SNA Configurator terminates. 


Supply appropriate arguments and reinvoke the 


command. , 


PRINTER MODE - ACCESS DESCREPANCY AT PORT-ADDRESS nn 


Causes: 
Effect: 


Action: 


Batch--A port address iS misSSing or invalid. 
The SNA Configurator cannot process the file. 


Correct the port address and resubmit the 
file. 
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O5B19 


O5B1A 


O5B1B 


O5B1LC 


0 5B1D 


COMMAND LINE ERROR 


Cause> The SNA?CONF command line was typed 
incorrectly. 


Effect: The SNA Configurator terminates. 


Action: Type the command line as specified in 
Section 6. 


INVALID COMMAND LINE ARGUMENT 


Cause: One of the keywords of the SNA?CONF command 
was specified incorrectly. 


Effect: The SNA Configurator terminates. 
Action: Correct the keyword and reissue the command. 
DUPLICATE COMMAND LINE ARGUMENT 


Cause: A control argument in the SNA?CONF command is 
repeated. 


Effect: The SNA Configurator terminates. 


Action: Retype the command line with no duplicate 
control arguments. 


NO DEFAULT PATH FOR COMMAND LINE ARGUMENT 


Cause: There is no default pathname for -BATCH or 


Effect: The SNA Configurator cannot process the input 
file if a batch pathname is missing. The SNA 
Configurator cannot create a listing file if a 
listing pathname is not specified. 


Action: Either specify the pathname explicitly in the 
SNA?CONF command or specify default pathnames 
when configuring the SNA Configurator. 

BATCH PRIMARY INPUT FILE NOT DEFINED 


Cause: The -BATCH control argument was specified, but 
there is no explicit or default pathname 
available for the primary input file (batch 
mode only). 


Effect: The SNA Configurator terminates. 
Action: Reenter the command, specifying a primary 


input file pathname in the -BATCH argument. 


B-7 CR57-02 


O5B1E 


O5B2A 


O5B5B 


O5B5C 


LU TYPE 


Cause: 


Effect: 


Action: 


LINE MAX 


Cause: 


Effect: 


Action: 


MISMATCHES STD SESSION TYPE 


The LU type is not the same as the previously 
entered STD session type. 


Interactive--the Configurator cannot process 
the form. Batch--the Configurator cannot 
process the input file. 


Interactive--change the LU type and retransmit 
the form. Batch--correct either value and 
resubmit the file. 


I-FRAME SIZE LESS THAN PU I-FRAME SIZE 


The maximum frame size specified for an SNA 
line is less than the request unit size 
specified for a PU. 


Interactive--the Configurator cannot process 
the form. Batch--the Configurator cannot 
process the input file. 


Interactive--change the request unit size and 
retransmit the form. Batch--correct either 
value and resubmit the file. 


NODE_NAME MUST BE [CONF |SOPR] 


Cause: 


Effect: 


Action: 


A NODE_NAME keyword for the SNA Configurator 
or SNA Operator control did not have the 
required value. 


The Configurator cannot process the form/file. 


Interactive--specify the correct node name and 
retransmit the form. Batch--correct the 
erroneous keyword and reinvoke the 
Configurator. 


ONLY [Y|N{AT{UA] IS VALID FOR THIS ENTRY 


Cause: 


Effect: 


Action: 


A keyword was given an inappropriate value; 
i.e., not Y, N, AT (attended), or UA 
(unattended). 


Interactive--the Configurator cannot process 
this form. Batch--the keyword is skipped, 
processing continues with the next keyword. 


Interactive--Supply an appropriate value and 
retransmit the form. Batch--correct the 
erroneous keyword and reinvoke the 
Configurator. 
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05B5D 


O5B5E 


0 5B5F 


05B60 


THE VALID RANGE FOR THIS ENTRY IS [n-m] 


Causes: 


Effects: 


Action: 


A keyword included a numeric value outside the 
allowable range (batch only). 


The keyword is skipped, and processing 
continues with the next keyword. 


Correct the erroneous keyword and reinvoke the 
Configurator. 


LINE NAME IS MISSING 


Cause: 


Effect: 


Action: 


Interactive--a line was defined without a 
name. Batch--a line is being defined without 
a LINE_NAME keyword. 


Interactive--the Configurator cannot process 
the form. Batch--the line is not configured. 


Interactive--enter a line name and retransmit 
the form. Batch--add the required keyword and 
reinvoke the Configurator. 


MAX FRAME SIZE IS MISSING 


Causes: 


Effect: 


Actions: 


A maximum frame size value iS missing or 
valueless. 


Interactive--the Configurator cannot process 
the form. Batch--the line is not configured. 


Interactive--enter a valid frame size and 
retransmit the form. Batch--add the required 
keyword and reinvoke the Configurator. 


[LU TYPE |MAX FRAME SIZE|MAX RU SIZE] IS INVALID 


Cause: 


Effect: 


An invalid value was supplied for a LU type, a 
Maximum frame size, or a maximum RU size. 
Valid LU types are l, 2, or 3; valid frame and 
RU sizes are 256 or 512. 


Interactive--the Configurator cannot process 


the form. Batch--the keyword is skipped; 
processing continues with the next keyword. 
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05B60 [LU TYPE |MAX FRAME SIZE|MAX RU SIZE] IS INVALID (cont.) 
Action: Correct the erroneous value and retransmit the 
form (interactive) or reinvoke the 
Configurator (batch). 
05B61 NODE NAME CANNOT BE CHANGED 


Cause: An existing node-name value cannot be changed 
during updating. 


Effect: The Configurator cannot process the form/file. 
Action: Correct the erroneous value and retransmit the 
form (interactive) or reinvoke the 
Configurator (batch). 
05B62 ONLY SW OR NONSW IS VALID FOR THIS ENTRY 


Cause: Only SW (Switched) or NOSW (nonswitched) are 
valid entries for the prompt/keyword. 


Effect: The Configurator cannot process the form/file. 
Action: Correct the erroneous value and retransmit the 
form (interactive) or reinvoke the 
Configurator (batch). 
05B63 THE FIRST 4 CHARACTERS OF XID MUST BE 0200 


Cause: The first four characters of the XID must be 
0200. 


Effect: The Configurator cannot process the form/file. 
Action: Correct the erroneous value and retransmit the 
form (interactive) or reinvoke the 
Configurator (batch). 
05B64 THE NUMBER OF [PRINTERS|RES SIBS] EXCEEDS NUMBER OF LUS 


Cause: The number of printers or resident SIBs 
specified exceeds the number of LUS specified. 


Effect: The Configurator cannot process the form/file. 
Action: Correct the erroneous value and retransmit the 


form (interactive) or reinvoke the 
Configurator (batch). 
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05B65 


0 5B66 


05B67 


05B68 


RES SIBS IS LESS THAN NUMBER OF LUS 


Causes: The number of LUsS specified was greater than 
the number of SIBS specified, and no SIB file 
pathname(s) were supplied. 


Effect: The Configurator cannot process the form/file. 


Action: Correct the erroneous value or supply SIB 
pathnames and retransmit the form 
(interactive) or reinvoke the Configurator 
(batch). 


[lu_addr |port_number] MUST BE IN ASCENDING ORDER 
Cause: A series of LUS or port numbers was specified 
with addresses out of sequence. LU address 
and printer port numbers must be in ascending 
order. 
Effect: The Configurator cannot process the form/file. 
Action: Correct the erroneous value and retransmit the 
form (interactive) or reinvoke the 
Configurator (batch). 
[LU_ADDRESS|PORT NUMBER] EXCEEDS NUMBER OF LUS 
Cause: A printer port number is larger than the 
number of LU specified for this node; or the 
LU address specified is beyond the range 
allowable for the number of LUS specified. 
Effect: The Configurator cannot process the form/file. 
Actions Correct the erroneous value and retransmit the 
form (interactive) or reinvoke the 
Configurator (batch). 
PORT ADDRESS IS MISSING 


Cause: A printer port address is either required or 
missing. 


Effect: The Configurator cannot process the form/file. 
Action: Correct the erroneous value and retransmit the 


form (interactive) or reinvoke the 
Configurator (batch). 
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05B69 


05B6A 


05B6B 


05B6C 


REQUIRED 


Causes: 


Effect: 


Action: 


PATHNAME MISSING OR INVALID 


A required pathname was not specified or is 
invalid. 


The Configurator cannot process the form/file. 
Correct the erroneous value and retransmit the 


form (interactive) or reinvoke the 
Configurator (batch). 


RU SIZE IS INCONSISTENT WITH FRAME SIZE 


Cause: 


Effect: 


Action: 


ENTRY IS 
Cause: 


Effect: 


Action: 


The maximum RU size value contradicts values 
specified for the PU. 


The Configurator cannot process the form/file. 
Correct the erroneous value and retransmit the 
form (interactive) or reinvoke the 
Configurator (batch). 

NOT FACILITY OR SUBCOMPONENT 

Incorrect entry in "Next?: " field. 


The Configurator waits for a valid "Next?: " 


instruction before processing this form. 


Correct this entry and re-try. 


KEY IS NOT SUPPORTED. CONTINUES NORMALLY. 


Causes: 


Effects: 


Action: 


During interactive configuration, an 
unsupported key was touched. 


The key is ignored. 


None. This message is for information only. 
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Appendix C 
SNA SENSE DATA 


This appendix contains four tables summarizing SNA-generated 
sense data. Table C-l summarizes sense data for major code 
(Sense Byte 0) X'80'. Table C-2 summarizes sense data for major 
code X'20'. Table C-3 summarizes sense data for major code 
X'10'. Table C-4 summarizes sense data for major code X'08', 
For further information on sense data, see the appropriate IBM 
reference manual. 
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Table C-1. Modifiers for Major Code X'80' (Path Error) 
Meaning 
Unrecognized Destination Address Field (DAF). DAF is 
not X'0!' for a PU or X'01'-X'33' for an LU. 
No session. Origin Address Field (OAF) on a received 
request is different from the OAF on the BIND command 


for the session. 


Segmenting error. The MPF field in TH-O is set to 
B'10' on the request received. 


PU not active. The PU has not been activated. 


LU not active. The request was destined for a session | 
that has not been activated with an ACTLU. 


Table C-2. Modifiers for Major Code X'20' (State Error) 


Meaning 


Sequence error. A received normal flow requests 
Sequence Number Field (SNF) does not compare with the 
syne counter maintained by each session. 


Chaining error. A Begin Chain (BC) FM data request is 
received while the session is currently "processing a 
chain;" or if something other than a BCI request is 
received, when not "processing a chain". 


Data traffic state reset. A Data Flow Control (DFC) or 
FM data request is received for a session prior to 
receipt of START DATA TRAFFIC or after Data Traffic 
Active has been reset (for example, .CLEAR received). 
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Table C-3. Modifiers for Major Code X'10' (Request Error) 


RU data error. An RU containing compacted data was 
| received prior to the receipt of a valid Type 3 FM header 
containing a compaction table. 


| RU length error. Either a Session Control or DFC request 
with no RU field was received or an RU field of Size > 
256 or > 512 waS received on a session bound for max 
| outbound RU size of 256 (RU-11 < X'85') or 512 (RU-ll < 
| X'86'), respectively. 


Function not supported. Either a Session Control or DFC 
| request is received that is not specified as having 
} outbound support by the remote terminal; or a BIND was 
| received specifying CRYPTO and the CRYPTO adapter has not 
| been installed; or in response to an NS request (REQMS), 
| if RUO-RU4 is not equal to X'4103040000'. 


| Argument error. Invalid sequence detected. 


| Category not Supported. Returned to a Network Control 
|} request that is received or to any Network Services 

| request on the SSCP-PU session other than Request 

| Maintenance Statistics. 


| Invalid FM Header. Returned for following conditions: 
begin or resume destination selection iS specified when 

| currently processing a destination selection; End, Abort, 

| Or Suspend selection specified when not currently 

| processing a destination selection; resume destination 

| selection specified when there is no destination 

| selection suspended; suspend destination selection is 
Specified when there is already one destination selection 

| suspended; when destination is suspended and this | 
| destination is not for the console; the type 1 count is 
not equal to X'06'; the type is not X'O1' or X'03'; type 
= X'03' and function not equal to X'02'; the compaction 
table spans RUS (number of master characters must be > 
3); DCS is specified (inbound support only); an 
unsupported medium is specified; or the ERCL field for 

| card or exchange media is greater than the maximum for 
the designated physical device. | 
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Table C-4. Modifiers for Major Code X'08' (Request 
Reject Error) 


Meaning 


Intervention required. An output device was not ready 
for a period of 1 to 99 while in attended mode. The 
associated LU returns LUSTAT when device is again ready 
if the primary logical unit has kept the destination 
active. 


| Bracket race. The remote terminal is between brackets, 
| and the received FM data request does not have the BBI 
| set. 


Procedure not supported. Returned to REQMS when the type | 
|} code is not supported. ? 


Insufficient resources. Returned to a session if the | 
outbound pacing value (RU-9) is larger than the currently | 
|}available number of buffers in the remote terminal. 


| Bid reject - no RTR. The session iS currently in 
brackets and either a BID request or an FM data request 
with BBI set is received. 


‘Function active. A bind was received for a LU that is 
|already bound. 


Receiver in transmit mode. Returned to an FM data 
request received for a session that is currently 
|allocated to a HOSTIN operation. If the session exits 
send mode without transmitting any data. LUSTAT 
(RU=0400010000) is sent to indicate session is now 
available. 


|Function not executable. The current output device being | 
used by the session has intervention required and the | 
| terminal is unattended. 


Invalid session parameters. Returned to bind request if 
any unacceptable arguments are detected in the bind 
request. 


Component not available. The specified medium/subaddress | 
in the received FM header is either undefined during | 
unattended mode or the associated device is being used in] 
another operation or the device has encountered a 
permanent failure. 
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Appendix D 


BINDS FOR RJEF, ITF, 
AND AIF 


This appendix describes all binds acceptable for the Remote 
Job Entry,.Interactive Terminal,.and SNA File Transfer 
Facilities. 


Table D-l1 describes acceptable binds for the RJE Facility. 
Only those fields that are required for RJE are described in 


detail. The value "Any" means that the RJE Facility will accept 
any valid value for that byte or bit. 


Table D-l. Acceptable Binds for RJE 


Pasauese code. 


| Activation type. 


FM profile 3. 
TS profile 3. 


RJE Facility can send single- or 
multiple-element chains, 


Immediate request mode. 
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Table D-1l (cont). Acceptable Binds for RJE 


| Definite response mode. 


Definite or exception response 
mode, 


RJE Facility can send single- or 
multiple-element chains. 


Immediate request mode. 
Definite response mode 


Definite or exception response 
mode, 


FM headers allowed,.brackets will 
be used, .bracket termination is 
controlled by type of response 
requested by CPU; EBCDIC used on 
line. 


Half-duplex, .flip-flop host 

recovery responsibility; 3770 is | 
first speaker, .3770 speaks first in | 
data traffic state. | 


Maximum inbound RU size; value is 
encoded (mantissa and exponent). 


Maximum outbound RU size: value is 
encoded (mantissa and exponent). 


LU profile l 
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Table D-1 (cont). Acceptable Binds for RJE 


| FM header subset 1; FMHI1s have no 
data set name field, restricted 
header,.and data combinations, 


|Disk data management not allowed. 
Extended card format not allowed. 


Extended document format not 
| allowed. 


Secondary half session is not 
forced to send CD every EDS. 


Document format will not be sent 


iDisk data management will not be 
sent. 
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Table D-1l (cont). Acceptable Binds for RJE 


Extended card format will not be 
sent. | 


Extended document format is not 


allowed. 


Not a CRYPTO session. 


Figure D-l contains acceptable binds for the ITF. 
Nonrequired spaces are added to enhance readability. 


Acceptable Bind Request Unit for Logical Unit Type 1 


X'31 01 03 03 Bl BO 30 80 00 00 87:00 00 00 O1 00 00 00 00 
00 18 50 18 50 7F'! 


Acceptable Bind Request Unit for Logical Unit Type 2 


X'31 01 03 03 Bl BO 30 80 00 00 87 00 00 00 02 00 00 00 00 
00 18 50 18 50 7F'! 


Acceptable Bind Request Unit for Logical Unit Type 3 


X'31 01 03 03 Bl BO 30 80 00 00 87 00 00 00 03 00 00 00 O00 
00 18 50 18 50 7F! 


Figure D-l. Acceptable Binds for the ITF 


Table D-2 describes all binds acceptable for the SFT. Only 
fields that are required are described in detail. 
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Table D-2. Acceptable Binds for SFT 


1 | X'O1' | Activation type (nonnegotiable). 
2 ~X'03! FM profile 3. 
3 X'03' | TS profile 3. 
4 0 1 Host can send single- or 
| multiple-element chains. 
0 Host can send only single-element 
chains, 
1 | 0 | Immediate request mode. 
2&3 | 01 | Exception response mode. 
4&5 | 00 Reserved. 
6 0 } Outbound data will not be compressed. | 
| 1 Outbound data will be compressed. 
7 a Host may send End Bracket (EB). 
5 o |1 | DPS 6 can send Single- or 
| multiple-element chains. 
1 {0 | Immediate request mode. 
2&3 | 01 | Exception response mode. 
4&5 | 00 Reserved. 
6 | 0 Inbound data will not be compressed. 
1 | Inbound data will be compressed. 
7 {0 DPS 6 may not send EB. 
6 0 | 0 Reserved. 


1 0 | FM headers not used, 
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Table D-2 (cont). Acceptable Binds for SFT 


Meaning 


Bracket ereLocol eer 

Bracket termination rule 1 is used 
(conditional termination). 

No alternate code is used. 
Reserved, 

Half-duplex, .flip-flop protocol. 
Host recovery responsibility. 

DPS 6 is the contention winner. 
Reserved, 

Reserved, 

Outbound pacing value. 

Maximum inbound RU size, .value is 
encoded (mantissa and exponent). 
Host supplied. 

Maximum outbound RU size,.value 
is encoded (mantissa and exponent). 
Host supplied. 

Not checked. 

Not checked. 

LU profile 1 

Not checked. 

Not checked. 

Not checked. 

Not checked. 


Not checked. 
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Table D-2 (cont). Acceptable Binds for SFT 


Meaning 


REckea. 
checked. 
checked. 
. checked. 
checked. 
checked. 


checked. 
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Table D-3 contains all acceptable binds for the AIF. Only 
fields that are required are described in detail. 


Table D-3. Acceptable Binds for AIF 


Request code, 


Negotiable 
Nonnegotiable 


FM profile 


TS profile 


Only single-RU chains allowed. 
Multiple-RU chains allowed. 


Immediate request mode, 
Delayed Request mode. 


No response requested. 
Exception response requested. 
Definite response requested. 
Definite or exception response 
requested. 


Reserved if sync-point protocol 
not used. 

Two-phase commit not supported. 
Two-phase commit supported. 


Reserved. 


Inbound data will not be compressed. | 
Inbound data can be compressed. 


Host will send End Bracket (EB) 
indicator. 
Host may send EB indicator. 
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Table D-3 (cont). Acceptable Binds for AIF 


Only single-RU chains allowed from | 
DPS 6. 

Multiple-RU chains allowed from 

DPS 6. 


Immediate request mode. 
Delayed request mode. 


No response requested. 
Exception response requested. 
Definite response requested. 
Definite or exception response 
requested. 


Reserved if sync point not used. 
Two-phase commit not supported. 
Two-phase commit supported. 


Reserved. 


Inbound data will not be 
compressed. 
Inbound data can be compressed. 


DPS 6 will not send EB indicator. 
DPS 6 may send EB indicator, 


Reserved. 


FM headers not allowed. 
FM Headers allowed. 


Brackets not used if EB indicators 
not sent. 
Bracket protocol is used. 


Reserved if brackets not used. 
Rule 2 (unconditional termination) 
will be used during this session. 
Rule 1 (conditional termination) 
used during this session. 


Alternate code set will not be 
used. 
Alternate code set can be used. 
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Table D-3 (cont). Acceptable Binds for AIF 


6 , 
(cont) 


sequence numbers not available for 
resynchronization. 

Sequence numbers available for 
resynchronization, 


Reserved if sync protocol not used, 
BIS not sent, 
BIS sent. 


Reserved, 


Send/receive mode: 
Full-duplex. | 
half-duplex contention. 
Half-duplex flip-flop. 
Reserved. 


Contention loser recovery 
responsibility. 

Symmetric responsibility for 
recovery. 


DPS 6 is the contention winner and 

host is the contention loser, 

Host is the contention winner and 
| DPS 6 is the contention loser. 


Reserved. 


HDX-FF reset state is RECEIVE for 
Host and SEND for DPS 6. 

HDX-FF reset state is SEND for Host 
and RECEIVE for DPS 6. 


Pacing in this direction occurs in 
| one stage, | 

Pacing in this direction occurs in 

two stages. 

Reserved. 


| DPS 6's send window size: 0 means 
no pacing of requests from DPS 6. 


Reserved. 


DPS 6's receive window size: 0 
means no pacing of messages. 
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Table D-3 (cont). Acceptable Binds for AIF 


| No maximum RU size (from DPS 6) 


specified. 
Not checked. 


Maximum RU size (from DPS 6) 
specified. | 
Maximum RU size. Value is encoded. 
(mantissa and exponent). Host 
supplied. 


No maximum RU size (from host) 
specified. 
Not checked. 


Maximum RU size (from host) 
specified. 

| Maximum RU size. Value is encoded. 
(mantissa and exponent). Host 
supplied. 


Pacing in this direction occurs in 
one stage. 

Pacing in this directrion occurs 
in two stages. 


Reserved. 
Not checked. 
Reserved. 
Not checked. 
Basic format. 
Reserved. 


Session type. 


PS characteristics. 
Not checked. 
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Table D-3 (cont). Acceptable Binds for AIF 


No private cryptography supported. 
Private cryptography supported. 


No session-level cryptography 
supported. 

Selective session-level cryptography 
supported. 

Reserved. 

Session-level mandatory cryptography 


supported. 


No session-level cryptography 

specified. 

For unstructured user data. 

Remainder of unstructured user data. 

For structured user data. 

Structured subfields. 

Length of user request correlation. 
| URC: end user defined identifier. 

Length of secondary LU network name. 

Secondary LU network name. 
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Appendix E 


SNA CONFIGURATION 
SAMPLES 


This appendix gives sample SNA configurations, in both the 
interactive display and batch input file format. These samples 
are syntactically valid, and are operable given the necessary 
hardware. However, these samples are not meant to be universally 


applicable. 
For sample host configurations, see the SNA Host Programmer's 
Configuration Guide. 
A FI TOR SAMPLE CONF TI 


Figure E-l shows an interactive-mode display of an SNA 
Configurator configuration. Figure E-2 lists an SNA Configurator 


batch configuration input file. 
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SNA CONFIGURATOR CONFIGURATION 


NODE INFORMATION 

NODE NAME IS: CONF CREATION DATE 1983/08/10 
AUTHOR'S NAME IS: DKJ DATE LAST UPDATED 1985/03/24 
JOURNAL PATH NAME: >>CCD>CONF_JNL 

LIST PATH NAME: 

BATCH PATH NAME: 

IS RJE TO BE CONFIGURED?: YES 

IS ITF TO BE CONFIGURED?: YES 


IS SFT TO BE CONFIGURED?: NO 


IS AIF TO BE CONFIGURED?: YES 
Figure E-1. SNA Configurator Configuration Sample (Interactive) 


CREATE=CONF. 
AUTHOR=D KJ 


JOURNAL_PATH=>>CCD>CONF_JNL 
SFT=N. 


Figure E-2. SNA Configurator Configuration Sample (Batch) 


dy T AMPLE FI T 
Figure E-3 shows an interactive mode display of an SNA 


Operator Control configuration. Figure E-4 lists an SNA 
Configurator batch configuration input file. | 
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SOPR CONFIGURATION 


| NODE INFORMATION 


| NODE NAME IS: SOPR CREATION DATE 1983/08/10 


| AUTHOR'S NAME IS: DKJ DATE LAST UPDATED 1985/03/24 | 
JOURNAL PATH NAME: >>CCD>SOPR_JNL 
SOPR DEVICE NAME IS: !CONSOLE 
MAXIMUM NUMBER OF SOPR USERS IS: l 
NUMBER OF LINES IS: 1l 
HOST CONNECT (LINE) INFORMATION: 
:sLINE #:LINE NAME:MAX FRAME SIZE:PHYSICAL DISCONNECT:AUTO DIAL: 


: 1 : LINEO] : 0256 : | a6 


Figure E-3. SNA Operator Control Configuration Sample 
(Interactive) 


CREATE=SOPR. 
AU THOR=D KJ 


JOURNAL_PATH=>>CCD>SOPR_J NL 


Figure E-4. SNA Operator Control Configuration Sample 


(Batch) 
REMOTE JOB ENTRY FACILITY SAMPLE CONFIGURATION 


Figure E-5 shows an interactive mode display of an SNA Remote 
Job Entry Facility configuration. Figure E-6 lists an SNA Remote 
Job Entry Facility batch configuration input file. 
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RJ EF LINK PROTOCOL CONFIGURATION 

NODE INFORMATION 
NODE NAME IS: RJEB CREATION DATE 1983/08/10 
AUTHOR'S NAME IS: DKJ DATE LAST UPDATED 1985/03/24] 
JOURNAL PATH NAME: >>CCD>RJEB_JRNL 
HOST CONNECT (LINE) INFORMATION: 

LINE NAME IS: LINEO] 

LINE CONFIGURATION IS NONSW 

STATE TIMER VALUE: 010 FRAME TIMER VALUE: 99 

MAX FRAME SIZE: 256 SEND LIMIT: 7 


MAX NUMBER OF RETRIES: 03 


RJEF PHYSICAL UNIT CONFIGURATION 
PU ADDRESS: 04 MAX RU SIZE: 0256 
NUMBER OF LU'S CONFIGURED: 3 
NUMBER OF RU'S PER CHAIN: 254 
IS MULTIPLE SIGNAL INTERRUPT TO BE USED?: NO 


OPERATION MODE: ATTENDED 


RJEF LOGICAL UNIT CONFIGURATION 


LU ADDRESS: l RU SIZE: 256 
LU ADDRESS: 2 RU SIZE: 256 
LU ADDRESS: 3 RU SIZE: 256 


Figure E-5. Remote Job Entry Facility Configuration Sample 
(Interactive) 
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CREATE=RJE. 

AUTHOR=D KJ 

J OURNAL_PATH=> >CCD>RJ EB_JRNL 
STATE_TIMER=010 
FRAME_TIMER=99 
FRAME_SIZE=256 

SEND_LIMIT=7 


MAX_RETRY=03. 
PU_ADDR=0 4 
NO_LUS=3 
RUS_PER_CHAIN=2 54 
MULT I_SIGNAL_INT=N 
OP_MODE=ATTENDED. 


Figure E-6. Remote Job Entry Facility Configuration Sample 
(Batch) 
[INTERA ] TERMINAL FACILI’ AMPL PONF IGURATION 
Figure E-7 shows an interactive mode display of an SNA 


Interactive Terminal Facility configuration. Figure E-8 lists an 
SNA Interactive Terminal Facility batch configuration input file. 
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ITF LINK PROTOCOL CONFIGURATION tt 

NODE INFORMATION 
| NODE NAME IS: ITFB CREATION DATE 1983/08/10 
AUTHOR'S NAME IS: DKJ DATE LAST UPDATED 1985/03/24. 
JOURNAL PATH NAME: >>CCD>ITFB_JRNL 
HOST CONNECT (LINE) INFORMATION: 

LINE NAME IS: LINEO] 

LINE CONFIGURATION IS NONSW 

STATE TIMER VALUE: 010 FRAME TIMER VALUE: 99 

MAX FRAME SIZE: 256 | SEND LIMIT: 7 


MAX NUMBER OF RETRIES: 03 


ITF PHYSICAL UNIT CONFIGURATION 
PU ADDRESS: 04 MAX RU SIZE: 0256 
NUMBER OF LU'S CONFIGURED: 4 
NUMBER OF PRINTERS CONFIGURED: 00 


NUMBER OF MEMORY RESIDENT SIBS CONFIGURED: 4 


ITF LOGICAL UNIT CONFIGURATION 


LU ADDRESS: 2 LU TYPE: 2 LU CLASS: 0 
LU ADDRESS: 3 LU TYPE: 2 LU CLASS: 0 
LU ADDRESS: 4 LU TYPE: 2 LU CLASS: 0 
LU ADDRESS: 5 LU TYPE: 2 LU CLASS: 0 


Figure E-7. Interactive Terminal Facility Configuration Sample 
(Interactive) 
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CREATE=ITF. 
AUTHOR=D KJ 
JOURNAL_PATH=>>CCD>ITFB_JRNL > 
STATE_TIMER=010 
FRAME_TIMER=99 
FRAME_SIZE=256 
SEND_LIMIT=7 
MAX_RETRY=03. 
PU_ADDR=0 4 
NO_LUS=4 
NO_PRINTERS=0 
RES_SIBS=4. 
LU_ADDR=2 
LU_TY PE=2 
LU_CLASS=0. 
LU_ADDR=3 

 LU_TYPE=2 
LU_CLASS=0. 
LU_ADDR=4 
LU_TY PE=2 
LU_CLASS=0. 
LU_ADDR=5 
LU_TYPE=2 
LU_CLASS=0. 


Figure E-8. Interactive Terminal Facility Configuration Sample 
(Batch) 7 
SNA FILE TRANSFER FACILITY SAMPI ONFIGURATION 


Figure E-9 shows an interactive mode display of an SNA File 
Transfer Facility configuration. Figure E-10 lists an SNA File 
Transfer Facility batch configuration input file. 
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SFT LINK PROTOCOL CONFIGURATION 

NODE INFORMATION 
NODE NAME IS: SFTC a CREATION DATE 1983/08/10 
AUTHOR'S NAME IS: DKJ | - DATE LAST UPDATED 1983/10/24 | 
JOURNAL PATH NAME: >>CCD>SFTC_JRNL 
HOST CONNECT (LINE) INFORMATION: 

LINE NAME IS: LINEO1 

LINE CONFIGURATION IS NONSW 

STATE TIMER VALUE: 010 FRAME TIMER VALUE: 99 

MAX FRAME SIZE: 256 SEND LIMIT: 7 


MAX NUMBER OF RETRIES: 03 


SFT PHYSICAL UNIT CONFIGURATION 
PU ADDRESS: 04 MAX RU SIZE: 0256 
NUMBER OF LU'S CONFIGURED: 1 


OPERATION MODE: ATTENDED 


SFT LOGICAL UNIT CONFIGURATION 


LU ADDRESS: 1 RU SIZE: 256 


Figure E-9. File Transfer Facility Configuration Sample 
(Interactive) 
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CREATE=SFT. 

AUTHOR=D KJ 
JOURNAL_PATH=>>CCD>SFTC_JRNL 
LINE_NAME=LINEO1 
LINE_CONFIG=NONSW 
STATE_TIMER=010 

FRAME_T IMER=99 


FRAME_SIZE=256 
SEND_LIMIT=7 
MAX_RETRY=03. 
PU_ADDR=0 4 
NO_LUS=1 
OP_MODE=ATTENDED. 


Figure E-10. File Transfer Facility Configuration Sample 
(Batch) 


APPLICATION INTERFACE FACILITY CONFIGURATION 


Figure E-~l1l shows an interactive mode display of an 
Application Interface Facility configuration. Figure E-12 lists 
an Application Interface Facility batch configuration input file. 
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IL PROT | TI 


NODE INFORMATION 


| NODE NAME IS: AIF501 | or CREATION DATE 1985/03/24 | 


AUTHOR'S NAME IS: RYAN 

JOURNAL PATH NAME: >>CCD>AIF_JRNL 

HOST CONNECTION (LINE) INFORMATION 
LINE NAME IS: LINEO1 


LINE CONFIGURATION IS NONSW 


STATE TIMER VALUE: 010 FRAME TIMER VALUE: 


MAX FRAME SIZE: 256 SEND LIMIT: 7 


MAX NUMBER OF RETRIES: 04 


AIF PHYSICAL UNIT CONFIGURATION 
PU ADDRESS: 01 MAX RU SIZE: 0256 


NUMBER OF LU'S CONFIGURED: 012 

MINIMUM LU ADDRESS: 010 

NUMBER OF SESSION TYPE DESCRIPTORS CONFIGURED: 003 
NUMBER OF PREESTABLISHED SESSION GROUPS CONFIGURED: 002 


SESSION TYPE DESCRIPTORS CONFIGURATION 
STD NAME: AA MODE NAME: AIFTESTIL SESSION TYPE: 


99 


RELEASE ON ABNORMAL TERMINATION: HOLD DESTINATION LU TYPE: CICS 


Figure E-ll. Application Interface Facility Configuration Sample 


(Interactive) 
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Figure E-12. 


CREATE=AIF. 
NODE_NAME=AIF501 
AUTHOR=RYAN 
JOURNAL_PATH=> >CCD>AIF_JRNL 
STATE_TIMER=010 

FRAME TIMER=99 
FRAME_SIZE=2 56 
SEND_LIMIT=7 
MAX_RETRY=04. 

PU_ADDR=01 

MAX__RU=2 56 

NO_LUS=12 

MIN_LU_ADDR=10 

NO_STDS=3 

NO_PSGS=2. 

STD_NAME=AA 
MODE_NAME=AIFTEST1 

SESS ION_TY PE=0 
DESTINATION_LU_TY PE=CICS 
RELEAS E_ON_ABNORMAL_TERM=HOLD 
PSG_NUM=01 
HOST_LU_NAME=CICS 
STD_NAME=AB 
NO_IN_GROUP=2. 
LU_ADDR=010 

RESERVED=YES 

STD_NAME=AA 

PREEST AB=N 


Application Interface Configuration Sample 


(Batch) 


CR57-02 


GLOSSARY 


configuration services 


One of the types of network services in the system services 
control point (SSCP) and in the physical unit (PU); 
configuration services activate, .deactivate,.and maintain the 
status of PUs, links, .and link stations. 


data flow control (DFC) 


end 


A request/response unit (RU) category used for requests and 
responses exchanged between the data flow control layer in 
the session partner. 


user 
The ultimate source or destination of application dataflowing 


through an SNA network. An end user can be an application 
program or a terminal operator. 


function management (fm) header 


One or more headers, .optionally present in the leading RUs of 
an RU chain,.that provides information to: (1) select a 
destination at the session partner,.(2) control the way that 
end-user data is handled at the destination, (3) change the 
Characteristics of the data during the session,.and (4) 
transmit status or user information about the destination 
(for example,.a program or device). 
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half-session 


A component that provides FMD services, data flow control, 
and transmission control for one of the sessions of a network 
addressable unit (NAU). 


host node 


A subarea node that contains a system services control point 
(SSCP); for example, a system/370 computer with OS/VS2 and 
ACF/TCAM. 


link 


The combination of the link connection and the link stations 
jOining network nodes; for example, (1) a system/370 channel 
and its associated protocols, (2) a serial-by-bit connection 
under the control of synchronous data link control (SDLC). 


link connections 


The physical equipment providing two-way communication 
between one link station and one or more other link stations; 
for example, a communication line and data circuit 
terminating equipment (DCE). 


link station 


The combination of hardware and software that allows a node 
to attach to and provide control for a link. 


logical unit (LU) 


A port through which an end user accesses the SNA network; 
the functions provided by System Services Control Points 
(SSCPs). An LU is capable of Supporting at least two 
sessions--one with an SSCP and one with another LU--and may 
be capable of supporting many sessions with other LUs. 


network addressable unit (NAU) 


A LU, a PU, or a SSCP. It is the origin or the destination 
of information transmitted by the path control network. 


node 


An endpoint of a link or a junction common to two or more 
links in a network. Nodes can be distributed processors, 
host processors, communication controllers, cluster 
controllers, or terminals. Nodes can vary in routing and 
other functional capbilities. 
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physical unit (PU) 
The component that manages and monitors the resources of a 
node, aS requested by an SSCP via an SSCP-PU session. Each 
node of an SNA network contains a physical unit. 

protocol 


The meaning of, and the sequencing rules for, requests and 
responses used for managing the network, transferring data, 
and synchronizing the states of network components. 

request header (RH) 


A request unit (ru) header preceding a request unit. 
request unit (RU) 


A message unit that contains control information such aS a 
request code of FM header, end-user data, or both. 


request/response header (RH) 


Control information, preceding a request/response unit (RU), 
that specifies the type of RU (request unit or response unit) 
and contains control in formation associated with that RU. 


request/response unit (RU) 


A generic term for a request unit or a response unit. 


response 


(1) A message unit that acknowledges receipt of request; a 
response consists of a response header (RH), a response unit 
(RU), or both. (2) in SDLC, the control information sent 
from the secondary station to the primary station. 


response header (RH) 


A header, optionally followed by a response unit (RU), that 
indicates whether the response is positive or negative and 
that may contain a pacing response. 


response unit (RU) 


A message unit that acknowledges a request unit; it may 
contain prefix information received in a request unit. If 
positive, the response unit may contain additional 
information (such as session parameters in response to bind 
session), Or if negative, contains sense data defining the 
exception condition. 
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SDLC 


Synchronous Data Link Control. 


session 


SNA 


SNA 


A logical connection between two Network Addressable Units 
(NAUS) that can be activated, tailored to provide various 
protocols, and deactivated, as requested. The session 
activation request and response can determine options 
relating to such things as the rate and concurrency of data 
exchange, the control of contention and error recovery, and 
the characteristics of the data stream. Sessions compete for 
network resources such as the links within the path control 
network. : 


network 


The part of a uSer-application network that conforms to the 
formats and protocols of Systems Network Architecture (SNA). 
It enables reliable transfer of data among end users and 
provides protocols for controlling the resources of various 
network configurations. The SNA network consists of network 
addressable units, boundary function components, and the path 
control network. 


node 


A node that supports SNA protocols 


SSCP 


System services control point 


Synchronous Data Link Control (SDLC) 


A discipline for managing synchronous, code-transparent, 
serial-by-bit information transfer over a link connection. 
Transmission exchanges can be duplex or half-duplex over 
Switched or nonswitched links. The configuration of the link 
connection can be point to point, multipoint, or loop. 


System Services Control Point (SSCP) 


A focal point within an SNA network for managing the 
configuration, coordinating network operator and problem 
determination requests, and providing directory Support and 
other session services for end users of the network. 
multiple SSCPs cooperating as peerS with one another, can 
divide the network into domains of control, with each SSCP 
having a hierarchical control relationship to the physical 
units and logical units within its own domain. 
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INDEX 


Activation/Deactivation 
Activating and Deactivating 
SNA Operator Control, 4-1 
Activation/Deactivation 
From Menus, 3-5, 4-2, 5-2 
Activation/Deactivation 
Using Commands, 4-2 


ALTER 
ALTER Command, 4-41 
ALTER Request, 4-8 


ASSIGN 
ASSIGN Command, 4-43 
ASSIGN Journal Request 
4-10 7 


Batch 

Batch Configuration of the 
Application Interface 
Facility, 6-28 

Batch Configuration of the 
SNA File Transfer 
Facility, 6-24 

Batch Configuration of the 
SNA Interactive Terminal 
Facility, 6-18 

Batch Configuration of the 
SNA RJE Facility, 6-14 

Batch Mode Configurator 
Screen (Fig), 5-56 
Interactive and Batch Mode 
Configuration, 6-1 
Invoking Batch mode 
Configuration From a Menu, 
5-55 

Updating in Batch Mode, 
5-58 


Binds 

Acceptable Binds for AIF 
(Tb1), D-8 

Acceptable Binds for RJE 
(Tol), D-l 

Acceptable Binds for SFT 
(Tb1l), D-5 

Acceptable Binds for the 
ITF (Fig), D-4 


BYE 
BYE Directive, 6-9 


CCD | 
Directory CCD (Fig), 6-2 


CLM Directive 
Sample CLM Directives to 
Configure Link Control 
(Fig), Z2=5 | 


CLOSE 
CLOSE Command, 4-45 
CLOSE Request, 4-12 


Commands 

Activation/Deactivation 
Using Commands, 4-2 

DPS 6 SNA Operator Commands 
(Tb1), 4-37 

DPS 6 SNA Operator Screens 
and Commands, 4-3 

Invoking the Configurator 
From a Command Line, 5-3 

SNA Operator Commands, 4-37 

SNEDIT Commands, 7-5 


CREATE 
CREATE Directive, 6-7 


DARTS 
Configuring DARTS, 2-3 


DATA 
DATA Command, 4-46 
DATA Request, 4-13 


DELETE 
DELETE Directive, 6-8 
Delete Mode Configurator 
Menu (Fig), 5-59 
Deleting Nodes 
Interactively, 5-58 


DEVICE 
DEVICE Directive, 2-7 
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Directive, Batch Mode 
BYE, 6-9 
CREATE, 6-7 
DELETE, 6-8 
FILE, 6-7 
PRINT, 6-9 
UPDATE, 6-8 


Directive, CLM 
DEVICE, 2-7 
SNALN, 2-5 
SNASTA, 2-6 


Error | 
Detecting and Reporting 
Errors in Screens, 3-2 


Event 
Error Codes for Events 02 
through 07 (Source=link 
Ctl) (Tb1), A-9 


Event and State/Error Codes 
for Source=baseline (Tbl), 


A-7 


Event and State/Error Codes 


With Source=link Ctl 
(Tb1), A-7 


Event and State/Error Codes 


With Source=path Ctl 
(Tb1), A-10 


Event and State/Error Codes 


With Source=tran Ctl 
(Tb1), A-1l 


HELP Command, 4-51 


Host 
Host Connection (Line) 
Intormation, E-10 
Host Terminal Connection 
Menu (Fig), 3-5 


Input 
Example of Preimary and 
Secondary Input Files 
(Fig), 6-6 
SNA Configurator Input 
Files, 6-5 


Journal 
Assign Journal Command, 
4-43 
Assign Journal Request, 
4-10 
Journal Operation, 7-1 


LOGOFF 
LOGOFF Command, 4-52 
LOGOFF Request, 4-17 


Maintenance 
SNA Maintenance Utilities, 
7-3 


Major Code 

Modifiers for Major Code 
X'O8' (Request Reject 
Error) (Tbl), C-4 

Modifiers tor Major Code 
X'10' (Request Error) 
(Tb1l), C-3 

Modifiers for Major Code 
X'20' (State Error) (Tbl), 
C-2 

Modifiers for Major Code 
X'80' (Path Error) (Tbl), 
C-2 


Matrix, Printer 
iTF Printer Matrix 
Characteristics, 5-32 
ITF Printer Matrix 
Configuration Screen 
(Fig), 5-32 
Specifying Printer Matrix 
Characteristics, 6-22 


Menu 

Activation/Deactivation 
From Menus, 3-5, 4-2, 5-2 

Delete Mode Configurator 
Menu (Fig), 5-59 

Host Terminal Connection 
Menu (Fig), 3-5 

Invoking Batch-mode 
Configuration From a Menu, 
5-55 

Invoking the Configurator 
From the menu Subsystem, 
3-4 
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Menu (cont) 

Menu Advantages, 3-2 

The Menu-driven SNA 
Interface, 1-3 

Menu Features, 3-1 

Print Mode Configurator 
Menu (Fig), 5-51 

SNA Facilities Menu (Fig), 


3-5 
SNA Facilities Menu 
Selections (Tbl), 3-6 
SNA Menu Tree Structure, 
3-3 | 
SNA Operator Menu (Fig), 
4-2 

Message 


Correspondence ot Messages 
O5BE9 Through O5BF3 With 
UMP Messages With 
SOURCE=BASELINE (Tbl), 
A-22 

SNA Network Messages, A-12 

SNA Operator Control 
Messages, A-l 

Unsolicited Message 
Processor Messages, A-6 


Modifiers 

Modifiers for Major Code 
X'08' (Request Reject — 
Error) (Tb1l), C-4 

Modifiers for Major Code 
X'10' (Request Error) 
CTbi); -C=3 

Modifiers for Major Code 
X'20' (State Error) (Tbl), 
C-2 

Modifiers for Major Code 


X'80' (Path Error) (Tbl), 
C-2 

Nodes | 
Deleting Nodes 


Interactively, 5-58 
DPS 6 SNA Network Node 
Operation Overview, 1-l 


INDEX 


1-3 


Operator 

Activating and Deactivating 
SNA Operator Control, 4-1 
SNA Operator Commands, 4-37 
SNA Operator Control 
Messages, A-l 

SNA Operator Menu (Fig), 
4-2 

SNA Operator Screens and 
Commands, 4-3 


Primary 
Example of Primary and 
Secondary Input Files 
(Fig), 6-6 


Registration 
SNA Administrator 
Registration, 3-3 


RESET 
RESET Command, 
RESET Request, 


4=55 
4-18 


Resource Requirement 

DPS 6 Resource 
Requirements, 2-1 
Resource Requirements for 
the Application Interface 
Facility, 2-2 

Resource Requirements for © 
the SNA File Transfer 
Facility, 2-2 

Resource Requirements for 
the SNA Interactive 
Terminal Facility, 2-2 

Resource Requirements for 
the SNA Remote Job Entry 
Facility, 2-1 


Sample 
Application Interface 
Configuration Sample 
(Batch) (Fig), E-1l 
File Transfer Facility 
Contiguration Sample 


(Interactive) (Fig), E-8 
File Transfer Facility 
Configuration 
Sample(Batch) (Fig), E-9 
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Sample (cont) 

Interactive Terminal 
Facility Configuration 
Sample (Batch) (Fig), E-7 

Interactive Terminal 
Facility Configuration 
Sample (Interactive) 
(Fig), E-6 

Interactive Terminal 
Facility Sample 
Configuration, E-5 

Remote Job Entry Facility 
Configuration Sample 
(Batch) (Fig), E-5 

Remote Job Entry Facility 
Configuration Sample 
(Interactive) (Fig), E-4 

Remote Job Entry Facility 
Sample Configuration, E-3 

Sample CLM Directives to 
Configure Link Control 
(Fig), 2-5 

SNA Configurator 
Configuration Sample 
(Batch) (Fig), E-2 

SNA Configurator 
Configuration Sample 
(Interactive) (Fig), E-2 

SNA Configurator Sample 
Configuration, E-l 

SNA File Transfer Facility 
Sample Configuration, E-7 

SNA Operator Control 
Configuration Sample 
(Batch) (Fig), E-3 

SNA Operator Control 
Configuration Sample 


(Interactive) (Fig), E-3 


SNA Operator Control Sample 


Configuration, E-2 


secondary 
Example of Primary and 
Secondary Input Files 
(Fig), 6-6 


SHUTDOWN 
SHUTDOWN Command, 4-55 
SHUTDOWN Request, 4-20 


INDEX 


SNALN 
SNALN Directive, 2-5 
SNAMAP 
Information Displayed by 
SNAMAP (Fig), 7-6 
SNAMAP Utility, 7-3 


SNASTA 

SNASTA Directive, 2-6 
SNEDIT 

Information Displayed by 

SNEDIT (Fig), 7-7 

SNEDIT Files, 7-5 

SNEDIT Utility, 7-5 
SNEDIT Commands, List Of 
? (Help), 7-19 
AC (All Commands), 7-19 
Break Processing, 7-23 
E (Escape), 7-21 
ED (End Date), 7-13 
ET (End Time), 7-14 
GO (Process Input 

Commands), 7-20 
GP (Group ID), 
IN (Indent), 7-16 
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Parameters), 7-18 

(Quit), 7-22, 
(Scroll), 7-24 
(Start Date), 7-ll 
(Start Time), 7-12 
TD (Target Directory), 7-9 
(Undent), 7-17 
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SOPR 

Creating the SOPR 
Configuration File, 6-12 

SNA Operator (SOPR) 
Configuration Screen 
(Fig), 5-18 

SOPR Print Mode 
Configurator Screen (Fig), 
5=<51 

Updating the SOPR 
Configuration File, 6-14 
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SOPR Commands, List Of 
ABORT, 4-6, 4-39 
ALTER, 4-8, 4-41 
ASSIGN, 4-10, 4-13 
CLOSE, 4-12, 4-45 
DATA, 4-13, 4-46 
FORMAT, 4-50 
HELP, 4-51 
LOGOFF, 4-17, 4-52 
RESET, 4-18, 4-53 
SHUTDOWN, 4-20, 4-55 
STATUS, 4-21, 4-56 
STOP, 4-29, 4-63 
TRACE, 4-32, 4-66 
VARY, 4-34, 4-68 


STOP 
STOP Command, 4-63 
STOP Request, 4-29 


TRACE 
TRACE Command, 4-66 
TRACE Request, 4-32 


UMP (Unsolicited Message 
Processor) 

Correspondence of Messages 
O5BE9 Through O5BF3 With 
UMP Messages With 
SOURCE=BASELINE (Tbl), 


A=22 

Update 
Updating Configuration 
Files, 6-34 


Update Directive, 6-8 
Updating in Batch Mode, 
5-58 

Updating in Interactive 
Mode, 5-57 

Updating the SOPR 
Configuration File, 6-14 

Updating Your 
Configuration, 5-56 


VARY 
VARY Command, 4-68 
VARY Request, 4-34 
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